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1 X 3 Digital Drive Thru
Accessory Shroud Kit

Installation Instructions
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Parts
[A]- Fan (1)

- Black Finger Grill (1)

- 2” Conduit (6” long) (1)
[D] - Thermal Controller (1)
[E] - 12 Volt Adapter

[F] - Power Strip (2)
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Unpack the shroud. Remove the (10) 10-24 X 1/2” Torx screws that hold the shroud back in place and set
them aside. Detach the inner tray housing by removing the (7) 10-24 KEPS nuts that hold it in place and
set them aside. Remove the angle from the right side of the tray housing. Do not discard the (2) 10-24 X 1/2 screws.

Replace the inner tray housing and secure in place
with the previously removed (7) 10-24 KEPS nuts.

Lay the tray into the inner tray housing as shown
at right making sure the large holes in the

tray are towards the mounting steel. Replace the
angle previously removed from the right side of

the tray housing by re-inserting the

(2) 10-24 X 1/2” screws.

@ Set the shroud over the mounting steel.
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@ Pull the cords and cables into the inner housing.
Slide the 6” length of 2” conduit over the cords
and cables inside the housing. Next slide the
2” conduit through the opening in the side of
the inner housing and into the hole in the side

of the mounting steel.

@Attach (8) media players (by others) together with plates and

screws supplied. Place the media players on end with the power
switches to the left side of the compartment box. Run the (3)
serial cables through the hole in the compartment box before
running the (6) HDMI cables.

L Media Players Plate A

@Connect the HDMI and serial cables to the media players.
Plug the (3) media players into the power strip.

g,
S

the thermal controller. Remove the clear plastic cover from the end
of the thermal controller sensor. Make sure the switch is set to TC.
Place the thermal controller on the bottom tray and plug it into the

Plug the fan into the thermal controller. Plug the 12 volt adapter into

power strip.
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Plug the power strip into the convenience
outlet located on the mounting steel.

NOTE: ALL ELECTRICAL
EQUIPMENT MUST BE
PLACED ON THE PROVIDED

SHELF, DO NOT PLACE
ANY ON THE BOTTOM
OF THE CABINET.

INNER TRAY HOUSING WITH MEDIA PLAYERS,
POWER STRIP, THERMAL CONTROLLER, CABLES AND CORDS

Remove the (4) nuts off of the 1-1/2” studs on the shroud back.
Attach the fan (label towards the inside of the shroud) and
the fan finger grill using the (4) nuts just removed.

@ Replace the shroud back by re-inserting the (10) 10-24 X 1/2” Torx screws previously removed.
NOTE: Be sure to put downward pressure on the back while tightening the screws so that
the gasket on the top lip is fully suppressed.
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