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Burger King
LG

1 X 1 Digital Pre Sell
Menu Board

Installation Instructions
NOTE: BEFORE BEGINNING THIS INSTALLATION, THERE MUST BE A 20 AMP 
DEDICATED CIRCUIT FOR THE POWER SWITCH AND A SEPARATE 15 AMP 
DEDICATED CIRCUIT INSTALLED FOR THE CONVENIENCE OUTLET FOR THE
DIGITAL PRE SELL.

NOTE: PLEASE READ THE ACCESSORY SHROUD KIT INSTRUCTIONS 
BEFORE STARTING THIS INSTALLATION.
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Parts
- (1) Mounting Steel w/ Switch

- (1) Set of 4 Anchor Bolts w/ Template

- (1) LCD Display Housing Assembly

A
B
C

- (1)T25 Torx Security Bit

- (2) Small Zip Ties

- (2) Zip Ties and Pads

D
E
F

A B C

D E F
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Parts
- (4) 5/8” X 2” Bolts

- (4) 5/8” Lock Washers

- (8) 5/8” Flat Washers

- (4) 5/8” Nuts

- Shroud Assembly

G
H
I
J

K

K

G

I

J

H

Rear View
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         Dig hole to the minimum length, width and depth as depicted above.  Use template provided 
         (aligned as shown above) and place the anchor bolts in the hole.  Brace to prevent movement.  Position electrical 
         and data conduit as shown.  Fill hole with concrete.  NOTE: After the mounting steel plate is installed, 
        the anchor bolts should be no more than 1-1/2” above the top of the mounting steel plate.

1

            These are approximate foundation measurements.  The soil bearing capacity at the erection site must be 
considered when designing the foundation. The sign manufacturer is not able to predetermine the specific needs of  
each location.  Consult a local engineer for design specifications.

*NOTE:

            This is a suggested plan.  Local requirements may exceed this design.  
The contractor is responsible to verify this plan.

*NOTE:
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            Prior to concrete drying, use the anchor bolt template to verify:
     - Anchor bolt plumbness - using a level (Some anchor bolts have been set with the bolts
        leaning outward. This results in the base of  the bolts being on pattern, but the tops being too far out 
        of  pattern for the plate to slide over.)

     - Anchor bolt spacing is still at 8” .  

NOTE:
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         When concrete is dried remove the template from the concrete base.  Clean anchor bolt threads and run one 
         nut and washer onto each bolt which will be used to level the structure.  Remove the switch cover and electrical 
         box from the side of the mounting steel and set them aside.

2
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         Lower the mounting steel onto the anchor bolts making sure the switch box access hole is facing as shown 
         in the picture on the previous page.  Also make sure the electrical and data conduits are separated in their 
         specific sides of the divided tube as shown in the picture on the previous page.  Run one nut and washer 
         onto each anchor bolt to secure.  Do not tighten.  With the aid of available leveling device, adjust leveling 
         nuts so structure is level and plumb.  Tighten the securing nuts.

3

         IMPORTANT: Prior to tightening the securing nuts, orient the mounting steel to the proper viewing 
         angle for the fully installed menu board.  Once the shroud is installed it will be difficult to access the 
         front securing nuts. 

4

         Unpack the LCD housing assembly and remove the 10-24 X 1/2” Torx screws that hold the back in place
         using the provided T25 Torx bit.  Set the back and its  screws aside.  NOTE: Remember the orientation 
         of the back.  Failure to do so will block the fans in the LCD screen.  Remove the (2) cover plates from 
         the back, bottom of the assembly and set them and their screws aside.

5

! STOP !
Complete Accessory Shroud Kit Installation Steps 1 & 2 Before Preceding to Step 6.

         Set the LCD housing assembly back on top of the shroud.  Secure the assembly to the mounting steel with 
         the provided 5/8” X 2” bolts, lock washers, flat washers and nuts.  See below diagram for bolt orientation, 
         up from the bottom, washer and nut on top.  NOTE: Be sure to place silicone around the top of each 
        bolt where the nut will be.  Also place silicone between the top washer and the housing and the 
        bottom washer and the mounting steel.  

6

5/8” X 2” BOLT

HOUSING ASSEMBLY

5/8” FLAT WASHER

5/8” FLAT WASHER
MOUNTING STEEL

5/8” LOCK WASHERSilicone Here

Silicone Here

Silicone Here

5/8” NUT

SHROUD
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        Remove the lower back cover from the LCD screen and set them and their screws aside.9

         Using at least 2 people, place the LCD screen into the housing assembly from the front.  Make sure that 
         the cord access conpartment is at the bottom.  With one person holding the screen from the front, secure 
         the screen in place from the back of the assembly with the previously removed mounting screws 

8

         Unpack the LCD screen.  Set the power cord and remote aside.  Remove the film off the LCD screen.  
         Remove the (4) mounting screws from the screen and set them aside. 7

        Plug one end of the LCD display power cord into the upper outlet of the display.  Run the cord straight down 
        and into the 4” x 5” tube through the larger 1-3/8” hole.10

Cord Access Conpartment
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        Use the provided smaller zip ties to tie up the excess lengths of power cable in the top cabinet. 12
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        Run the HDMI cables (2 per screen) and serial data cable provided by others from the lower portion of the 
        LCD display, through the 4” x 5” tube and into the mounting steel and out of the hole in the left side of the 
        mounting steel.

13

        Using the provided larger zip ties and bases, organize the power cord, HDMI cables and serial data cable in
        the 4” x 5” tube making sure cables are a minimum of 1/2” off the bottom of the tube.  14

        Replace the lower cover on the LCD display.15

        Plug the other end of the LCD display power cord into the outlet in the 4” x 5” tube.  NOTE: The far right 
        (GFI) outlet is NOT to be used.11
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        Wire the assembly per the diagram below.   NOTE: When making electrical connections, comply with all 
        applicable national, state and local codes.   16

        Re-attach the switch box, switch and switch cover onto the mounting steel.  Make sure the switch is in the 
        ON position. 17

        Re-attach the convenience outlet box, receptacle and cover onto the mounting steel. 18

WIRES FROM 4” x 5” TUBE

WIRES FROM GROUND

SWITCH

SWITCH BOX

MOUNTING STEEL

CONVENIENCE OUTLET

CONVENIENCE OUTLET BOX

15 Amp Circuit

20 Amp Circuit



            You Can Now Complete the Remaining Steps of  the Accessory Shroud Kit 
 Installation Instructions 
NOTE:
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        Secure the back in place with the 10-24 X 1/2” screws previously removed and the screws provided in the 
        hardware kit using the provided T25 torx bit and driver.  
         NOTE: Make sure the back is oriented as shown at below.

        Make sure the LCD display is plugged into the outlet in the 4” X 5” tube.  NOTE: The far right (GFI) outlet
         is NOT to be used.  Re-attach the (2) rectangular cover plates  on the 4” x 5” tube with the screws 
        previously removed.  

19

20

5”
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Recognized CUR Label

Is Located on Outside
of the LCD Cartons.

NOTICE TO INSTALLER! !

KEEP ALL LCD CARTONS
UNTIL EXAMINED BY INSPECTOR

OH55F
4.5 AMPS @ 120 VOLTS AC 50/60 HZ

E513574
SUITABLE FOR OUTDOOR USE

CONVIENT Á UNE UTILISATION EXTÉRIEURE

OH46F
4.5 AMPS @ 120 VOLTS AC 50/60 HZ

E513574
SUITABLE FOR OUTDOOR USE

CONVIENT Á UNE UTILISATION EXTÉRIEURE

55XE4F
4.1 AMPS @ 120 VOLTS AC 50/60 HZ

E513574
SUITABLE FOR DRY & DAMP LOCATIONS
CONVIENT AUX ENDROITS SECS ET HUMIDES

49XE4F
3.8 AMPS @ 120 VOLTS AC 50/60 HZ

E513574
SUITABLE FOR DRY & DAMP LOCATIONS
CONVIENT AUX ENDROITS SECS ET HUMIDES
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Screens:
        1)     Cleaning the Protective Glass
                    a.   Use water and a dry cloth to clean the protective glass. 
                          Wipe with a clean cloth.
                                 i.   To remove tough stains, wipe using a cloth with a small amount of 
                                      ethanol based cleaner.

        2)     Cleaning the Air inlet and outlets
                    a.   Use a brush to remove any debris from the inlet and outlet openings.
                                 i.   To remove tough stains, wipe using a cloth with a small amount of 
                                      ethanol cleaner.
                                ii.   If washing with water, keep the pressure below 0.5 bar.

        3)     Do not disassemble the product 
                    a.   The unit is designed to resist water and dust.

Enclosure:
        1)     Cleaning the Enclosure
                    a.   The metal surfaces of the enclosure and shroud can be cleaned with a mild 
                          solution of dish washing liquid and water. Rinse with clean water and wipe 
                          with a clean cloth.
                    b.    Periodic cleaning of the air intakes on the back may be required if dust 
                            build up is occurring. 
                                 i.   Remove the back cover and clean both sides with water and a cloth 
                                      to remove any build up. Wipe with a dry cloth. Reinstall the cover.

Digital Menu Board Screen and Enclosure Maintenance Guide


