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PORL 
Performance Optic Remote Lamp

Construction
•	 Injection-molded, high-temperature 

thermoplastic housing.

•	 Adjustable single and double lamp heads.

•	 Suitable for wall or ceiling mount 
applications (requires MPS or MPD option).

•	 Available in White and Black finishes. 

•	 Mounting plate not included unless options 
MPS or MPD are specified.

Optical System
•	 High-intensity lamp head contains three 

LEDs with individual, engineered refractors 
for maximum distribution.

•	 Uniform lighting pattern provides optimal 
illumination over required path of egress, 
typical two lamp fixture provides 60’ 
center-to-center spacing.

Electrical
•	 Minimum of 2.9W per lamp.

•	 250 lumens per lamp (WL option 207 
lumens).

•	 Compatible with any 6V or 12V battery 
system (sold separately).

Compatibility
•	 PORL Compatibility 

	− (HEL) High Performance Emergency Light

Warranty

3-year warranty on all electronics and 
housing. Refer to https://www.lsiindustries.
com/resources/terms-and-warranty.aspx for 
more information.

Listings
•	 UL 924

•	 NPFA 101

•	 NEC

•	 Suitable for Wet Locations (WL option)

1	 Mounting plate not included standard. Requires selecting MPS or MPD option.
2	 MPS option is only compatible with Single (S) Head option.
3	 MPD option is only compatible with Double (D) Head option.
4	 Specifications and dimensions subject to change without notice.

OVERVIEW

Lumen Range (lm) 209 - 250

Wattage (W) 2.9

Compatible Battery Systems 6V, 12V

Compatible Fixtures HEL

QUICK LINKS

FEATURES & SPECIFICATIONS

ORDERING GUIDE

SPEC.0000.A.MMYY

wet location

TYPICAL ORDER EXAMPLE:    PORL    S    WH    WL    MPS
Prefix # of Heads Housing Color Wet Location Options
PORL1 - Performance Optic 
Remote Lamp

S - Single
D - Double

WH - White
BK - Black

Blank - Dry Location (Indoor Use)
WL - Wet Loaction (Outdoor Use)

MPS2 - Single (1) PORL Lamp with Mounting Plate
MPD3 - Double (2) PORL Lamps with Mounting Plate

Need more information?
Click here for our glossary

Have additional questions?
Call us at (800) 436-7800

https://lsicorp.com/lighting/product/high-performance-emergency-light/
https://www.lsiindustries.com/resources/terms-and-warranty.aspx
https://www.lsiindustries.com/resources/terms-and-warranty.aspx
https://lsicorp.com/lighting/glossary-of-terms/
https://lsicorp.com/lighting/glossary-of-terms/
https://www.lsicorp.com/?utm_source=spec+sheet&utm_medium=hyperlink&utm_campaign=lsicorp.com&utm_id=spec+sheet
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PHOTOMETRICS

DIMENSIONS

60'

1 fc Average 1 fc Average

7.5'

6'

Ø2.060"
2.834"

3.965"

ON CENTER SPACING  
Multiple units mounting at a typical 7.5 foot height

Model # of Lamp Heads Lumens per Lamp Head 6' Path, 6' Corridor
PORL D WH MPD 2 250 lm 60'

https://www.lsicorp.com/?utm_source=spec+sheet&utm_medium=hyperlink&utm_campaign=lsicorp.com&utm_id=spec+sheet
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