/ST Design Selector - Tennis

Double Court (120'x120")
(24) ZMM-54L-CT-50K7 Fixtures
24' Mtg Ht.
Class 2 75fc Average

LSI Industries Inc. 10000 Alliance Road.

Cincinnati, OH 45242 www.lIsicorp.com
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Luminaire Schedule [Tominaire Lo
Symbol Oty Description Lum. Lumens Lum. Watts LER Total Watts LLF { — I= —
g 6 ZMM-54L-CT-50K7-D180_ROTATED 52183 353 148 4236 0.940 Z -1 0
# 3 ZMM-54L-CT-50K7-Q90 52183 353 148 4236 0.940 : ;; E
o1 5
Calculation Summary 3 o1 o
Tabel CalcType Bvg Max Min Max/Min . o 2
Court 1 PPA Tlluminance 75 o1 56 1.6 5 K o
Court 2 PPA Illuminance 75 91 56 1.6

Based on the information provided, all dimensions and luminaire locations

shown represent recommended positions. The engineer and/or architect must
determine the applicability of the layout to existing or future field conditions.

This lighting plan represents illumination levels calculated from laboratory data

taken under controlled conditions in accordance with The Illuminating Engineering
Society (IES) approved methods. Actual performance of any manufacturer's luminaires
may vary due to changes in electrical voltage, tolerance in lamps/LED's and other
variable field conditions.

Optics Rotated Left

Optics Rotated Right
CT-L CT-R
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Use Type Use Type
T-R T-L
(Optics Rotated Right) (Optics Rotated Left)
EXAMPLE
For D180 Forvard Throw installations specify left rotated optics (CT-L) and/or right rotated optics (CT—R)
Side mounting. Orientation i based on' standing a the pole and looking out ot the area o be luminated.
Top View

Calculations do not include obstructions such as buildings,

curbs, landscaping, or any other architectural elements unless noted. Fixture nomenclature
noted does not include mounting hardware or poles. This drawing is for photometric
evaluation purposes only and should not be used as a construction document or as a final
document for ordering product.




