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ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINATION

Values based on 20 foot mounting height.

REPORT NUMBER : ITL64432

DATE: 03/24

DREBARED FORT LST INDUSTRIES, INC.

CA §L0G NUMEER XENM/XINM/XLXM PT 5 LED

6
LUMINAIRE: CAST BLACK PAINTED METAL
POST BLA

URROUND
PAINEED METAL UPPER HOUSIN

PRODUCE_COMPARABLE RESULTS. DRAWING
PROVID CLIENT.

TEST PROCEDURE: IESNA LM-79-08

TEST DISTANCE = 25.25 FEET

IES Classification: Short, Cutoff, Type IV
————— 1/2 Maximum Candela trace

X Maximum Candela point
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THIS REPORT IS BASED ON PUBLISHED INDUSTRY PROCEDURES. FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE.



THE LIGHT CENTER OF THE INDUSTRY S
PHONE: (303)442-1255 + FAX: (303)449-5274

REPORT NUMBER: ITL64432

DATE: 03/24/10

PREPARED FOR: LSI INDUSTRIES, INC.

CATALOG NUMBER: XENM/XINM/XLXM PT 5 LED
63 CW F UE

LUMINAIRE: CAST BLACK PAINTED METAL
POST TOP FITTER, CAST BLACK PAINTED
METAL POST TOP CAP, THREE FABRICATED
BLACK PAINTED METAL SUPPORT ARMS, FLAT
METAL CIRCUIT BOARD MOUNTING PLATE,
ONE CIRCUIT BOARD WITH 63 LEDS,
FABRICATED PREMIUM SPECULAR METAL
REFLECTOR WITH 12 "V" SHAPED INSERTS
BELOW ALL LEDS, FLAT PREMIUM SPECULAR
METAL REFLECTOR SURROUND, CAST BLACK
PAINTED METAL UPPER HOUSING WITH
FORMED BLACK PAINTED METAL TOP, CLEAR
FLAT GLASS LENS.

LAMPS: SIXTY-THREE 1.15-WATT WHITE
LIGHT EMITTING DIODES (LEDS) EACH WITH
CLEAR SEMI-HEMISPHERICAL INTEGRAL
LENS, VERTICAL BASE-UP POSITION.

TOTAL INPUT WATTS = 76.9 AT 120.0 VOLTS

LED DRIVER: LED ELECTRONIC 350mA DRIVER

NOTE: DATA SHOWN IS ABSOLUTE FOR THE
SAMPLE PROVIDED AT RATED INPUT VOLTAGE
(120VAC, 60Hz) TO THE LED DRIVER. LAMP
AND LED DRIVER INFORMATION PROVIDED BY
CLIENT. THE LUMINAIRE HOUSING PROVIDED
TO ITL TO TEST AND GENERATE THIS
REPORT WAS MODEL NUMBER "XENM PT 5 LED
63 CW F UE" THE OTHER HOUSINGS
DEPICTED IN THE DRAWING AND LISTED AS
ADDITIONAL CATALOG NUMBERS SHOULD
PRODUCE COMPARABLE RESULTS. DRAWING
PROVIDED BY CLIENT.

TEST PROCEDURE: IESNA LM-79-08

TEST DISTANCE = 25.25 FEET
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MAXIMUM PLANE AND MAXIMUM CONE PLOTS OF CANDELA

180 150

1290

860

430

VERTICAL PLANE THROUGH MAXIMUM CANDELA
65.0 (Degrees Vertical)

CONE THROUGH MAXIMUM CANDELA
45.0 (Degrees Horizontal) = 1294

THIS REPORT IS BASED ON PUBLISHED INDUSTRY PROCEDURES. FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE.
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REPORT NUMBER: ITL64432
DATE: 03/24/10
PREPARED FOR: LSI INDUSTRIES, INC.

COEFFICIENTS OF UTILIZATION AND FLUX DISTRIBUTION
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DOWNWARD
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O // FLUX 4122. 100.0
0.1 EFFICACY = 53.6 Lm/W
0.0
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Street Width / Mounting Height

ALL CANDELA AND LUMENS IN THIS REPORT ARE BASED ON ABSOLUTE PHOTOMETRY.
THE COEFFICIENT OF UTILIZATION VALUES ARE BASED ON THE TOTAL ABSOLUTE
LUMEN OUTPUT OF THIS LUMINAIRE SAMPLE.

THIS REPORT IS BASED ON PUBLISHED INDUSTRY PROCEDURES. FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE.
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REPORT NUMBER: ITL64432
DATE: 03/24/10
PREPARED FOR: LSI INDUSTRIES, INC.

FLUX DISTRIBUTION BY SOLID ANGLE

(PER IESNA TM-15-07, LUMINAIRE CLASSIFICATION
SYSTEM FOR OUTDOOR LUMINAIRES)

PERCENT
OF

LUMENS FIXTURE
FORWARD LIGHT 2062. 50.0
FL. ( 0- 30) 4.2
FM ( 30- 60) 24 .1
FH ( 60- 80) 20.6
FVH( 80- 90) 1.1
BACK LIGHT 2057. 49.9
BL ( 0- 30) 4.7
BM ( 30- 60) 24.7
BH ( 60- 80) 19.5
BVH( 80- 90) 1.0
UPLIGHT 3. 0.1
UL ( 90-100) 0.0
UH (100-180) 0.0
TRAPPED LIGHT 0. 0.0
TOTAL FLUX 4122. 100.0

BACKLIGHT, UPLIGHT, AND GLARE (BUG) RATINGS
(PER ADDENDUM A FOR IESNA TM-15-07)

BUG RATING: B2 Ul Gl FIRST
DETERMINING
SECONDARY
SOLID ANGLE* LUMENS
BACKLIGHT RATING: B2 BH 803.6
UPLIGHT RATING : Ul UH 1.6
GLARE RATING : Gl FVH 47.1

* NOTE: OTHER DETERMINING SOLID ANGLES MAY FALL INTO THIS SAME
CATEGORY. ONLY THE FIRST DETERMINING ANGLES FROM THE
TABLES Al-A3 IN THE ADDENDUM ARE SHOWN.

THIS REPORT IS BASED ON PUBLISHED INDUSTRY PROCEDURES. FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE.
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REPORT NUMBER :
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ITL64432

CANDELA TABULATION

STREET SIDE
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731.
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742,
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899.
940.
901.
818.
812.
832.
838.
906.
888.
693.
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398.
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123.
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3386 LONGHORN ROAD, BOULDER, CO 80302 USA
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LATERAL ANGLE
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766 .
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151.
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684 .
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650.
466.
224.
151.
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984.
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738.
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676 .
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410.
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PLANE OF MAXIMUM CANDELA

CONE OF MAXIMUM CANDELA
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503. 288.
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924. 734.
999. 838.
1043. 873.
1039. 901.
1033. 910.
1067. 917.
1057. 912.
984. 8409.
954. 777.
954. 7e6l.
986. 779.
1078. 789.
1186. 841.
1129. 889.
994. 773.
740. 582.
548. 380.
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135. 130.
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323.
394.
633.
750.
793 .
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778 .
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783 .
745 .
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695.
715.
732.
769.
787.
678 .
487.
337.
263.
204.
170.
142.
130.
123.

THIS REPORT IS BASED ON PUBLISHED INDUSTRY PROCEDURES. FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE.



REPORT NUMBER:

THE LIGHT CENTER OF THE INDUSTRY SINCE 1955
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ITL64432

PREPARED FOR: LSI INDUSTRIES, INC.

CANDELA TABULATION

HOUSE SIDE
180.0 0.
175.0 0.
165.0 0.
155.0 0.
145.0 0.
135.0 1.
125.0 1.
115.0 1.
105.0 0.
95.0 0.
92.5 1.
90.0 1.
87.5 3.
85.0 24 39
vV 82.5 48. 133.
E 80.0 170. 306.
R 77.5 293. 44e.
T 75.0 390. 587.
I 72.5 456. 682.
c 70.0 709. 930.
A 67.5 814. 968.
L 65.0<< 850. 1006.
62.5 842. 1002.
A 60.0 828. 1022.
N 57.5 847. 1015.
G 55.0 853. 1012.
L 52.5 804. 943.
E 50.0 755. 877.
47.5 749. 882.
45.0 770. 895.
42.5 785. 990.
40.0 832. 1046.
37.5 866. 1022.
35.0 757. 859.
32.5 534. 680.
30.0 373. 5le6.
25.0 300. 437.
20.0 223. 299.
15.0 178. 226.
10.0 145. 163.
5.0 131. 138.
0.0 123. 123.

95.0 105.0 115.0 120.
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1135.
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803.
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446 .
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145.
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LATERAL ANGLE
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CONE OF MAXIMUM CANDELA
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1082.
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260.
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1112.
1140.
1131.
1043.
1039.
1024.
1046.
1074.
1162.
1251.
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854 .
649.
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652.
684 .
739.
790.
737.
485.
237.
150.
123.

DATE :

03/24/10
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MNNFOORKFOOOOO

~
w

101.
114.
179.
298.
444 .
518.
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757.
734 .
696.
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712.
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410.
315.
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4009.
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251.
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THIS REPORT IS BASED ON PUBLISHED INDUSTRY PROCEDURES. FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE.



