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REPORT NUMBER: ITL65549
ISSUE DATE: 03/25/11      PAGE: 1 OF 5
DATE SAMPLE TESTED: 07/29/10
PREPARED FOR: LSI INDUSTRIES, INC.
CATALOG NUMBER: XAS3/XRS3/XAWS3/XENM3
  SA/XINM3 SA 5 LED 63 450 CW UE
LUMINAIRE: FABRICATED BROWN PAINTED
  METAL HOUSING, 7 ROWS OF 9 LEDS,
  FABRICATED PREMIUM SPECULAR METAL
  REFLECTOR WITH 12 "V" SHAPED INSERTS
  BELOW ALL LEDS, CLEAR FLAT GLASS LENS
  IN FABRICATED BROWN PAINTED METAL LENS
  FRAME.
LAMPS: SIXTY-THREE WHITE LIGHT EMITTING
  DIODES (LEDS) EACH WITH CLEAR SEMI-
  HEMISPHERICAL INTEGRAL LENS, VERTICAL
  BASE-UP POSITION.
LED DRIVER: LED ELECTRONIC 450mA DRIVER
NOTE: DATA SHOWN IS ABSOLUTE FOR THE
  SAMPLE PROVIDED AT RATED INPUT VOLTAGE
  (120VAC, 60Hz) TO THE LED DRIVER. LED
  DRIVER INFORMATION PROVIDED BY CLIENT.
TOTAL INPUT WATTS = 97.2 AT 120.0 VOLTS
TEST PROCEDURE: IESNA LM-79-08
TEST DISTANCE = 33.25 FEET
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DATE SAMPLE TESTED: 07/29/10
PREPARED FOR: LSI INDUSTRIES, INC.
CATALOG NUMBER: XAS3/XRS3/XAWS3/XENM3
  SA/XINM3 SA 5 LED 63 450 CW UE
LUMINAIRE: FABRICATED BROWN PAINTED
  METAL HOUSING, 7 ROWS OF 9 LEDS,
  FABRICATED PREMIUM SPECULAR METAL
  REFLECTOR WITH 12 "V" SHAPED INSERTS
  BELOW ALL LEDS, CLEAR FLAT GLASS LENS
  IN FABRICATED BROWN PAINTED METAL LENS
  FRAME.
LAMPS: SIXTY-THREE WHITE LIGHT EMITTING
  DIODES (LEDS) EACH WITH CLEAR SEMI-
  HEMISPHERICAL INTEGRAL LENS, VERTICAL
  BASE-UP POSITION.
LED DRIVER: LED ELECTRONIC 450mA DRIVER
NOTE: DATA SHOWN IS ABSOLUTE FOR THE
  SAMPLE PROVIDED AT RATED INPUT VOLTAGE
  (120VAC, 60Hz) TO THE LED DRIVER. LED
  DRIVER INFORMATION PROVIDED BY CLIENT.
TOTAL INPUT WATTS = 97.2 AT 120.0
  VOLTS
TEST PROCEDURE: IESNA LM-79-08
TEST DISTANCE = 33.25 FEET
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     COEFFICIENTS OF UTILIZATION AND FLUX DISTRIBUTION
 
 
 
 
 
 
 
 
 
 
 
 
                                                                       PERCENT
                                                              LUMENS  OF FIXTURE
 
                                                  DOWNWARD
                                                  STREET SIDE   2534     50.0
 
                                                  DOWNWARD
                                                  HOUSE SIDE    2534     50.0
 
                                                  DOWNWARD
                                                  TOTAL         5068    100.0
 
                                                  UPWARD
                                                  STREET SIDE      0      0.0
 
                                                  UPWARD
                                                  HOUSE SIDE       0      0.0
 
                                                  UPWARD
                                                  TOTAL            0      0.0
 
                                                  TOTAL
                                                  FLUX          5068    100.0
 
                                                  EFFICACY = 52.1 Lm/W
 
 
 
 
 
 
 
 
     ALL CANDELA AND LUMENS IN THIS REPORT ARE BASED ON ABSOLUTE PHOTOMETRY.
     THE COEFFICIENT OF UTILIZATION VALUES ARE BASED ON THE TOTAL ABSOLUTE
     LUMEN OUTPUT OF THIS LUMINAIRE SAMPLE.
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                      FLUX DISTRIBUTION BY SOLID ANGLE
 
               (PER IESNA TM-15-07, LUMINAIRE CLASSIFICATION
                       SYSTEM FOR OUTDOOR LUMINAIRES)
 
                                         PERCENT     BUG
                                            OF       ZONE
                                 LUMENS  FIXTURE    RATINGS
 
                 FORWARD LIGHT    2534.    50.0
                  FL (  0- 30)    305.9     6.0
                  FM ( 30- 60)   1256.4    24.8
                  FH ( 60- 80)    935.6    18.5           G1
                  FVH( 80- 90)     36.0     0.7        U1 G1
 
                 BACK LIGHT       2534.    50.0
                  BL (  0- 30)    305.9     6.0     B1
                  BM ( 30- 60)   1256.4    24.8     B2
                  BH ( 60- 80)    935.6    18.5     B2    G1
                  BVH( 80- 90)     36.0     0.7        U1 G1
 
                 UPLIGHT             0.     0.0
                  UL ( 90-100)      0.0     0.0        U0
                  UH (100-180)      0.0     0.0        U0
 
                 TRAPPED LIGHT       0.     0.0
 
                 TOTAL FLUX       5068.   100.0
 
 
 
                 BACKLIGHT, UPLIGHT, AND GLARE (BUG) RATINGS
                    (PER ADDENDUM A FOR IESNA TM-15-07)
 
                             BUG RATING: B2 U1 G1
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     CANDELA TABULATION
 
                                   LATERAL ANGLE
               0.0   5.0  15.0  25.0  35.0  45.0  55.0  65.0  75.0  85.0  90.0
                                             ||
       90.0      0.    0.    0.    0.    0.    0.    0.    0.    0.    0.    0.
       87.5      1.    2.    2.    2.    1.    2.    1.    2.    2.    0.    0.
       85.0     15.   51.   59.   28.   15.   19.   11.   19.   27.   16.    4.
       82.5     40.  139.  263.  156.  101.   75.   42.  114.  123.   51.   17.
       80.0     70.  153.  340.  386.  276.  290.  230.  246.  243.   83.   42.
       77.5    117.  190.  399.  612.  539.  493.  461.  625.  483.  292.  207.
       75.0    260.  320.  650.  753.  840.  795.  766.  775.  667.  409.  389.
       72.5    373.  427.  796.  817.  964. 1178. 1103.  851.  770.  531.  497.
       70.0    448.  533.  829.  931. 1138. 1411. 1401. 1271.  947.  691.  578.
       67.5    563.  690.  959. 1216. 1232. 1425. 1430. 1412. 1235. 1008.  934.
       65.0    760.  884. 1117. 1393. 1316. 1333. 1413. 1503. 1283. 1083.  993.
       62.5    856.  936. 1214. 1484. 1348. 1260. 1348. 1498. 1279. 1124. 1039.
       60.0    872.  956. 1162. 1478. 1357. 1288. 1296. 1389. 1205. 1082. 1027.
       57.5    843.  952. 1093. 1364. 1403. 1306. 1330. 1201. 1099.  984.  934.
    V  55.0    825.  911. 1002. 1228. 1457. 1325. 1336. 1108. 1038.  941.  872.
    E  52.5    837.  880. 1013. 1116. 1461. 1440. 1297. 1068. 1026.  921.  852.
    R  50.0    821.  878. 1050. 1009. 1441. 1510. 1274. 1067. 1059.  904.  844.
    T  48.0<<  816.  852. 1025. 1004. 1383. 1551. 1282. 1111. 1056.  904.  838.
    I  47.5 |  802.  839. 1035. 1016. 1369. 1548. 1278. 1143. 1058.  902.  834.
    C  45.0 |  786.  850. 1097. 1063. 1280. 1463. 1253. 1254. 1131.  916.  852.
    A  42.5 |  810.  887. 1160. 1093. 1111. 1236. 1285. 1318. 1198.  986.  925.
    L  40.0 |  822.  877. 1095.  999.  927. 1019. 1292. 1411. 1257. 1023.  966.
       37.5 |  744.  804.  942.  822.  757.  872. 1152. 1466. 1360. 1060. 1003.
    A  35.0 |  651.  662.  760.  707.  719.  765. 1048. 1323. 1348. 1085. 1010.
    N  32.5 |  533.  543.  620.  696.  755.  791.  949. 1166. 1202.  955.  844.
    G  30.0 |  487.  499.  599.  775.  868.  817.  872. 1018.  972.  776.  664.
    L  27.5 |  484.  498.  632.  912.  934.  917.  951.  919.  805.  600.  524.
    E  25.0 |  521.  554.  709.  920.  955.  981. 1051.  911.  735.  529.  467.
       22.5 |  533.  557.  705.  885.  977. 1056. 1073.  893.  694.  506.  454.
       20.0 |  551.  563.  682.  840.  987. 1097. 1092.  909.  634.  471.  403.
       17.5 |  535.  543.  634.  832.  981. 1091. 1010.  815.  596.  443.  380.
       15.0 |  552.  554.  634.  755.  930.  968.  883.  706.  536.  405.  350.
       12.5 |  507.  520.  607.  682.  801.  795.  748.  580.  495.  379.  346.
       10.0 |  474.  470.  521.  561.  626.  638.  599.  478.  446.  355.  339.
        7.5 |  435.  435.  461.  491.  490.  465.  442.  420.  373.  324.  312.
        5.0 |  372.  360.  374.  372.  384.  370.  377.  339.  324.  297.  296.
        2.5 |  322.  317.  320.  320.  316.  305.  299.  288.  283.  273.  274.
        0.0 |  261.  261.  261.  261.  261.  261.  261.  261.  261.  261.  261.
            |                                ||
            |                      PLANE OF MAXIMUM CANDELA
            |
            CONE OF MAXIMUM CANDELA
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