
PEC PERFORMANCE TABLE

Catalog Number Delivered Lumens Watts Efficiency Max UGR

PEC14-LED-HO-LPW-CW 3,094 39 79 22.6

PEC14-LED-HO-LPW-NW 2,688 39 69 21.6

PEC14-LED-HO-LPW-WW 2,821 39 72 21.9

PEC14-LED-HO-RAD-CW 4,181 34 123 23.3

PEC14-LED-HO-RAD-NW 3,764 34 111 22.8

PEC14-LED-HO-RAD-WW 3,465 34 102 22.2

PEC14-LED-HO-RPW-CW 2,831 34 83 23.6

PEC14-LED-HO-RPW-NW 2,549 34 75 23.3

PEC14-LED-HO-RPW-WW 2,346 34 69 23

PEC14-LED-SS-LPW-CW 2,615 33 79 21.9

PEC14-LED-SS-LPW-NW 2,281 33 69 21.6

PEC14-LED-SS-LPW-WW 2,397 33 73 21.6

PEC14-LED-SS-RAD-CW 3,485 27 129 22.3

PEC14-LED-SS-RAD-NW 3,148 27 117 22.3

PEC14-LED-SS-RAD-WW 2,946 29 102 21.8

PEC14-LED-SS-RPW-CW 3,360 27 124 24.2

PEC14-LED-SS-RPW-NW 2,132 27 79 22.6

PEC14-LED-SS-RPW-WW 1,995 27 74 22.4

PEC22-LED-HO-LPW-CW 4,148 45 92 24.5

PEC22-LED-HO-LPW-NW 3,638 45 81 24

PEC22-LED-HO-LPW-WW 3,502 45 78 23.9

PEC22-LED-HO-RAD-CW 5,372 45 119 26.1

PEC22-LED-HO-RAD-NW 4,654 44 106 25.2

PEC22-LED-HO-RAD-WW 4,572 45 102 25.5

PEC22-LED-HO-RPW-CW 3,637 45 81 24.5

PEC22-LED-HO-RPW-NW 3,146 45 70 24

PEC22-LED-HO-RPW-WW 3,096 45 69 23.9

PEC22-LED-SS-LPW-CW 3,210 35 92 23.5

PEC22-LED-SS-LPW-NW 2,821 35 81 23

PEC22-LED-SS-LPW-WW 2,728 35 78 23

PEC22-LED-SS-RAD-CW 4,130 35 118 25.3

PEC22-LED-SS-RAD-NW 3,534 34 104 24.3

PEC22-LED-SS-RAD-WW 3,489 35 100 24.6

PEC22-LED-SS-RPW-CW 2,797 35 80 23.6

PEC22-LED-SS-RPW-NW 2,390 35 68 23

PEC22-LED-SS-RPW-WW 2,362 35 67 23

PEC24-LED-HO-LPW-CW 5,527 55 100 23.1

PEC24-LED-HO-LPW-NW 4,833 55 88 22.7

PEC24-LED-HO-LPW-WW 4,595 55 84 22.5

PEC24-LED-HO-RAD-CW 7,127 55 130 24.9

PEC24-LED-HO-RAD-NW 6,198 55 113 24.5

PEC24-LED-HO-RAD-WW 5,934 55 108 24.5

PEC24-LED-HO-RPW-CW 5,073 55 92 23.5

PEC24-LED-HO-RPW-NW 4,472 58 77 23.1

PEC24-LED-HO-RPW-WW 4,224 58 73 22.8

PEC24-LED-SS-LPW-CW 4,527 44 103 22.4

PEC24-LED-SS-LPW-NW 3,951 44 90 22

PEC24-LED-SS-LPW-WW 3,838 44 87 21.9

PEC24-LED-SS-RAD-CW 5,841 44 133 24.2

PEC24-LED-SS-RAD-NW 5,064 44 115 23.8

PEC24-LED-SS-RAD-WW 4,865 44 111 23.7

PEC24-LED-SS-RPW-CW 4,156 44 94 22.8

PEC - Peak Efficiency Direct/Indirect Troffer
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PEC24-LED-SS-RPW-NW 3,605 44 82 22.3

PEC24-LED-SS-RPW-WW 3,463 44 79 22.2

PEC24-LED-VHO-LPW-CW 8,213 86 95 24.5

PEC24-LED-VHO-LPW-NW 7,219 86 84 24.1

PEC24-LED-VHO-LPW-WW 7,372 86 86 29

PEC24-LED-VHO-RAD-CW 10,923 86 127 25.9

PEC24-LED-VHO-RAD-NW 9,407 86 109 25.3

PEC24-LED-VHO-RAD-WW 9,748 86 113 25.4

PEC24-LED-VHO-RPW-CW 7,774 86 90 25

PEC24-LED-VHO-RPW-NW 6,695 86 78 24.5

PEC24-LED-VHO-RPW-WW 6,938 86 81 24.6
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