IES INDOOR REPORT

PHOTOMETRIC FILENAME : ABP22-FS1-UNV-25W-3500K.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST] LED-14549

[TESTLAB] LSI INDUSTRIES, INC.
[TESTDATE] 12/14/23

[[SSUEDATE] 12/19/23

[MANUFAC] LSI INDUSTRIES, INC.
[LUMCAT] ABP22-FS1-UNV-25W-3500K
[TEST PROCEDURE] IESNA LM-79-19

[ ABSOLUTE] NOTE: DATA SHOWN IS ABSOLUTE FOR THE SAMPLE PROVIDED.

[ FACTORED] SCALED FROM ORIGINAL TEST DATA

[ SEARCH_SOURCETYPE] LED
[ SEARCH_APPLICATION] INDOOR
[ SEARCH_COLORTEMP] 3500

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sq.m)

Angle In Average Average
Degrees 0-Deg 45-Deg
45 2756 2756

55 2742 2742

65 2653 2646

75 2555 2462

85 2437 2190

N.A. (absolute)
N.A. (absolute)
3132

N.A.

125

25

1.00

Direct

1.36

1.36

1.46
Rectangular
2.00 ft

2.00 ft

0.00 ft

Average
90-Deg

2760
2733
2627
2358
2005

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.

Page 1



IES INDOOR REPORT

PHOTOMETRIC FILENAME : ABP22-FS1-UNV-25W-3500K.IES

CANDELA TABULATION

0.0 22.5 45.0 67.5 90.0
0.0 968 968 968 968 968
2.5 968 969 969 970 970
5.0 968 969 969 970 970
7.5 968 968 969 969 969
10.0 965 965 966 967 967
12.5 961 961 961 962 963
15.0 956 956 956 957 957
17.5 948 949 949 949 949
20.0 938 938 939 939 939
225 927 927 928 928 928
25.0 914 914 914 915 915
27.5 899 899 899 900 900
30.0 881 881 880 881 881
32,5 861 860 861 861 861
35.0 838 838 839 839 839
37.5 811 813 813 814 814
40.0 784 785 786 788 787
42.5 756 756 756 757 759
45.0 725 725 725 726 726
47.5 693 694 694 693 692
50.0 658 659 658 658 657
52.5 623 623 623 622 620
55.0 585 585 585 583 583
57.5 546 545 544 544 543
60.0 506 503 503 502 501
62.5 460 462 461 460 457
65.0 417 418 416 414 413
67.5 375 375 373 368 366
70.0 331 331 328 321 317
72.5 288 287 282 276 272
75.0 246 245 237 230 227
77.5 203 202 195 187 183
80.0 161 159 152 146 142
82.5 117 116 111 105 103
85.0 79 77 71 66 65
87.5 44 41 36 32 30
90.0 0 0 0 0 0
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : ABP22-FS1-UNV-25W-3500K.IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

362.69
784.40
1308.72
2389.96
3052.35
3132.5
3040.07
946.03
1505.67
1492.6
662.39
251.03
80.15
0.00
0.00
0.00
0.00
0.00
0.00
3132.5

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

92.43
270.26
421.71
524.32
559.64
521.60
411.36
251.03
80.15
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

%Fixt

11.60
25.00
41.80
76.30
97.40
100.00
97.00
30.20
48.10
47.60
21.10
8.00
2.60
0.00
0.00
0.00
0.00
0.00
0.00
100.00

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : ABP22-FS1-UNV-25W-3500K.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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RW
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : ABP22-FS1-UNV-25W-3500K.IES

UGR TABLE - CORRECTED

Reflectances
Ceiling Cavity 70 70 50
Walls 50 30 50

Floor Cavity 20 20 20

Room Size UGR Viewed Crosswise
X=2H Y=2H 158 175 16.2
3H 178 193 18.2
4H 186 20.0 19.0
6H 19.2 206 196
8H 195 20.8 199
12H 197 209 201

4H 2H 165 179 16.9
3H 187 199 191
4H 19.6 207 20.1
6H 204 214 209
8H 207 216 212
12H 210 218 215

8H 4H 200 209 204
6H 209 217 214
8H 213 220 218
12H 217 223 222

12H  4H 200 209 205
6H 210 217 215
8H 215 221 220

Maximum UGR =23.3

50
30
20

17.8
19.6
204
20.9
211
213

18.3
20.3
21.2
21.8
221
223

213
222
225
22.8

213
222
22.6

30

20

18.1
20.0
20.8
213
215
21.7

18.7
20.7
21.6
223
225
22.7

21.8
22.7
23.0
233

21.8
22.7
23.1

70 70 50
50 30 50
20 20 20
UGR Viewed Endwise
158 175 16.2
177 19.2 181
184 199 18.8
190 203 194
192 204 196
193 205 197
165 179 169
186 198 19.0
195 206 199
202 211 20.6
204 213 20.9
206 214 211
19.8 20.7 20.3
207 214 21.2
21.0 217 215
213 219 218
199 207 204
208 215 213
212 218 217

50
30
20

17.8
19.5
20.2
20.7
20.8
20.9

18.3
20.2
21.0
21.6
21.8
21.9

21.2
21.9
222
224

21.2
21.9
223

30
30
20

18.1
19.9
20.6
21.1
21.2
213

18.6
20.6
214
22.0
222
224

21.6
224
22.7
22.9

21.7
225
22.8
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : ABP22-FS1-UNV-25W-3500K.IES

POLAR GRAPH

72

485

24

Maximum Candela = 970 Located At Horizontal Angle = 67.5, Vertical Angle = 2.5
# 1 - Vertical Plane Through Horizontal Angles (67.5 - 247.5) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (2.5) (Through Max. Cd.)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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