IES INDOOR REPORT

PHOTOMETRIC FILENAME : AHB-24L-840.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST] LED-12439

[TESTLAB] LSI INDUSTRIES, INC.
[[SSUEDATE] 06/07/22
[TESTDATE] 01/12/21

[MANUFAC] LSI INDUSTRIES, INC.
[LUMCAT] AHB-24L-840

[OTHER] TEST PROCEDURE: IESNA LM-79-08

[ ABSOLUTE] NOTE: DATA SHOWN IS ABSOLUTE FOR THE SAMPLE PROVIDED.

[ SEARCH_SOURCETYPE] LED
[ SEARCH_APPLICATION] Indoor
[ SEARCH_COLORTEMP] 4000

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sq.m)

Angle In Average Average
Degrees 0-Deg 45-Deg
45 41660 38829
55 26811 18478
65 14663 15850
75 13450 15069
85 14125 15727

N.A. (absolute)
N.A. (absolute)
21171

N.A.

126

168

1.00

Direct

1.34

1.34

1.32
Rectangular
2.10 ft

0.99 ft

0.00 ft

Average
90-Deg

33481
16179
12753
16328
15727

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : AHB-24L-840.IES

CANDELA TABULATION

0.0 225 45.0 67.5 90.0
0.0 9602 9602 9602 9602 9602
2.5 9599 9630 9623 9624 9601
5.0 9607 9640 9636 9637 9607
7.5 9599 9628 9623 9629 9599
10.0 9571 9604 9600 9599 9575
12.5 9529 9565 9547 9549 9530
15.0 9459 9492 9483 9482 9458
17.5 9370 9407 9394 9394 9371
20.0 9267 9300 9289 9286 9266
225 9140 9180 9158 9158 9142
25.0 9001 9042 9015 9010 9002
27.5 8835 8883 8844 8835 8840
30.0 8638 8692 8643 8625 8638
32,5 8396 8464 8412 8382 8386
35.0 8102 8168 8130 8088 8087
37.5 7740 7776 7761 7658 7588
40.0 7246 7204 7143 6907 6738
42.5 6536 6322 6277 6024 5663
45.0 5695 5178 5308 5158 4577
47.5 4794 4092 4345 4408 3656
50.0 4060 3188 3388 3720 2905
52.5 3458 2481 2609 3124 2288
55.0 2973 1913 2049 2625 1794
57.5 2570 1523 1689 2220 1429
60.0 2167 1316 1480 1877 1200
62.5 1670 1244 1373 1562 1094
65.0 1198 1220 1295 1284 1042
67.5 859 1166 1219 1029 969
70.0 648 1038 1102 842 889
72.5 595 960 942 732 850
75.0 673 882 754 650 817
77.5 745 741 587 566 731
80.0 598 563 449 475 570
82.5 398 399 344 362 420
85.0 238 263 265 258 265
87.5 138 143 151 140 127
90.0 0 0 0 0 0
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : AHB-24L-840.IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

3596.27
7752.81
12776.07
18872.72
20888.16
21170.75
20252.84
9179.8
13186.43
7324.8
2015.44
787.30
282.58
0.00

0.00

0.00

0.00

0.00

0.00
21170.75

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

917.91
2678.37
4156.54
5023.26
4006.63
2090.02
1228.14
787.30
282.58
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

%Fixt

17.00
36.60
60.30
89.10
98.70
100.00
95.70
43.40
62.30
34.60
9.50
3.70
1.30
0.00
0.00
0.00
0.00
0.00
0.00
100.00

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.

Page 3



IES INDOOR REPORT

PHOTOMETRIC FILENAME : AHB-24L-840.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : AHB-24L-840.IES

POLAR GRAPH

72

482

24

Maximum Candela = 9640 Located At Horizontal Angle = 22.5, Vertical Angle =5
# 1 - Vertical Plane Through Horizontal Angles (22.5 - 202.5) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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