
 

IES INDOOR REPORT
PHOTOMETRIC FILENAME : CIRUS-AC-SS-50.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] LED-12157
[TESTLAB] LSI INDUSTRIES, INC.
[ISSUEDATE] 11/03/20
[TESTDATE] 08/19/20
[MANUFAC] LSI INDUSTRIES, INC.
[LUMCAT] CIRUS-AC-SS-50
[OTHER] TEST PROCEDURE: IESNA LM-79-08
[_ABSOLUTE] NOTE: DATA SHOWN IS ABSOLUTE FOR THE SAMPLE PROVIDED.
[_SEARCH_SOURCETYPE] LED
[_SEARCH_APPLICATION] Outdoor

CHARACTERISTICS

Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 12226
Total Luminaire Efficiency N.A.
Luminaire Efficacy Rating (LER) 131
Total Luminaire Watts 93
Ballast Factor 1.00
CIE Type Direct
Spacing Criterion (0-180) 1.60
Spacing Criterion (90-270) 1.36
Spacing Criterion (Diagonal) 1.26
Basic Luminous Shape Rectangular
Luminous Length (0-180) 0.89 ft
Luminous Width (90-270) 0.89 ft
Luminous Height 0.00 ft

 

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg

45 84230 79641 70099
55 77589 85116 70394
65 75814 88342 64506
75 50776 61215 47839
85 11527 9191 16512
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CIRUS-AC-SS-50.IES

CANDELA TABULATION

 0  5  15  25  35  45  55  65  75  85
0.0 4499 4499 4499 4499 4499 4499 4499 4499 4499 4499
2.5 4612 4610 4607 4610 4612 4608 4595 4582 4552 4539
5.0 4642 4639 4629 4630 4632 4608 4602 4585 4558 4532
7.5 4688 4671 4660 4648 4648 4623 4593 4571 4526 4483
10.0 4817 4800 4770 4730 4695 4649 4592 4560 4491 4415
12.5 4973 4944 4916 4872 4800 4719 4626 4559 4474 4350
15.0 5079 5070 5021 4961 4884 4787 4685 4576 4488 4316
17.5 5258 5244 5173 5034 4916 4823 4710 4631 4503 4314
20.0 5298 5291 5233 5098 4936 4827 4717 4673 4506 4307
22.5 5116 5120 5078 5005 4922 4830 4733 4677 4499 4337
25.0 5017 5005 4985 4932 4889 4845 4747 4682 4509 4345
27.5 4959 4948 4926 4889 4861 4813 4736 4697 4518 4322
30.0 4919 4917 4881 4850 4815 4772 4707 4658 4493 4283
32.5 4878 4859 4839 4796 4753 4729 4667 4577 4451 4218
35.0 4830 4826 4792 4721 4667 4638 4611 4505 4380 4135
37.5 4758 4762 4716 4628 4574 4538 4492 4426 4297 4050
40.0 4673 4680 4602 4516 4468 4413 4363 4317 4215 3969
42.5 4552 4548 4466 4376 4345 4294 4242 4190 4127 3885
45.0 4387 4382 4314 4216 4187 4148 4097 4038 4016 3775
47.5 4163 4141 4104 4045 4026 3999 3949 3870 3872 3629
50.0 3872 3855 3860 3855 3864 3872 3808 3686 3668 3464
52.5 3566 3560 3608 3652 3695 3735 3668 3500 3416 3266
55.0 3278 3279 3329 3415 3532 3596 3516 3297 3167 3059
57.5 3003 2988 3080 3190 3355 3455 3339 3081 2924 2833
60.0 2723 2730 2843 2950 3183 3287 3119 2838 2677 2592
62.5 2509 2529 2625 2720 3002 3062 2859 2556 2403 2317
65.0 2360 2377 2476 2522 2800 2750 2543 2245 2117 2029
67.5 2184 2202 2325 2358 2513 2388 2186 1918 1814 1737
70.0 2012 2053 2179 2129 2190 2007 1808 1581 1505 1460
72.5 1636 1714 1922 1818 1826 1577 1418 1251 1219 1192
75.0 968 1045 1541 1402 1440 1167 1061 941 939 938
77.5 617 677 1111 996 1007 779 743 653 664 666
80.0 209 265 702 646 626 433 474 396 426 439
82.5 135 158 369 322 326 175 243 218 233 264
85.0 74 89 143 110 125 59 95 87 101 120
87.5 22 23 28 29 29 24 28 25 36 42
90.0 0 0 0 0 0 0 0 0 0 0

Vert. Horizontal Angles
Angles

 90  95  105  115  125  135  145  155  165  175
0.0 4499 4499 4499 4499 4499 4499 4499 4499 4499 4499
2.5 4531 4511 4470 4454 4417 4382 4345 4319 4311 4327
5.0 4501 4462 4358 4244 4135 4043 3998 3944 3914 3905
7.5 4463 4392 4228 4029 3920 3823 3761 3708 3664 3646
10.0 4384 4302 4087 3871 3730 3618 3540 3467 3399 3346
12.5 4288 4204 3968 3732 3554 3413 3287 3193 3113 3069
15.0 4229 4130 3859 3610 3396 3199 3040 2928 2846 2808
17.5 4200 4068 3800 3486 3212 2970 2780 2673 2590 2557
20.0 4177 4025 3700 3348 3035 2744 2531 2422 2355 2319
22.5 4171 3982 3621 3229 2840 2508 2286 2168 2071 2008
25.0 4132 3925 3557 3115 2641 2288 2043 1882 1775 1730
27.5 4094 3870 3500 2939 2438 2067 1791 1612 1541 1506
30.0 4047 3818 3385 2750 2252 1850 1564 1399 1330 1287
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CIRUS-AC-SS-50.IES

CANDELA TABULATION - (Cont.)

32.5 3990 3749 3223 2577 2044 1635 1358 1208 1133 1095
35.0 3916 3687 3075 2416 1858 1440 1180 1043 971 945
37.5 3842 3593 2944 2265 1686 1270 1028 907 855 839
40.0 3800 3513 2841 2153 1545 1124 904 803 773 765
42.5 3741 3423 2756 2095 1429 1010 805 735 716 716
45.0 3651 3318 2724 2056 1347 920 736 683 675 678
47.5 3519 3231 2714 2012 1281 863 686 645 639 641
50.0 3353 3121 2693 1963 1247 828 655 609 601 602
52.5 3160 2993 2648 1921 1242 814 627 571 561 560
55.0 2974 2836 2559 1895 1249 806 596 528 520 517
57.5 2768 2666 2427 1880 1264 794 564 492 475 473
60.0 2541 2456 2298 1855 1268 779 533 453 434 427
62.5 2286 2220 2130 1795 1249 756 498 415 401 391
65.0 2008 1975 1929 1698 1209 728 462 384 370 361
67.5 1715 1699 1697 1550 1135 681 425 351 335 330
70.0 1440 1401 1454 1356 1031 625 381 315 299 298
72.5 1171 1154 1212 1127 894 552 333 270 260 264
75.0 912 892 964 912 736 458 274 224 223 228
77.5 638 622 698 680 562 360 216 178 183 189
80.0 401 347 464 443 386 263 167 134 142 146
82.5 223 156 264 260 231 170 121 100 105 106
85.0 106 74 120 128 114 81 70 69 71 73
87.5 37 36 46 50 51 42 44 46 48 50
90.0 0 0 0 0 0 0 0 0 0 0

Vert. Horizontal Angles
Angles

 180
0.0 4499
2.5 4340
5.0 3938
7.5 3638
10.0 3350
12.5 3068
15.0 2811
17.5 2561
20.0 2323
22.5 2009
25.0 1726
27.5 1498
30.0 1275
32.5 1083
35.0 945
37.5 840
40.0 759
42.5 711
45.0 676
47.5 639
50.0 600
52.5 559
55.0 518
57.5 473
60.0 427
62.5 389
65.0 358
67.5 328
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CIRUS-AC-SS-50.IES

CANDELA TABULATION - (Cont.)

70.0 298
72.5 265
75.0 228
77.5 185
80.0 142
82.5 106
85.0 73
87.5 49
90.0 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CIRUS-AC-SS-50.IES

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-20 1550.22 N.A. 12.70
0-30 3240.28 N.A. 26.50
0-40 5256.28 N.A. 43.00
0-60 9485.76 N.A. 77.60
0-80 12080.33 N.A. 98.80
0-90 12226.38 N.A. 100.00
10-90 11815.92 N.A. 96.60
20-40 3706.06 N.A. 30.30
20-50 5864.61 N.A. 48.00
40-70 5919.94 N.A. 48.40
60-80 2594.58 N.A. 21.20
70-80 904.12 N.A. 7.40
80-90 146.05 N.A. 1.20
90-110 0.00 N.A. 0.00
90-120 0.00 N.A. 0.00
90-130 0.00 N.A. 0.00
90-150 0.00 N.A. 0.00
90-180 0.00 N.A. 0.00
110-180 0.00 N.A. 0.00
0-180 12226.38 N.A. 100.00

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone Lumens

0-10 410.46
10-20 1139.76
20-30 1690.06
30-40  2016.00
40-50 2158.55
50-60 2070.92
60-70 1690.46
70-80 904.12
80-90 146.05
90-100 0.00
100-110 0.00
110-120 0.00
120-130 0.00
130-140 0.00
140-150 0.00
150-160 0.00
160-170 0.00
170-180 0.00
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CIRUS-AC-SS-50.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC 80 70 50 30 10 0
RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

0 119 119 119 119 116 116 116 116 111 111 111 106106106 102102102 100
1 10910410096 10610298 94 97 94 91 93 91 88 90 88 86 84
2 99 90 83 77 96 88 82 77 85 79 75 81 77 73 78 75 71 69
3 90 79 71 64 87 77 70 63 74 68 62 72 66 61 69 64 60 58
4 82 70 61 54 80 68 60 54 66 59 53 63 57 52 61 56 51 49
5 75 62 53 46 73 61 52 46 59 51 45 57 50 45 55 49 44 42
6 69 56 47 40 67 55 46 40 53 45 40 51 44 39 50 44 39 37
7 64 51 42 35 62 50 41 35 48 41 35 47 40 35 45 39 34 32
8 60 46 37 32 58 45 37 31 44 37 31 43 36 31 42 35 31 29
9 56 42 34 28 54 42 34 28 41 33 28 39 33 28 38 32 28 26
10 52 39 31 26 51 38 31 26 37 30 25 37 30 25 36 30 25 23
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CIRUS-AC-SS-50.IES

POLAR GRAPH
 

1325

2649

3974

5298

1

2

Maximum Candela = 5298   Located At Horizontal Angle = 0, Vertical Angle = 20
# 1 - Vertical Plane Through Horizontal Angles (0 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (20) (Through Max. Cd.)
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