IES INDOOR REPORT

PHOTOMETRIC FILENAME : LPASC14-LED-60L-40.1IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST]LED-8859

[TESTLABILSI INDUSTRIES, INC
[ISSUEDATE]05/01/17
[TESTDATE]05/01/17
[MANUFAC]LSI INDUSTRIES, INC
[LUMCAT]LPASC14-LED-60L-40

[ ABSOLUTE]NOTE: DATA SHOWN IS ABSOLUTE FOR THE SAMPLE PROVIDED.
[OTHER]TEST PROCEDURE: IESNA LM-79-08

[ SEARCH_SOURCETYPE] LED
[ SEARCH_APPLICATION] Indoor

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sg.m)

Angle In Average Average
Degrees 0-Deg 45-Deg
45 4635 5220

55 4326 5217

65 3989 5293

75 3667 5329

85 3424 4997

N.A. (absolute)
N.A. (absolute)
6010

N.A.

127

47.3

1.00

Direct

1.28

1.38

1.44
Rectangular
4.00 ft

1.00 ft

0.00 ft

Average
90-Deg

5680
5915
6043
5204
4997

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : LPASC14-LED-60L-40.1IES

CANDELA TABULATION

0.0

2.5

5.0

7.5

10.0
125
15.0
175
20.0
22.5
25.0
27.5
30.0
32.5
35.0
37.5
40.0
42.5
45.0
47.5
50.0
52.5
55.0
57.5
60.0
62.5
65.0
67.5
70.0
72.5
75.0
77.5
80.0
82.5
85.0
87.5
90.0

0.0
1882
1924
1923
1917
1907
1890
1870
1844
1811
1775
1731
1685
1627
1569
1502
1436
1365
1293
1219
1144
1071
996
923
841
770
698
627
558
488
421
353
287
224
166
111
60

0

22.5 45.0 67.5
1882 1882 1882
1898 1884 1870
1898 1885 1871
1892 1880 1870
1882 1874 1865
1869 1864 1859
1851 1850 1851
1828 1833 1839
1799 1810 1822
1767 1786 1804
1728 1755 1782
1686 1722 1758
1636 1683 1727
1582 1641 1695
1524 1594 1658
1463 1545 1618
1398 1488 1571
1332 1434 1523
1263 1373 1469
1193 1311 1414
1121 1248 1355
1048 1180 1292
976 1113 1229
902 1042 1161
829 972 1093
759 902 1016
689 832 934

621 759 845

552 683 739

485 603 629

420 513 517

356 419 412

291 324 315

223 239 234

154 162 163

84 87 91

0 0 0

90.0
1882
1858
1858
1857
1855
1851
1843
1834
1819
1805
1785
1763
1737
1708
1673
1636
1592
1547
1494
1440
1385
1324
1262
1194
1124
1043
950
848
732
615
501
398
309
234
162
91

0

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : LPASC14-LED-60L-40.1IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

702.88
1512.51
2507.9
4546.67
5843.59
6010.09
5830.43
1805.01
2858.76
2839.05
1296.92
496.64
166.50
0.00
0.00
0.00
0.00
0.00
0.00
6010.09

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

179.66
523.22
809.63
995.39
1053.74
985.03
800.28
496.64
166.50
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

%Fixt

11.70
25.20
41.70
75.70
97.20
100.00
97.00
30.00
47.60
47.20
21.60
8.30
2.80
0.00
0.00
0.00
0.00
0.00
0.00
100.00

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : LPASC14-LED-60L-40.1IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : LPASC14-LED-60L-40.1IES

POLAR GRAPH

1443

481

i

Maximum Candela = 1924 Located At Horizontal Angle = 0, Vertical Angle = 2.5
# 1 - Vertical Plane Through Horizontal Angles (0 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (2.5) (Through Max. Cd.)

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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