
 

IES INDOOR REPORT
PHOTOMETRIC FILENAME : LPEC22-SM-LED-SS-NW.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST]LED-5738A
[TESTLAB]LSI INDUSTRIES, INC
[ISSUEDATE]02/26/16
[TESTDATE]06/24/14
[MANUFAC]LSI INDUSTRIES, INC
[_ABSOLUTE]NOTE: DATA SHOWN IS ABSOLUTE FOR THE SAMPLE PROVIDED.
[OTHER]SCALED FROM ORIGINAL TEST DATA
[OTHER]TEST PROCEDURE: IESNA LM-79-08
[_SEARCH_SOURCETYPE] LED
[_SEARCH_APPLICATION] Indoor
[LUMCAT]LPEC22-SM-LED-SS-NW

CHARACTERISTICS

Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 3027
Total Luminaire Efficiency N.A.
Luminaire Efficacy Rating (LER) 103
Total Luminaire Watts 29.4
Ballast Factor 1.00
CIE Type Direct
Spacing Criterion (0-180) 1.24
Spacing Criterion (90-270) 1.40
Spacing Criterion (Diagonal) 1.44
Basic Luminous Shape Rectangular
Luminous Length (0-180) 2.00 ft
Luminous Width (90-270) 2.00 ft
Luminous Height 0.00 ft

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg

45 2177 2565 2914
55 1989 2573 3153
65 1795 2601 3512
75 1583 2707 4087
85 1779 3177 3241
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : LPEC22-SM-LED-SS-NW.IES

CANDELA TABULATION

 0.0  22.5  45.0  67.5  90.0
0.0 936.27 936.27 936.27 936.27 936.27
2.5 955.84 947.60 936.27 924.94 920.82
5.0 952.75 945.54 935.24 923.91 919.79
7.5 947.60 941.42 932.15 922.88 918.76
10.0 940.39 934.21 927.00 919.79 917.73
12.5 929.06 924.94 920.82 916.70 914.64
15.0 915.67 913.61 912.58 911.55 911.55
17.5 899.19 898.16 902.28 905.37 906.40
20.0 879.62 880.65 890.95 898.16 900.22
22.5 856.96 861.08 876.53 889.92 893.01
25.0 832.24 840.48 861.08 878.59 885.80
27.5 806.49 815.76 843.57 867.26 876.53
30.0 775.59 790.01 824.00 853.87 865.20
32.5 744.69 762.20 803.40 839.45 852.84
35.0 712.76 733.36 780.74 822.97 839.45
37.5 678.77 702.46 756.02 805.46 824.00
40.0 643.75 668.47 730.27 785.89 807.52
42.5 608.73 635.51 702.46 765.29 787.95
45.0 572.68 601.52 674.65 743.66 766.32
47.5 536.63 566.50 644.78 719.97 745.72
50.0 499.55 530.45 612.85 695.25 723.06
52.5 461.44 494.40 581.95 667.44 698.34
55.0 424.36 458.35 548.99 640.66 672.59
57.5 387.28 422.30 515.00 609.76 645.81
60.0 351.23 386.25 481.01 577.83 615.94
62.5 316.21 349.17 444.96 545.90 586.07
65.0 282.22 314.15 408.91 511.91 552.08
67.5 248.23 279.13 372.86 476.89 515.00
70.0 216.30 244.11 335.78 439.81 478.95
72.5 182.31 209.09 297.67 399.64 437.75
75.0 152.44 177.16 260.59 355.35 393.46
77.5 121.54 145.23 222.48 305.91 342.99
80.0 106.09 115.36 180.25 253.38 285.31
82.5 81.37 96.82 138.02 191.58 204.97
85.0 57.68 66.95 103.00 112.27 105.06
87.5 36.05 40.17 45.32 32.96 22.66
90.0 0.00 0.00 0.00 0.00 0.00
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : LPEC22-SM-LED-SS-NW.IES

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-20 346.78 N.A. 11.50
0-30 743.17 N.A. 24.50
0-40 1230.11 N.A. 40.60
0-60 2239.72 N.A. 74.00
0-80 2928.44 N.A. 96.70
0-90 3027.28 N.A. 100.00
10-90 2938.25 N.A. 97.10
20-40 883.33 N.A. 29.20
20-50 1402.13 N.A. 46.30
40-70 1418.29 N.A. 46.90
60-80 688.71 N.A. 22.80
70-80 280.04 N.A. 9.30
80-90 98.85 N.A. 3.30
90-110 0.00 N.A. 0.00
90-120 0.00 N.A. 0.00
90-130 0.00 N.A. 0.00
90-150 0.00 N.A. 0.00
90-180 0.00 N.A. 0.00
110-180 0.00 N.A. 0.00
0-180 3027.28 N.A. 100.00

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone Lumens

0-10 89.03
10-20 257.75
20-30 396.39
30-40 486.94
40-50 518.80
50-60 490.81
60-70 408.68
70-80 280.04
80-90 98.85
90-100 0.00
100-110 0.00
110-120 0.00
120-130 0.00
130-140 0.00
140-150 0.00
150-160 0.00
160-170 0.00
170-180 0.00
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : LPEC22-SM-LED-SS-NW.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC 80 70 50 30 10 0
RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

0 119 119 119 119 116 116 116 116 111 111 111 106106106 102102102 100
1 108102 98 93 10510096 92 96 92 89 92 89 86 88 86 84 81
2 97 88 81 75 94 86 80 74 83 77 72 79 75 70 76 72 69 67
3 88 77 68 61 86 75 67 61 72 65 60 69 64 59 67 62 58 55
4 80 68 59 51 78 66 58 51 64 56 50 62 55 50 59 54 49 47
5 74 60 51 44 72 59 50 44 57 49 43 55 48 43 53 47 42 40
6 68 54 45 38 66 53 44 38 51 44 38 50 43 37 48 42 37 35
7 63 49 40 34 61 48 40 33 47 39 33 45 38 33 44 37 33 31
8 59 45 36 30 57 44 36 30 43 35 30 41 34 29 40 34 29 27
9 55 41 32 27 53 40 32 27 39 32 27 38 31 26 37 31 26 24
10 51 38 30 24 50 37 29 24 36 29 24 35 29 24 34 28 24 22
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : LPEC22-SM-LED-SS-NW.IES

POLAR GRAPH
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Maximum Candela = 955.84   Located At Horizontal Angle = 0, Vertical Angle = 2.5
# 1 - Vertical Plane Through Horizontal Angles (0 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (2.5) (Through Max. Cd.)

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.

Page 5


