
 

IES ROAD REPORT
PHOTOMETRIC FILENAME : MRB-LED-25L-ACR-S-AMB.IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] LED-10645
[TESTLAB] LSI INDUSTRIES, INC.
[ISSUEDATE] 01/16/2020
[TESTDATE] 10/16/18
[MANUFAC] LSI INDUSTRIES, INC.
[LUMCAT] MRB-LED-25L-ACR-S-AMB
[_ABSOLUTE] NOTE: DATA SHOWN IS ABSOLUTE FOR THE SAMPLE PROVIDED.
[OTHER] SCALED FROM ORIGINAL TEST DATA
[OTHER] TEST PROCEDURE: IESNA LM-79-08
[_SEARCH_SOURCETYPE] LED
[_SEARCH_APPLICATION] Outdoor
[_SEARCH_COLORTEMP] 1658

CHARACTERISTICS

IES Classification Type VS
Longitudinal Classification Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 1713
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 56
Total Luminaire Watts 30.5
Ballast Factor 1.00
Upward Waste Light Ratio 0.01
Maximum Candela 686.881
Maximum Candela Angle 65H  55V
Maximum Candela (<90 Degrees Vertical) 686.881
Maximum Candela Angle (<90 Degrees Vertical) 65H  55V
Maximum Candela At 90 Degrees Vertical 7.64 (0.4% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 75.641 (4.4% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)
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IES ROAD REPORT
PHOTOMETRIC FILENAME : MRB-LED-25L-ACR-S-AMB.IES

LUMINAIRE CLASSIFICATION SYSTEM (LCS)

 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 22.8 N.A. 1.3
FM - Front-Medium (30-60) 489.2 N.A. 28.6
FH - Front-High (60-80) 329.0 N.A. 19.2
FVH - Front-Very High (80-90) 8.0 N.A. 0.5
BL - Back-Low (0-30) 22.8 N.A. 1.3
BM - Back-Medium (30-60) 489.2 N.A. 28.6
BH - Back-High (60-80) 329.0 N.A. 19.2
BVH - Back-Very High (80-90) 8.0 N.A. 0.5
UL - Uplight-Low (90-100) 6.8 N.A. 0.4
UH - Uplight-High (100-180) 8.5 N.A. 0.5

Total 1713.3 N.A. 100.0

BUG Rating B1-U1-G0
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IES ROAD REPORT
PHOTOMETRIC FILENAME : MRB-LED-25L-ACR-S-AMB.IES

CANDELA TABULATION

Vert. Horizontal Angles
Angles

 0  5  15  25  35  45  55  65  75  85
0.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
2.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
5.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
7.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
10.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
12.5 0.000 0.764 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
15.0 0.764 0.764 0.764 0.764 0.764 0.000 0.764 0.764 0.764 0.764
17.5 0.764 1.528 0.764 0.764 0.764 0.764 0.764 0.764 0.764 0.764
20.0 9.169 9.169 8.405 6.112 4.584 3.820 3.056 3.056 3.056 3.056
22.5 54.248 55.012 56.540 51.955 42.023 44.315 35.910 35.146 38.202 35.146
25.0 111.551 112.315 117.664 106.967 93.978 123.012 107.731 103.147 115.372 110.787
27.5 154.338 155.102 161.979 134.473 127.596 166.563 133.709 129.124 158.922 156.630
30.0 156.630 156.630 156.630 119.192 117.664 158.158 119.956 115.372 146.698 141.349
32.5 118.428 119.956 118.428 90.158 90.158 124.540 90.158 90.158 113.079 108.495
35.0 176.496 179.552 175.731 133.709 104.675 106.203 81.753 89.394 99.326 102.383
37.5 231.507 227.687 236.091 231.507 201.709 210.114 199.417 278.114 315.553 327.013
40.0 374.384 378.205 390.429 395.778 327.777 384.317 339.238 415.643 403.418 391.194
42.5 386.609 390.429 401.126 452.318 365.216 472.947 375.148 466.834 424.048 418.699
45.0 425.576 427.868 431.688 489.756 390.429 525.666 402.654 518.026 466.070 459.958
47.5 469.127 470.655 473.711 542.475 402.654 581.442 423.284 577.622 505.801 496.632
50.0 505.037 506.565 527.194 598.251 423.284 603.599 451.553 625.757 550.116 526.430
52.5 534.071 537.127 570.745 645.622 446.969 611.240 470.655 663.195 590.611 555.464
55.0 533.307 540.183 588.318 669.308 460.722 614.296 485.936 686.881 607.420 556.992
57.5 513.442 522.610 579.150 664.723 464.542 613.532 480.587 679.240 592.139 534.835
60.0 482.115 488.992 549.352 626.521 441.621 590.611 456.902 632.633 554.700 495.868
62.5 441.621 451.553 511.149 582.970 405.710 557.756 414.879 582.970 514.206 456.138
65.0 407.239 419.463 474.475 536.363 370.564 502.745 371.328 529.487 476.767 421.756
67.5 371.328 383.553 435.508 488.992 323.957 439.329 324.721 471.419 427.868 379.733
70.0 320.137 333.126 381.261 434.744 272.766 366.744 272.002 411.823 365.216 322.429
72.5 256.721 265.125 307.148 360.632 218.518 279.642 213.934 340.766 288.811 249.844
75.0 182.608 186.428 221.574 270.474 161.215 195.597 155.866 257.485 207.822 174.967
77.5 99.326 104.675 130.653 161.979 98.562 103.911 99.326 164.271 129.124 95.506
80.0 35.910 41.259 65.708 75.641 44.315 36.674 40.495 64.180 51.191 33.618
82.5 13.753 15.281 19.865 20.629 12.225 6.876 11.461 18.337 15.281 12.989
85.0 9.169 9.169 9.169 9.169 6.876 4.584 6.876 9.169 9.169 9.169
87.5 8.405 8.405 8.405 8.405 6.112 4.584 6.876 7.640 8.405 8.405
90.0 7.640 7.640 7.640 7.640 6.112 4.584 6.112 6.876 7.640 7.640
92.5 7.640 7.640 7.640 6.876 5.348 4.584 6.112 6.876 7.640 7.640
95.0 6.876 6.876 6.876 6.876 5.348 3.820 5.348 6.112 6.876 6.876
97.5 6.876 6.876 6.112 6.112 4.584 3.820 5.348 6.112 6.876 6.876
100.0 6.876 6.112 5.348 5.348 4.584 3.056 5.348 5.348 6.112 6.876
102.5 6.112 5.348 4.584 5.348 3.820 3.056 5.348 4.584 6.112 6.112
105.0 5.348 5.348 5.348 5.348 3.820 3.056 4.584 4.584 5.348 5.348
107.5 4.584 4.584 4.584 4.584 3.820 3.056 3.820 3.820 4.584 4.584
110.0 3.820 3.820 3.820 3.820 3.056 2.292 3.056 3.056 4.584 4.584
112.5 3.820 3.056 3.056 3.820 3.056 1.528 3.056 3.056 3.820 3.820
115.0 3.056 3.056 3.056 3.056 2.292 1.528 2.292 3.056 3.056 3.056
117.5 2.292 2.292 2.292 2.292 2.292 1.528 1.528 2.292 2.292 2.292
120.0 1.528 1.528 1.528 1.528 1.528 1.528 1.528 1.528 1.528 1.528
122.5 1.528 1.528 1.528 1.528 1.528 0.764 1.528 1.528 1.528 1.528
125.0 0.764 0.764 0.764 0.764 0.764 0.764 1.528 0.764 0.764 0.764
127.5 0.764 0.000 0.000 0.764 0.764 0.764 0.764 0.764 0.764 0.764
130.0 0.000 0.000 0.000 0.000 0.764 0.764 0.764 0.764 0.764 0.764
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IES ROAD REPORT
PHOTOMETRIC FILENAME : MRB-LED-25L-ACR-S-AMB.IES

CANDELA TABULATION - (Cont.)

132.5 0.000 0.000 0.000 0.000 0.000 0.000 0.764 0.764 0.764 0.764
135.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
137.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
140.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
142.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
145.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
147.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
150.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
152.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
155.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
157.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
160.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
162.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
165.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
167.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
170.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
172.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
175.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
177.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
180.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000

Vert. Horizontal Angles
Angles

 90
0.0 0.000
2.5 0.000
5.0 0.000
7.5 0.000
10.0 0.000
12.5 0.000
15.0 0.764
17.5 0.764
20.0 3.056
22.5 40.495
25.0 111.551
27.5 155.866
30.0 140.585
32.5 108.495
35.0 100.091
37.5 327.013
40.0 387.373
42.5 414.879
45.0 456.902
47.5 495.104
50.0 527.194
52.5 553.172
55.0 550.880
57.5 527.194
60.0 489.756
62.5 447.733
65.0 412.587
67.5 367.508
70.0 312.496
72.5 240.676
75.0 171.147
77.5 91.686
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IES ROAD REPORT
PHOTOMETRIC FILENAME : MRB-LED-25L-ACR-S-AMB.IES

CANDELA TABULATION - (Cont.)

80.0 30.562
82.5 12.225
85.0 9.169
87.5 8.405
90.0 7.640
92.5 7.640
95.0 7.640
97.5 6.876
100.0 6.876
102.5 6.112
105.0 5.348
107.5 4.584
110.0 3.820
112.5 3.820
115.0 3.056
117.5 2.292
120.0 1.528
122.5 1.528
125.0 0.764
127.5 0.764
130.0 0.764
132.5 0.764
135.0 0.764
137.5 0.764
140.0 0.000
142.5 0.000
145.0 0.000
147.5 0.000
150.0 0.000
152.5 0.000
155.0 0.000
157.5 0.000
160.0 0.000
162.5 0.000
165.0 0.000
167.5 0.000
170.0 0.000
172.5 0.000
175.0 0.000
177.5 0.000
180.0 0.000
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IES ROAD REPORT
PHOTOMETRIC FILENAME : MRB-LED-25L-ACR-S-AMB.IES

COEFFICIENTS OF UTILIZATION
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FLUX DISTRIBUTION
Percent

Lumens Of Luminaire

Downward Street Side 849.0 49.6
Downward House Side 849.0 49.6
Downward Total  1698.0 99.1

Upward Street Side 7.6 0.4
Upward House Side 7.6 0.4
Upward Total 15.2 0.9

Total Flux 1713.2 100.0
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IES ROAD REPORT
PHOTOMETRIC FILENAME : MRB-LED-25L-ACR-S-AMB.IES

POLAR GRAPH
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Maximum Candela = 686.881   Located At Horizontal Angle = 65, Vertical Angle = 55
# 1 - Vertical Plane Through Horizontal Angles (65 - 245) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (55) (Through Max. Cd.)
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IES ROAD REPORT
PHOTOMETRIC FILENAME : MRB-LED-25L-ACR-S-AMB.IES

ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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IES ROAD REPORT
PHOTOMETRIC FILENAME : MRB-LED-25L-ACR-S-AMB.IES

LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=22.8, Medium=489.2, High=329.0, Very High=8.0
Back: Low=22.8, Medium=489.2, High=329.0, Very High=8.0
Uplight: Low=6.8, High=8.5

BUG Rating : B1-U1-G0
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