IES INDOOR REPORT

PHOTOMETRIC FILENAME : PDL6K-LED-08L-30-WB.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST]LED-9898

[TESTLABILSI INDUSTRIES, INC
[ISSUEDATE]03/16/18
[TESTDATE]03/16/18
[MANUFAC]LSI INDUSTRIES, INC
[LUMCAT]PDL6K-LED-08L-30-WB

[ ABSOLUTE]NOTE: DATA SHOWN IS ABSOLUTE FOR THE SAMPLE PROVIDED.
[OTHER]TEST PROCEDURE: IESNA LM-79-08

[ SEARCH_SOURCETYPE] LED
[ SEARCH_APPLICATION] Indoor

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sg.m)

Angle In Average Average
Degrees 0-Deg 45-Deg
45 19983 19828
55 10217 9931

65 4277 4277

75 3597 3597

85 3142 3142

N.A. (absolute)
N.A. (absolute)
842

N.A.

68

12.4

1.00

Direct

1.20

1.18

1.36

Circular

0.50 ft (Diameter)
0.50 ft (Diameter)
0.00 ft

Average
90-Deg

19519
9931
4277
3386
3142

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : PDL6K-LED-08L-30-WB.IES

CANDELA TABULATION
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25.0
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30.0
32.5
35.0
37.5
40.0
42.5
45.0
47.5
50.0
52.5
55.0
57.5
60.0
62.5
65.0
67.5
70.0
72.5
75.0
77.5
80.0
82.5
85.0
87.5
90.0

0.0
408
410
407
402
395
386
377
368
359
351
343
335
325
317
308
299
290
277
258
230
195
152
107
72

52

40

33

28

24

20

17

14
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22.5 45.0 67.5
408 408 408
409 409 409
407 407 406
401 401 400
394 393 393
386 385 385
377 376 376
369 368 368
360 359 360
352 350 350
344 341 341
335 333 331
325 324 322
316 315 312
308 306 304
298 297 294
288 287 284
277 275 272
257 256 253
229 228 224
193 193 190
151 150 147
107 104 104
71 71 71
51 51 51
40 40 40
33 33 34
28 28 28
24 24 24
20 20 20
17 17 17
14 14 14
11 11 11
8 8 8
5 5 5
2 2 2
0 0 0
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : PDL6K-LED-08L-30-WB.IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

144.60
302.26
493.59
784.47
836.79
842.36
804.00
348.99
540.86
325.17
52.32
18.03
5.58
0.00
0.00
0.00
0.00
0.00
0.00
842.36

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

38.36
106.24
157.66
191.33
191.88
99.01
34.28
18.03
5.58
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

%Fixt

17.20
35.90
58.60
93.10
99.30
100.00
95.40
41.40
64.20
38.60
6.20
2.10
0.70
0.00
0.00
0.00
0.00
0.00
0.00
100.00

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : PDL6K-LED-08L-30-WB.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : PDL6K-LED-08L-30-WB.IES

POLAR GRAPH

308

20

103

Maximum Candela = 410 Located At Horizontal Angle = 0, Vertical Angle = 2.5
# 1 - Vertical Plane Through Horizontal Angles (0 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (2.5) (Through Max. Cd.)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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