IES FLOOD REPORT

PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST] 20140819

[TESTLAB]

[TESTDATE] 2014-08-21
[[ISSUEDATE] 6/17/2020
[MANUFAC] LSI INDUSTRIES, INC.
[LUMCAT] RRL_single_lamp

[OTHER] TEST PROCEDURE: IESNA LM-79-08

[ ABSOLUTE] NOTE: DATA SHOWN IS ABSOLUTE FOR THE SAMPLE PROVIDED

[ SEARCH_SOURCETYPE] LED
[ SEARCH_APPLICATION] Indoor

CHARACTERISTICS

NEMA Type

Maximum Candela
Maximum Candela Angle
Horizontal Beam Angle (50%)
Vertical Beam Angle (50%)
Horizontal Field Angle (10%)
Vertical Field Angle (10%)
Lumens Per Lamp

Total Lamp Lumens

Beam Lumens

Beam Efficiency

Field Lumens

Field Efficiency

Spill Lumens

Luminaire Lumens

Total Efficiency

Total Luminaire Watts
Ballast Factor

SHxS5V
119.21

-7.5H oV

37.7

36.1

86.8

94.2

N.A. (absolute)
N.A. (absolute)
27

N.A.

65

N.A.

18

83

N.A.

1

1.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

AXIAL CANDELA

DEG. HOR. DEG. VERT.
90 .06 90 0
87.5 .13 875 0

85 .25 85 0
82.5 44 825 42
80 .6 80 .84
775 .89 775 .72
75 1.1 75 .59
725 146 725 .46
70 1.84 70 .33
67.5 254 67.5 1.45
65 3.17 65 2.56
62.5 3.59 62.5 3.68
60 3.83 60 4.79
57.5 4.16 57.5 5.03
55 5.19 55 5.26
52,5 5.73 525 55
50 5.58 50 5.73
475 6.21 475 7.33
45 7.03 45 8.93
425 7.91 425 10.53
40 9.47 40 1212
37.5 10.05 37.5 12.72
35 11.31 35 13.32
325 144 325 13.92
30 16.74 30 14.52
275 16.57 275 2148
25 21.34 25 28.43
225 2512 225 35.39
20 30.21 20 42.34
17.5 35.18 175 4517
15 36.01 15 47.99
12.5  36.51 125 50.82
10 46.64 10 53.65
7.5 55.69 7.5 61.91
5 67.03 5 70.17
2.5 75.6 2.5 78.43
0 86.69 0 86.69
-2.5 100.12 -2.5 80.78
-5 114.19 -5 74.87
-7.5 119.21 -7.5 68.96
-10 106.85 -10 63.05
-12.5 88.35 -12.5 65.29
-15 82.18 -15 67.53
-17.5 75.9 -17.5 69.77
-20 64.86 -20 72.01
-22.5 69.31 -22.5 61.54
-25 74.21 -25 51.06
-27.5 78.6 -27.5 40.59
-30 65.4 -30 30.11
-32.5 52.04 -32.5 2747
-35 49.98 -35 24.83
-37.5 40.85 -37.5 2219
-40 28.35 -40 19.54
-42.5 17.78 -42.5 17.05
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IES FLOOD REPORT
PHOTOMETRIC FILENAME

AXIAL CANDELA - (Cont.)

DEG. HOR. DEG.
-45 16.11 -45
-47.5 18.12 -47.5
-50 15.8 -50
-525 11.6 -52.5
-565 7.84 -55
-57.5 7.87 -57.5
-60 7.84 -60
-62.5 7.34 -62.5
-65 6.19 -65
-67.5 6.05 -67.5
-70 5.01 -70
-72.5 4.75 -72.5
-75 43 -75
-77.5 3.49 -77.5
-80 3 -80
-82.5 2.21 -82.5
-85 1.79 -85
-87.5 1.29 -87.5
-90 1.1 -90

: RRL_SINGLE_LAMP.IES

VERT.

14.56
12.07
9.58
9.4
9.22
9.04
8.86
7.74
6.62

4.37
3.85
3.32
2.79
2.26
1.13
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

CANDELA TABULATION

Maximum Candela = 119.21

Beam Edge = 59.605 Cd (50% of Max.)
Field Edge = 11.921 Cd (10% of Max.)
* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles

-90.0 -87.5 -85.0 -82.5 -80.0 -77.5 -75.0 -72.5 -70.0 -67.5
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
87.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
85.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
82.5 0.63 0.63 0.63 0.65 0.65 0.65 0.39 0.14 0.13 0.51
80.0 1.26 1.26 1.26 1.30 1.30 1.30 0.78 0.28 0.25 1.02
77.5 1.25 1.28 1.30 1.36 1.37 1.42 1.05 0.70 0.58 0.98

75.0 1.25 1.30 1.34 1.41 1.43 1.54 1.31 1.1 0.90 0.94
72.5 1.25 1.31 1.38 1.47 1.50 1.66 1.58 1.52 1.22 0.91
70.0 1.24 1.33 1.41 1.52 1.56 1.78 1.85 1.93 1.54 0.87
67.5 1.23 1.31 1.40 1.53 1.61 1.81 1.94 2.07 1.86 1.36

65.0 1.23 1.29 1.39 1.53 1.65 1.83 2.03 2.21 2.18 1.86
62.5 1.23 1.26 1.38 1.53 1.70 1.86 213 2.35 2.50 2.35
60.0 1.22 1.24 1.37 1.53 1.75 1.89 2.22 249 2.81 2.85
57.5 1.21 1.26 1.40 1.61 1.84 2.01 2.32 2.59 2.97 3.09
55.0 1.20 1.28 1.42 1.69 1.93 2.14 2.41 2.70 3.13 3.33

52.5 1.19 1.29 1.45 1.76 2.03 2.27 2.51 2.80 3.29 3.57
50.0 1.17 1.31 1.48 1.84 212 2.40 2.60 2.91 3.45 3.81
47.5 1.17 1.29 1.47 1.87 2.20 2.46 2.68 3.01 3.51 3.85
45.0 1.16 1.26 1.45 1.90 2.28 2.53 2.76 3.1 3.56 3.90
42.5 1.16 1.23 1.44 1.93 2.36 2.60 2.84 3.21 3.62 3.94
40.0 1.15 1.21 1.43 1.97 2.43 2.67 292 3.31 3.67 3.99
37.5 1.15 1.24 1.48 2.01 2.48 2.76 2.99 3.42 3.79 4.07
35.0 1.15 1.27 1.53 2.05 2.52 2.86 3.06 3.52 3.91 4.16
32.5 1.15 1.30 1.58 2.09 2.56 2.95 3.14 3.63 4.03 4.24
30.0 1.14 1.33 1.63 213 2.60 3.05 3.21 3.74 4.15 4.33
27.5 1.13 1.32 1.63 212 2.59 3.03 3.27 3.86 4.21 4.44
25.0 1.13 1.31 1.63 2.1 2.58 3.02 3.32 3.99 4.26 4.55
22,5 1.13 1.30 1.63 210 2.57 3.01 3.37 4.11 4.32 4.66
20.0 1.12 1.29 1.63 2.09 2.56 3.00 3.42 4.24 4.37 4.78
17.5 1.12 1.32 1.68 213 2.63 3.1 3.53 4.29 4.51 4.98
15.0 1.12 1.36 1.73 217 2.69 3.22 3.63 4.34 4.64 5.19
12.5 1.12 1.39 1.78 2.20 2.75 3.33 3.74 4.38 4.78 5.39
10.0 1.12 1.42 1.83 2.24 2.81 3.44 3.84 4.43 4.91 5.60
7.5 1.12 1.39 1.82 2.23 2.86 3.45 3.96 4.51 4.94 5.71
5.0 1.12 1.36 1.81 2.22 2.91 3.47 4.07 4.59 4.96 5.83
25 1.11 1.32 1.80 2.21 2.96 3.48 4.19 4.67 4.99 5.94
0.0 1.11 1.29 1.79 2.21 3.00 3.49 4.30 4.75 5.01 6.05
-2.5 1.11 1.31 1.82 2.24 3.03 3.54 4.29 4.74 5.01 5.86
-5.0 1.11 1.33 1.85 2.28 3.05 3.59 4.28 4.72 5.00 5.67
-7.5 1.11 1.35 1.88 2.32 3.07 3.64 4.28 4.71 5.00 5.48
-10.0 1.11 1.37 1.90 2.36 3.09 3.69 4.27 4.69 5.00 5.29
-12.5 1.11 1.34 1.86 2.33 3.05 3.66 4.20 4.61 4.90 5.27
-15.0 1.11 1.31 1.81 2.30 3.01 3.64 412 4.53 4.79 5.26
-17.5 1.11 1.27 1.77 2.28 2.97 3.62 4.05 4.45 4.68 5.25
-20.0 1.10 1.23 1.73 2.25 2.93 3.60 3.97 4.37 4.57 5.24
-22.5 1.11 1.25 1.74 2.25 2.84 3.50 3.91 4.33 4.66 5.34
-25.0 1.11 1.27 1.75 2.26 275 3.40 3.84 4.30 4.75 5.44
-27.5 1.11 1.29 1.76 2.26 2.67 3.29 3.78 4.26 4.84 5.54
-30.0 1.11 1.31 1.77 2.27 2.58 3.19 3.72 4.22 4.92 5.64
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

CANDELA TABULATION - (Cont.)

-32.5 1.11 1.27 1.72 2.23 2.53 3.12 3.64 4.06 4.77 5.40
-35.0 1.11 1.24 1.66 219 2.48 3.04 3.56 3.91 4.61 5.16
-37.5 1.11 1.20 1.61 2.15 243 2.96 3.48 3.75 4.46 4.92
-40.0 1.10 1.16 1.55 2.1 2.38 2.89 3.39 3.59 4.31 4.68
-42.5 1.11 1.18 1.53 2.06 2.38 2.88 3.28 3.51 4.24 4.56
-45.0 1.11 1.19 1.51 2.01 2.38 2.87 3.17 3.43 4.16 4.44
-47.5 1.12 1.20 1.49 1.95 2.38 2.86 3.07 3.35 4.09 4.31
-50.0 1.12 1.22 1.47 1.90 2.38 2.85 2.96 3.27 4.01 4.19
-52.5 1.07 1.18 1.41 1.84 2.28 2.66 2.82 3.19 3.85 4.04
-55.0 1.01 1.15 1.35 1.78 217 2.48 2.68 3.1 3.68 3.89
-57.5 0.96 1.12 1.30 1.72 2.06 2.29 2.54 3.03 3.52 3.73
-60.0 0.91 1.09 1.24 1.66 1.95 2.1 2.40 2.96 3.36 3.58
-62.5 0.81 1.10 1.25 1.63 1.90 2.04 2.31 2.79 3.19 3.34
-65.0 0.72 1.12 1.26 1.60 1.84 1.97 2.22 2.62 3.01 3.09
-67.5 0.63 1.13 1.27 1.57 1.79 1.90 213 244 2.84 2.85
-70.0 0.54 1.15 1.27 1.54 1.73 1.83 2.03 2.27 2.66 2.60
-72.5 0.45 1.08 1.23 1.47 1.63 1.73 1.91 214 2.49 247
-75.0 0.37 1.02 1.19 1.40 1.53 1.64 1.79 2.01 2.32 2.35
-77.5 0.29 0.96 1.15 1.32 1.43 1.54 1.67 1.88 2.15 2.22
-80.0 0.20 0.89 1.1 1.25 1.33 1.44 1.55 1.75 1.97 2.09
-82.5 0.10 0.45 0.56 0.63 0.67 0.72 0.78 0.88 0.99 1.04
-85.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

-87.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

-90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Vert. Horizontal Angles
Angles

-65.0 -62.5 -60.0 -57.5 -55.0 -52.5 -50.0 -47.5 -45.0 -42.5

90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
87.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
85.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
82.5 0.77 0.78 0.76 0.73 0.84 0.79 0.77 0.79 0.76 0.76
80.0 1.54 1.56 1.51 1.46 1.68 1.59 1.54 1.58 1.51 1.52
77.5 1.22 1.23 1.20 117 1.34 1.27 1.24 1.27 1.23 1.23
75.0 0.90 0.91 0.89 0.88 0.99 0.95 0.93 0.96 0.94 0.95
72.5 0.58 0.58 0.58 0.58 0.65 0.64 0.63 0.64 0.65 0.66
70.0 0.26 0.26 0.26 0.29 0.30 0.32 0.32 0.33 0.36 0.38
67.5 0.99 1.01 1.02 1.13 1.22 1.26 1.22 1.23 1.38 1.40
65.0 1.72 1.76 1.78 1.98 2.14 2.20 2.1 2.12 240 243
62.5 2.45 2.51 2.54 2.83 3.06 3.13 3.01 3.02 3.42 3.45
60.0 3.18 3.26 3.29 3.67 3.98 4.06 3.90 3.92 4.43 4.48
57.5 3.34 3.41 3.46 3.83 412 4.27 4.18 4.35 4.76 4.84
55.0 3.50 3.57 3.63 4.00 4.26 4.49 4.46 4.79 5.08 5.20
52.5 3.66 3.72 3.81 4.16 4.41 4.70 4.75 5.22 5.40 5.57
50.0 3.82 3.88 3.98 4.32 4.55 4.92 5.03 5.65 5.72 5.93
47.5 3.86 4.02 4.26 4.49 4.72 5.12 5.26 5.84 5.94 6.14
45.0 3.90 417 4.54 4.67 4.88 5.32 5.48 6.03 6.15 6.35
42.5 3.95 4.32 4.83 4.85 5.04 5.52 5.71 6.21 6.36 6.56
40.0 3.99 4.48 511 5.03 5.20 5.73 5.93 6.40 6.57 6.77
37.5 4.16 4.60 5.10 5.13 5.40 6.03 6.34 7.02 7.44 7.26
35.0 4.32 4.73 5.09 5.23 5.59 6.33 6.75 7.64 8.30 7.76
32,5 4.49 4.86 5.08 5.32 5.79 6.63 7.16 8.26 9.17 8.25
30.0 4.65 4.99 5.07 542 5.98 6.94 7.57 8.88 10.03 8.74
27.5 4.81 5.30 5.32 5.85 6.58 7.58 8.23 9.65 10.83 10.63
25.0 4.97 5.62 5.57 6.27 7.17 8.23 8.88 10.42 11.62 12.53*
225 5.13 5.94 5.83 6.70 7.77 8.88 9.53 11.19 1241* 1442*
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

CANDELA TABULATION - (Cont.)

20.0 5.29 6.26 6.08 712 8.37 9.53 10.18 11.97* 1320* 16.31*
17.5 5.42 6.62 6.48 7.43 8.31 9.16 9.96 12.15* 1354* 17.04*
15.0 5.55 6.99 6.87 7.75 8.25 8.79 9.74 12.34* 13.87* 17.77*
12.5 5.68 7.35 7.27 8.06 8.19 8.42 9.52 1252* 1420* 1850*
10.0 5.81 7.71 7.66 8.37 8.13 8.06 9.30 12.71* 1453* 19.23*
7.5 5.91 7.62 7.71 8.24 8.06 8.94 10.93 14.06* 14.93* 18.87"*
5.0 6.00 7.53 7.75 8.12 7.98 9.82 1255* 1541* 1532* 1850°*
25 6.10 7.43 7.80 7.99 7.91 10.71 1418* 16.77* 1572* 18.14*
0.0 6.19 7.34 7.84 7.87 7.84 11.60 15.80* 18.12* 16.11* 17.78*
-2.5 6.01 7.08 7.85 7.91 8.33 11.18 1487* 17.69* 16.76* 18.68*
-5.0 5.82 6.83 7.85 7.95 8.82 10.76 13.93* 17.26* 1741* 19.58*
-7.5 5.64 6.57 7.86 7.99 9.31 10.34 13.00* 16.83* 18.07* 20.49*
-10.0 5.45 6.31 7.86 8.03 9.79 9.92 12.07* 16.41* 18.72* 21.39*
-12.5 5.53 6.29 7.84 8.21 9.43 10.07 13.12* 16.09* 17.83* 20.78*
-15.0 5.61 6.28 7.82 8.39 9.07 10.23 1417* 15.78* 16.93* 20.16*
-17.5 5.69 6.26 7.80 8.57 8.71 10.38 1523* 1546* 16.03* 19.54*
-20.0 5.77 6.24 7.77 8.76 8.35 10.54 16.28* 15.15* 1513* 18.93*
-22.5 5.81 6.12 7.31 8.47 8.06 10.21 14.89* 14.13* 1488* 18.79*
-25.0 5.84 6.00 6.84 8.19 7.77 9.89 13.49* 13.12* 1463* 1865*
-27.5 5.88 5.88 6.37 7.91 7.48 9.57 12.09* 1210* 14.38* 18.51*
-30.0 5.91 5.76 5.90 7.62 7.19 9.25 10.69 11.08 1413* 18.37*
-32.5 5.72 5.63 5.78 713 7.23 8.76 9.95 10.54 12.77* 16.71°*
-35.0 5.53 5.51 5.65 6.64 7.26 8.27 9.20 9.99 11.41 15.04 *
-37.5 5.34 5.38 5.52 6.14 7.30 7.79 8.46 9.44 10.05 13.38*
-40.0 5.15 5.26 5.39 5.65 7.34 7.30 7.71 8.90 8.69 11.71
-42.5 4.96 5.00 5.28 5.55 6.86 6.97 7.25 8.27 8.15 10.39
-45.0 4.77 4.74 517 5.46 6.38 6.63 6.78 7.64 7.61 9.07
-47.5 4.59 4.47 5.06 5.36 5.90 6.30 6.32 7.01 7.07 7.75
-50.0 4.40 4.21 4.94 5.27 542 5.96 5.86 6.38 6.53 6.43
-52.5 4.18 4.11 4.69 5.00 5.23 5.74 5.71 6.18 6.34 6.14
-55.0 3.95 4.01 4.44 4.74 5.04 5.53 5.55 5.98 6.14 5.85
-57.5 3.72 3.91 4.19 4.47 4.85 5.30 5.40 5.78 5.95 5.56
-60.0 3.49 3.81 3.94 4.21 4.66 5.08 5.25 5.58 5.76 5.27
-62.5 3.31 3.65 3.75 3.97 4.35 4.68 4.91 517 5.34 4.96
-65.0 3.13 3.49 3.56 3.74 4.04 4.28 4.57 4.76 4.92 4.65
-67.5 2.95 3.33 3.38 3.51 3.73 3.88 4.23 4.35 4.50 4.34
-70.0 2.76 3.17 3.19 3.28 3.41 3.48 3.89 3.94 4.08 4.03
-72.5 2.59 2.94 2.95 3.03 3.20 3.19 3.48 3.61 3.79 3.68
-75.0 2.41 2.72 2.70 2.78 2.98 2.89 3.07 3.28 3.50 3.33
-77.5 2.24 2.49 2.45 2.52 2.76 2.59 2.66 2.95 3.21 2.98
-80.0 2.07 2.26 2.20 2.27 2.54 2.30 2.25 2.63 2.92 2.63
-82.5 1.04 1.13 1.10 1.14 1.27 1.15 1.13 1.31 1.46 1.31
-85.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-87.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Vert. Horizontal Angles
Angles

-40.0 -37.5 -35.0 -32.5 -30.0 -27.5 -25.0 -22.5 -20.0 -17.5
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
87.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
85.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
82.5 0.75 0.70 0.67 0.69 0.69 0.63 0.52 0.38 0.30 0.17
80.0 1.50 1.40 1.33 1.38 1.37 1.26 1.03 0.76 0.60 0.35
77.5 1.22 1.15 1.10 1.14 1.13 1.05 0.88 0.67 0.54 0.35
75.0 0.94 0.90 0.86 0.90 0.89 0.84 0.72 0.58 0.47 0.35
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

CANDELA TABULATION - (Cont.)

72.5 0.66 0.65 0.63 0.66 0.65 0.63 0.57 0.48 0.41 0.34
70.0 0.37 0.39 0.39 0.41 0.41 0.41 0.41 0.39 0.34 0.34
67.5 1.37 1.34 1.48 1.55 1.60 1.56 1.55 1.48 1.44 1.40
65.0 2.36 2.29 2.56 2.69 2.78 2.71 2.68 2.56 2.53 2.45
62.5 3.35 3.23 3.64 3.83 3.96 3.85 3.82 3.64 3.63 3.51
60.0 4.34 4.17 4.72 4.97 5.14 4.99 4.95 4.73 4.72 4.56
57.5 4.75 4.64 5.31 5.74 5.70 5.53 5.16 5.04 5.34 5.36
55.0 5.15 5.1 5.90 6.51 6.25 6.07 5.36 5.36 5.96 6.15
52.5 5.56 5.58 6.49 7.28 6.81 6.61 5.56 5.67 6.58 6.94
50.0 5.97 6.05 7.07 8.05 7.37 7.15 5.76 5.99 7.20 7.73
47.5 6.23 6.31 7.31 8.20 7.55 7.37 6.28 6.59 7.68 8.14
45.0 6.49 6.57 7.55 8.36 7.73 7.58 6.79 7.20 8.16 8.56
42.5 6.75 6.83 7.79 8.52 7.91 7.80 7.31 7.80 8.64 8.97
40.0 7.01 7.09 8.03 8.67 8.09 8.01 7.82 8.40 9.12 9.39
37.5 7.64 7.64 8.35 9.46 9.61 10.19 10.72 11.52 11.62 11.45
35.0 8.26 8.20 8.67 10.26 11.13 1237* 1361* 1464* 1412* 13.51*
32.5 8.89 8.76 8.99 11.05 1265* 1454* 1651* 17.76* 16.62* 1558*
30.0 9.52 9.32 9.31 11.84 1417* 16.72* 1940* 2089* 19.11* 17.65*
27.5 1259* 1257* 1212* 13.85* 17.06* 2159* 25.00* 26.20* 2451* 2262*
25.0 15.66* 15.83* 1492* 1586* 19.95* 2646* 3060* 3151* 2990* 2759*
22,5 18.73* 19.08* 17.72* 17.87* 2284* 3133* 36.20* 36.82* 3530* 3255°*
20.0 21.80* 2234* 2052* 19.88* 2573* 36.20* 4180* 4213* 40.70* 37.52*
17.5 2270* 2352* 2281* 2339* 27.88* 3595* 4213* 4572* 4813* 4986°*
15.0 2359* 2471* 2510* 2690* 30.03* 3569* 4245* 4931* 5555* 6219°*
12.5 2449* 2589* 2740* 3040* 3219* 3544* 4278* 5289* 6298* 7452*
10.0 2538* 27.07* 2969* 3391* 3434* 3519* 4310* 5648* 7040* 86.86"
7.5 26.12* 30.51* 3476* 3844* 4211* 46.04* 50.88* 59.68* 69.02* 84.12*
5.0 26.86* 33.96* 39.83* 4297* 4987* 56.89* 5866* 6289* 67.63* 81.38*
25 2761* 3740* 4491* 4750* 5764* 67.74* ©6644* 66.10* 66.25* 78.64*
0.0 28.35* 40.85* 4998* 52.04* 6540* 7860* 7421* 6931* 64.86* 7590°*
-2.5 2754* 38.60* 4697* 51.08* 64.23* 76.31* 7459* 7173* 72.00* 8285*
-5.0 26.73* 36.36* 43.95* 50.12* 63.07* 74.03* 749* 7415* 79.14* 89.80*
-7.5 2592* 34.12* 4094* 49.16* 6191* 71.74* 7533* 7657* 86.28* 96.75*
-10.0 2511* 31.88* 3792* 4820* 60.75* 6946* 7570* 7899* 9342* 103.70*
-12.5 2494* 31.18* 34.78* 4319* 5527* 66.34* 7311* 76.37* 89.58* 97.31*
-15.0 2476* 3049* 3163* 38.18* 49.78* 63.22* 7051* 73.76* 8574* 90.93*
-17.5 2459* 29.78* 2849* 3317* 4429* 6010* 67.92* 71.14* 81.91* 8454*
-20.0 2441* 29.08* 2535* 28.16* 38.80* 56.99* 6532* 6852* 78.07* 78.16°*
-22.5 22.08* 2595* 23.89* 2780* 3745* 5161* 56.76* 58.36* 66.63* 68.84*
-25.0 19.74* 22.82* 2242* 2745* 36.10* 46.24* 4820* 4821* 5519* 59.52*
-27.5 17.40* 19.68* 2096* 27.08* 34.75* 4087* 39.64* 38.05* 43.75* 50.20°*
-30.0 15.06 * 16.54* 1949* 26.73* 33.39* 3550* 31.08* 2790* 3230* 4089°*
-32.5 14.71* 15.86* 18.24* 2412* 2922* 31.74* 2866* 2650* 3041* 36.63*
-35.0 14.35* 15.18* 16.99* 2151* 25.04* 2798* 26.24* 2510* 2851* 32.38°*
-37.5 13.99* 1450* 15.74* 1890* 20.87* 2422* 23.83* 2370* 26.61* 28.13*
-40.0 13.63* 13.82* 1449* 16.29* 16.70* 2046* 2141* 2230* 24.71* 23.88*
-42.5 11.95* 1239* 13.02* 1453* 15.01* 1784* 1868* 19.61* 21.94* 2132*
-45.0 10.26 10.95 11.54 1277* 1331* 1522* 1594* 16.93* 19.17* 18.76*
-47.5 8.58 9.52 10.07 11.01 11.62 1260* 13.21* 1424* 1640* 16.20*
-50.0 6.89 8.09 8.59 9.25 9.92 9.98 10.48 11.56 13.63* 13.65*
-52.5 6.56 7.83 8.38 8.47 8.85 8.87 9.35 10.34 1210* 1231~
-55.0 6.23 7.57 8.16 7.68 7.78 7.76 8.21 9.1 10.56 10.97
-57.5 5.91 7.31 7.94 6.90 6.71 6.65 7.07 7.89 9.03 9.62
-60.0 5.58 7.05 7.72 6.12 5.64 5.54 5.93 6.67 7.49 8.28
-62.5 5.19 6.32 6.83 5.65 5.27 5.22 5.60 6.22 6.74 7.39
-65.0 4.79 5.59 5.93 5.19 4.90 4.90 5.26 5.77 5.99 6.50
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

CANDELA TABULATION - (Cont.)

-67.5 4.39 4.86 5.03 4.73 4.53 4.58 4.92 5.32 5.24 5.61
-70.0 3.99 4.13 4.13 4.27 4.16 4.26 4.58 4.87 4.49 4.72
-72.5 3.63 3.73 3.78 3.89 3.80 3.89 4.09 4.28 4.04 4.18
-75.0 3.26 3.33 3.42 3.50 3.44 3.51 3.59 3.70 3.58 3.64
-77.5 2.90 2.93 3.06 3.12 3.09 3.14 3.10 3.1 3.13 3.09
-80.0 2.53 2.53 2.70 2.73 2.73 277 2.60 2.53 2.68 2.55
-82.5 1.27 1.27 1.35 1.37 1.37 1.38 1.30 1.26 1.34 1.28
-85.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-87.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Vert. Horizontal Angles
Angles

-15.0 -12.5 -10.0 7.5 -5.0 -2.5 0.0 2.5 5.0 7.5
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
87.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
85.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
82.5 0.16 0.16 0.22 0.34 0.35 0.42 0.42 0.34 0.29 0.20
80.0 0.32 0.32 0.44 0.67 0.70 0.84 0.84 0.68 0.58 0.39
77.5 0.33 0.32 0.42 0.59 0.61 0.71 0.72 0.59 0.51 0.36
75.0 0.33 0.33 0.39 0.51 0.52 0.59 0.59 0.49 0.44 0.33
72.5 0.34 0.34 0.37 0.42 0.43 0.47 0.46 0.40 0.38 0.29
70.0 0.34 0.34 0.34 0.34 0.34 0.34 0.33 0.30 0.31 0.26
67.5 1.38 1.45 1.38 1.49 1.46 1.51 1.45 1.38 1.30 1.20
65.0 2.41 2.56 2.41 2.63 2.58 2.68 2.56 2.46 2.29 213
62.5 3.44 3.67 3.44 3.78 3.70 3.85 3.68 3.54 3.28 3.07
60.0 4.47 4.78 4.47 4.92 4.82 5.03 4.79 4.62 4.26 4.00
57.5 5.24 5.88 5.51 5.72 5.22 5.26 5.03 4.99 5.01 4.57
55.0 6.00 6.99 6.55 6.52 5.61 5.49 5.26 5.36 5.75 5.15
52.5 6.77 8.09 7.59 7.32 6.00 5.73 5.50 5.73 6.50 5.72
50.0 7.53 9.20 8.63 8.12 6.39 5.97 5.73 6.11 7.24 6.29
47.5 8.25 9.70 9.42 8.79 7.36 7.37 7.33 7.72 8.49 7.70
45.0 8.97 10.21 10.21 9.46 8.33 8.77 8.93 9.34 9.73 9.12
42.5 9.69 10.72 11.00 10.12 9.30 10.17 10.53 10.96 10.98 10.53
40.0 10.41 11.23 11.78 10.79 10.27 11.57 1212* 1258* 1222* 11.95*
37.5 13.04* 1530* 1597* 1427* 1317* 1299* 1272* 1297* 13.13* 13.34*
35.0 15.67* 1937* 2015* 17.75* 16.07* 1442* 13.32* 13.36* 14.03* 14.74~*
32.5 18.30* 2343* 2433* 2122* 1897* 1584* 13.92* 1375* 1493* 16.13*
30.0 2092* 2750* 2851* 2470* 21.87* 1726* 1452* 1415* 1583* 17.53*
27.5 25.18* 30.04* 31.04* 2837* 2745* 2448* 2148* 1994* 19.71* 20.03*
25.0 29.43* 3257* 3356* 3204* 33.03* 3169* 2843* 2573* 2359* 2254*
22.5 3369* 3510* 36.09* 3571* 3862* 3891* 3539* 3152* 2747* 2504*
20.0 37.94* 3764* 38.62* 39.38* 4420* 46.12* 4234* 3731* 3135* 27.54*
17.5 50.36 * 47.31* 46.47* 4538* 47.09* 4758* 4517* 4163* 39.04* 36.11*
15.0 62.77* 56.99* 5432* 51.39* 4997* 49.03* 47.99* 4595* 46.73* 4469*
12.5 75.19* ©66.66* 6217* 5740* 5286* 5049* 50.82* 50.28* 5442* 53.26*
10.0 87.60* 76.34* 70.02* 6341* 5574* 5195* 53.65* 5460* 6211* 61.83*
7.5 86.25* 79.34* 7923* 77.36* 7035* 6399* 6191* 5985* 63.34* 60.30°*
5.0 8489* 8234* 8843* 9131* 8496* 76.03* 70.17* 6510* 64.57* 58.76*
25 83.54* 8535* 97.64* 10526* 99.58* 88.08* 7843* 7035* 6580* 57.23*
0.0 82.18* 88.35* 106.85* 119.21* 11419* 100.12* 86.69* 7560* 67.03* 55.69*
-2.5 85.99* 89.50* 104.04* 111.80* 105.75* 93.35* 80.78* 74.14* 68.92* 57.64*
-5.0 89.80* 90.64* 101.23* 10440* 97.31* 86.59* 7487* 7269* 7081* 59.59*
-7.5 93.62* 91.79* 9842* 96.99* 8887* 79.82* 6896* 7123* 7270* 61.53*
-10.0 9743* 9294* 9561* 8958* 8043* 73.05* 63.05* 69.78* 7458* 63.48*
-12.5 90.74* 8599* 88.01* 8492* 76.19* 7162* 6529* 71.19* 7443* 6237*
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

CANDELA TABULATION - (Cont.)

-15.0 84.04* 79.05* 8041* 8025* 7194* 7019* 6753* 7259* 7427* 61.26*
-17.5 7735 7210* 7281* 7559* 67.70* 68.75* 69.77* 74.00* 7411* 60.15*
-20.0 70.65* 6516* 6521* 7092* 6346* 67.32* 72.01* 7541* 7395* 59.05*
-22.5 63.55* 59.79* 61.21* 64.73* 57.73* 5927* 61.54* 64.15* 6212* 49.51*
-25.0 56.44* 5443* 5720* 5853* 5199* 5122* 51.06* 52.89* 5029* 39.97*
-27.5 49.34* 49.06* 53.20* 52.33* 46.26* 43.18* 4059* 4163* 3847* 3044*
-30.0 42.23* 43.69* 4919* 46.14* 4052* 35.13* 30.11* 30.38* 26.64* 20.90*
-32.5 36.85* 3749* 4154* 3931* 34.75* 30.70* 2747* 2910* 2597* 19.56°*
-35.0 3146* 3129* 33.88* 3249* 2898* 26.26* 24.83* 27.82* 2529* 18.22*
-37.5 26.07* 25.08* 26.22* 2567* 2321* 2182* 2219* 2654* 2462* 16.87*
-40.0 20.68* 18.88* 18.56* 18.85* 1744* 1738* 19.54* 2526* 23.94* 1553*
-42.5 18.53* 17.13* 1717* 1838* 17.28* 1570* 17.05* 21.31* 2044* 1428*
-45.0 16.38* 15.39* 1577* 1791* 1711* 1401* 1456* 17.36* 16.93* 13.04*
-47.5 14.23* 13.64* 1437* 17.44* 16.94* 1233* 12.07* 1341* 1343* 11.80
-50.0 12.08* 11.90 1297* 16.98* 16.77* 10.65 9.58 9.46 9.92 10.55
-52.5 11.26 10.84 11.50 14.48* 1454* 10.19 9.40 9.45 10.18 10.04
-55.0 10.43 9.79 10.03 11.98* 1231* 9.74 9.22 9.45 10.43 9.54
-57.5 9.60 8.73 8.56 9.49 10.08 9.29 9.04 9.45 10.69 9.03
-60.0 8.77 7.68 7.09 6.99 7.85 8.84 8.86 9.45 10.94 8.53
-62.5 7.78 6.96 6.59 6.67 7.20 7.81 7.74 8.16 9.34 7.60
-65.0 6.78 6.25 6.09 6.36 6.54 6.79 6.62 6.87 7.74 6.68
-67.5 5.78 5.53 5.59 6.04 5.89 5.76 5.50 5.57 6.14 5.76
-70.0 4.78 4.81 5.09 5.73 5.24 4.73 4.37 4.28 4.54 4.84
-72.5 4.21 4.24 4.41 4.89 4.57 4.20 3.85 3.76 3.99 4.20
-75.0 3.64 3.67 3.72 4.05 3.90 3.67 3.32 3.25 3.43 3.57
-77.5 3.07 3.09 3.04 3.20 3.23 3.14 2.79 2.74 2.87 2.93
-80.0 2.49 2.52 2.35 2.36 2.56 2.62 2.26 2.22 2.31 2.30
-82.5 1.25 1.26 1.18 1.18 1.28 1.31 1.13 1.11 1.16 1.15
-85.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-87.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Vert. Horizontal Angles
Angles

10.0 12.5 15.0 17.5 20.0 22.5 25.0 27.5 30.0 32.5
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
87.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
85.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
82.5 0.13 0.11 0.11 0.19 0.21 0.21 0.22 0.22 0.22 0.22
80.0 0.26 0.22 0.22 0.38 0.41 0.42 0.43 0.44 0.44 0.44
77.5 0.26 0.23 0.23 0.35 0.37 0.37 0.38 0.38 0.38 0.38
75.0 0.26 0.24 0.24 0.32 0.32 0.32 0.33 0.31 0.31 0.31
72.5 0.26 0.25 0.25 0.28 0.27 0.27 0.28 0.25 0.25 0.25
70.0 0.26 0.26 0.26 0.25 0.22 0.21 0.22 0.18 0.18 0.18
67.5 1.20 1.15 1.21 1.23 1.1 0.95 0.96 0.87 0.85 0.83
65.0 213 2.03 2.16 2.21 1.99 1.68 1.70 1.56 1.51 1.49
62.5 3.07 2.92 3.1 3.18 2.88 2.41 2.44 2.25 2.18 214
60.0 4.00 3.81 4.06 4.16 3.77 3.15 3.18 2.94 2.84 2.79
57.5 4.53 4.34 4.40 4.53 4.27 3.73 3.58 3.45 3.39 3.09
55.0 5.05 4.88 4.74 4.90 4.77 4.31 3.98 3.96 3.93 3.40
52.5 5.58 5.41 5.08 5.27 5.27 4.89 4.38 4.47 4.48 3.70
50.0 6.11 5.95 5.42 5.64 5.77 5.48 4.78 4.98 5.02 4.01
47.5 6.93 6.23 5.78 5.99 6.09 5.87 5.18 5.18 5.01 4.37
45.0 7.74 6.51 6.14 6.35 6.40 6.27 5.58 5.39 5.00 4.73
42.5 8.56 6.79 6.51 6.70 6.71 6.67 5.98 5.60 4.99 5.10
40.0 9.37 7.07 6.87 7.05 7.02 7.07 6.37 5.80 4.98 5.46
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

CANDELA TABULATION - (Cont.)

37.5 11.63 8.94 7.85 7.61 7.37 7.48 6.77 6.40 5.78 6.10
35.0 13.89* 10.80 8.82 8.17 7.72 7.90 7.16 6.99 6.58 6.73
32.5 16.15* 12.67* 9.80 8.73 8.07 8.31 7.56 7.58 7.38 7.36
30.0 18.40* 1454* 10.78 9.29 8.42 8.73 7.96 8.18 8.18 7.99
27.5 18.80* 15.70* 13.48* 12.83* 11.61 11.12 9.24 8.33 8.00 7.97
25.0 19.19* 16.86* 16.18* 16.38* 14.79* 13.52* 10.51 8.48 7.81 7.96
22,5 19.59* 18.02* 18.88* 19.93* 1797* 15.92* 11.79 8.63 7.62 7.94
20.0 19.99* 19.19* 2158* 2348* 21.15* 1832* 13.07* 8.78 7.43 7.92
17.5 26.60* 21.62* 2159* 2262* 20.18* 19.09* 1456* 10.67 9.29 8.95
15.0 3320 24.05* 2159* 21.77* 1921* 19.86* 16.05* 1256* 11.15 9.99
12.5 39.81* 2647* 2159* 2092* 1824* 2063* 1755* 1445* 13.01* 11.01
10.0 46.41* 2890* 2159* 20.07* 1727* 2140* 19.04* 16.34* 1487* 12.04*
7.5 46.47* 30.80* 2520* 23.84* 2051* 2233* 1962* 1640* 1534* 1263~
5.0 46.52* 32.71* 28.80* 27.62* 23.74* 2326* 2019* 1646* 1580* 13.22*
25 46.58* 3461* 3241* 3140* 2698* 24.19* 20.77* 1651* 16.27* 13.81*
0.0 46.64* 36.51* 36.01* 3518* 30.21* 2512* 21.34* 16.57* 16.74* 1440~
-2.5 4768* 39.08* 38.82* 3574* 30.30* 24.73* 2021* 1598* 16.24* 13.96*
-5.0 48.71* 4164* 4162* 36.31* 30.39* 2434* 19.07* 1540* 1573* 1353~
-7.5 49.74* 4421* 4443* 36.87* 3048* 2395* 17.94* 1481* 1523* 13.09*
-10.0 50.77* 46.77* 4723* 3744* 3056* 23.56* 16.81* 14.22* 1473* 1265*
-12.5 47.55* 42.85* 41.78* 3416* 29.72* 2495* 1844* 1520* 14.44* 1212*
-15.0 4432* 3893* 36.32* 30.87* 28.87* 26.34* 20.06* 16.19* 14.14* 11.60
-17.5 4110* 35.00* 30.86* 2759* 28.03* 27.73* 2168* 1717* 13.85* 11.07
-20.0 37.88* 31.08* 2540* 2430* 27.18* 29.12* 23.30* 18.16* 13.55* 10.55
-22.5 33.82* 29.44* 2539* 2289* 23.93* 2472* 20.07* 16.16* 1249* 10.11
-25.0 29.75* 27.79* 2537* 2149* 2068* 2032* 16.84* 14.16* 11.42 9.67
-27.5 2569* 26.15* 2536* 20.08* 1743* 1592* 1361* 12.16* 10.36 9.23
-30.0 2162* 2450* 2534* 1868* 14.18* 11.51 10.37 10.16 9.29 8.79
-32.5 1947* 2169* 2190* 1649* 1299* 11.28 10.28 9.81 9.84 9.68
-35.0 17.31* 18.88* 1845* 1431* 11.79 11.04 10.18 9.46 10.39 10.58
-37.5 15.16* 16.07* 15.01* 12.13* 10.60 10.81 10.09 9.1 10.95 11.47
-40.0 13.01* 13.26* 11.57 9.95 9.40 10.58 10.00 8.77 11.50 12.37*
-42.5 12.33* 12.76* 10.86 10.13 10.13 10.05 9.23 8.29 10.10 10.82
-45.0 11.64 12.25* 10.14 10.32 10.85 9.53 8.46 7.81 8.70 9.28
-47.5 10.96 11.75 9.43 10.51 11.57 9.00 7.69 7.33 7.30 7.74
-50.0 10.27 11.24 8.71 10.70 12.29* 8.48 6.92 6.85 5.90 6.20
-52.5 9.29 9.94 8.09 9.59 10.84 7.97 6.54 6.35 5.61 5.65
-55.0 8.31 8.63 7.46 8.48 9.38 7.47 6.16 5.85 5.32 5.1
-57.5 7.33 7.33 6.84 7.37 7.92 6.95 5.78 5.35 5.03 4.57
-60.0 6.35 6.02 6.22 6.27 6.46 6.44 5.39 4.86 4.74 4.03
-62.5 6.02 5.50 5.53 5.58 5.72 5.70 4.92 4.46 4.29 3.76
-65.0 5.68 4.98 4.84 4.89 4.98 4.96 4.44 4.07 3.84 3.49
-67.5 5.35 4.47 4.15 419 4.24 4.21 3.97 3.68 3.39 3.22
-70.0 5.01 3.95 3.46 3.50 3.49 3.46 3.49 3.30 2.93 2.95
-72.5 4.32 3.49 3.08 3.08 3.05 3.03 3.05 2.89 2.55 2.59
-75.0 3.63 3.04 2.70 2.66 2.61 2.59 2.61 2.48 2.16 2.23
-77.5 2.94 2.58 2.32 2.23 218 2.16 217 2.07 1.77 1.86
-80.0 2.25 212 1.93 1.81 1.74 1.73 1.73 1.66 1.38 1.50
-82.5 1.13 1.06 0.97 0.91 0.87 0.87 0.87 0.83 0.69 0.75
-85.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-87.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

CANDELA TABULATION - (Cont.)

Vert. Horizontal Angles
Angles

35.0 37.5 40.0 42.5 45.0 47.5 50.0 52.5 55.0 57.5
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
87.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
85.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
82.5 0.22 0.20 0.19 0.18 0.17 0.16 0.16 0.14 0.15 0.12
80.0 0.43 0.39 0.38 0.36 0.34 0.32 0.31 0.29 0.29 0.25
77.5 0.37 0.34 0.33 0.32 0.30 0.28 0.27 0.25 0.26 0.22
75.0 0.31 0.29 0.28 0.27 0.25 0.24 0.23 0.22 0.22 0.20
72.5 0.25 0.23 0.23 0.22 0.21 0.20 0.19 0.19 0.19 0.18
70.0 0.18 0.18 0.17 0.18 0.16 0.15 0.15 0.15 0.15 0.15
67.5 0.81 0.71 0.68 0.63 0.63 0.55 0.52 0.48 0.43 0.41
65.0 1.43 1.25 1.19 1.09 1.09 0.95 0.89 0.80 0.70 0.68
62.5 2.06 1.79 1.70 1.54 1.55 1.35 1.26 1.12 0.98 0.94
60.0 2.68 2.32 2.20 1.99 2.01 1.75 1.63 1.45 1.25 1.20
57.5 2.95 2.79 2.59 2.28 2.27 1.98 1.80 1.65 1.43 1.32
55.0 3.22 3.26 297 2.57 2.52 2.21 1.97 1.86 1.61 1.43
52.5 3.49 3.73 3.35 2.87 2.78 2.44 2.15 2.06 1.79 1.55
50.0 3.76 4.20 3.73 3.16 3.03 2.68 2.32 2.26 1.97 1.67
47.5 4.10 4.41 3.96 3.51 3.27 3.07 2.68 2.50 217 1.86
45.0 4.43 4.61 4.19 3.87 3.51 3.46 3.03 2.74 2.37 2.06
42.5 4.77 4.82 4.42 4.22 3.75 3.85 3.38 2.98 2.58 2.26
40.0 5.10 5.03 4.65 4.57 3.99 4.24 3.73 3.22 2.78 2.46
37.5 5.45 5.07 4.64 4.76 4.33 4.31 3.92 3.46 2.98 2.67
35.0 5.80 5.11 4.63 4.95 4.66 4.38 4.10 3.71 3.17 2.88
32.5 6.15 5.16 4.62 5.13 5.00 4.45 4.28 3.95 3.37 3.09
30.0 6.50 5.21 4.60 5.32 5.34 4.53 4.46 4.20 3.57 3.30
27.5 6.86 6.49 5.97 5.94 5.56 4.53 4.42 4.25 3.72 3.50
25.0 7.22 7.78 7.34 6.57 5.78 4.53 4.38 4.31 3.86 3.71
22.5 7.58 9.07 8.71 7.19 6.00 4.53 4.34 4.37 4.01 3.91
20.0 7.93 10.36 10.08 7.81 6.22 4.54 4.29 4.43 4.15 4.1
17.5 8.22 9.75 9.41 7.45 6.39 5.37 5.49 4.76 417 4.05
15.0 8.51 9.15 8.74 7.09 6.56 6.20 6.69 5.08 419 4.00
12.5 8.80 8.55 8.08 6.73 6.73 7.03 7.89 5.40 4.22 3.95
10.0 9.08 7.96 7.41 6.36 6.89 7.86 9.09 5.73 4.24 3.90
7.5 9.64 8.48 7.93 6.75 6.93 7.45 8.21 5.73 4.48 3.96
5.0 10.20 9.00 8.44 7.13 6.96 7.03 7.33 5.73 4.71 4.03
25 10.76 9.52 8.96 7.52 7.00 6.62 6.46 5.73 4.95 4.09
0.0 11.31 10.05 9.47 7.91 7.03 6.21 5.58 5.73 5.19 4.16
-2.5 11.58 10.55 11.41 8.29 6.89 6.09 5.59 5.84 5.07 4.28
-5.0 11.84 11.05 13.34* 8.66 6.75 5.98 5.60 5.95 4.94 4.39
-7.5 12.11*  11.56 15.28* 9.04 6.61 5.86 5.61 6.06 4.82 4.50
-10.0 12.38* 12.06* 17.21* 942 6.47 5.75 5.62 6.17 4.69 4.62
-12.5 11.51 11.15 15.18* 9.04 6.63 5.83 5.60 5.91 4.75 4.63
-15.0 10.63 10.24 13.14* 8.67 6.79 5.91 5.57 5.66 4.80 4.64
-17.5 9.76 9.32 1.1 8.29 6.96 5.98 5.55 5.40 4.86 4.65
-20.0 8.88 8.41 9.08 7.92 712 6.06 5.53 5.14 4.92 4.66
-22.5 8.96 8.61 8.63 7.77 7.14 6.47 5.93 5.05 4.80 4.50
-25.0 9.03 8.80 8.18 7.62 7.15 6.88 6.32 4.96 4.67 4.34
-27.5 9.11 9.00 7.73 7.47 7.16 7.29 6.71 4.86 4.55 418
-30.0 9.19 9.20 7.28 7.32 717 7.70 7.10 4.77 4.43 4.02
-32.5 9.34 9.14 6.81 6.86 6.78 7.15 6.57 4.70 4.29 3.92
-35.0 9.48 9.08 6.34 6.40 6.38 6.60 6.04 4.62 414 3.82
-37.5 9.62 9.02 5.87 5.94 5.99 6.05 5.51 4.55 4.00 3.71
-40.0 9.76 8.96 5.40 5.48 5.59 5.51 4.98 4.47 3.85 3.61
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

CANDELA TABULATION - (Cont.)

-42.5 8.96 8.28 5.52 5.26 5.25 517 4.75 413 3.60 3.36
-45.0 8.15 7.60 5.64 5.05 4.91 4.83 4.52 3.79 3.34 3.10
-47.5 7.34 6.92 5.76 4.84 4.57 4.49 4.30 3.45 3.09 2.85
-50.0 6.53 6.24 5.88 4.63 4.23 4.16 4.07 3.1 2.84 2.60
-52.5 5.99 5.83 5.43 4.40 3.93 3.84 3.74 3.03 2.72 2.43
-55.0 5.44 5.43 4.98 417 3.62 3.52 3.40 2.94 2.59 2.27
-57.5 4.90 5.02 4.53 3.94 3.32 3.21 3.07 2.86 2.46 2.11
-60.0 4.35 4.62 4.07 3.72 3.02 2.89 2.74 2.78 2.33 1.94
-62.5 3.93 4.10 3.61 3.33 2.78 2.59 2.46 2.47 2.11 1.77
-65.0 3.51 3.59 3.15 2.95 2.54 2.28 217 2.16 1.88 1.60
-67.5 3.09 3.07 2.69 2.57 2.31 1.98 1.88 1.85 1.65 1.43
-70.0 2.66 2.56 2.23 219 2.07 1.67 1.59 1.54 1.42 1.26
-72.5 2.32 2.22 1.98 1.91 1.82 1.49 1.43 1.38 1.24 1.11
-75.0 1.98 1.89 1.73 1.64 1.57 1.32 1.27 1.21 1.05 0.96
-77.5 1.64 1.55 1.48 1.36 1.33 1.14 1.11 1.04 0.87 0.81
-80.0 1.30 1.21 1.22 1.09 1.08 0.97 0.95 0.87 0.69 0.66
-82.5 0.65 0.61 0.61 0.54 0.54 0.48 0.48 0.44 0.35 0.33
-85.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-87.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Vert. Horizontal Angles
Angles

60.0 62.5 65.0 67.5 70.0 72.5 75.0 77.5 80.0 82.5
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
87.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
85.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
82.5 0.12 0.12 0.11 0.09 0.06 0.05 0.05 0.05 0.05 0.05
80.0 0.24 0.24 0.22 0.18 0.12 0.10 0.10 0.10 0.10 0.10
77.5 0.22 0.22 0.21 0.18 0.14 0.12 0.12 0.11 0.11 0.11
75.0 0.20 0.20 0.19 0.19 0.16 0.15 0.13 0.11 0.11 0.11
72.5 0.18 0.18 0.18 0.19 0.18 0.17 0.14 0.11 0.11 0.11
70.0 0.15 0.15 0.16 0.19 0.19 0.19 0.15 0.11 0.11 0.11
67.5 0.41 0.35 0.32 0.31 0.29 0.26 0.21 0.17 0.15 0.14
65.0 0.66 0.56 0.47 0.43 0.39 0.33 0.27 0.22 0.19 0.17
62.5 0.92 0.76 0.63 0.55 0.49 0.39 0.33 0.27 0.23 0.19
60.0 1.17 0.96 0.78 0.67 0.59 0.46 0.39 0.32 0.27 0.22
57.5 1.27 1.04 0.85 0.73 0.64 0.48 0.41 0.32 0.26 0.20
55.0 1.37 1.1 0.92 0.79 0.68 0.51 0.42 0.33 0.25 0.19
52.5 1.47 1.19 0.99 0.85 0.73 0.54 0.44 0.33 0.24 0.16
50.0 1.56 1.26 1.06 0.91 0.77 0.56 0.45 0.33 0.23 0.14
47.5 1.69 1.43 1.22 1.03 0.85 0.63 0.52 0.38 0.27 0.19
45.0 1.82 1.60 1.38 1.16 0.92 0.71 0.58 0.44 0.30 0.23
42.5 1.95 1.76 1.54 1.28 1.00 0.78 0.65 0.49 0.33 0.28
40.0 2.07 1.93 1.70 1.41 1.08 0.85 0.71 0.55 0.36 0.32
37.5 2.28 210 1.79 1.47 1.12 0.89 0.73 0.54 0.36 0.30
35.0 2.49 2.27 1.88 1.53 1.15 0.93 0.75 0.53 0.35 0.27
32.5 2.70 243 1.98 1.59 1.18 0.97 0.77 0.52 0.34 0.24
30.0 2.91 2.60 2.07 1.65 1.21 1.01 0.78 0.52 0.33 0.22
27.5 3.05 2.68 215 1.75 1.35 1.07 0.83 0.58 0.39 0.25
25.0 3.19 2.76 2.22 1.85 1.48 1.14 0.87 0.64 0.44 0.29
22.5 3.33 2.83 2.30 1.94 1.62 1.21 0.92 0.70 0.50 0.32
20.0 3.46 2.91 2.37 2.04 1.75 1.28 0.96 0.77 0.56 0.36
17.5 3.48 2.95 2.46 213 1.86 1.35 0.96 0.74 0.55 0.34
15.0 3.50 3.00 2.54 2.21 1.96 1.42 0.95 0.72 0.53 0.32
12.5 3.52 3.04 2.63 2.29 2.07 1.49 0.95 0.70 0.51 0.30
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

CANDELA TABULATION - (Cont.)

10.0 3.54 3.09 2.71 2.38 217 1.57 0.95 0.68 0.49 0.28
7.5 3.61 3.21 2.83 242 2.09 1.54 0.99 0.73 0.52 0.32
5.0 3.68 3.34 2.94 2.46 2.00 1.52 1.03 0.79 0.55 0.36
2.5 3.76 3.47 3.06 2.50 1.92 1.49 1.07 0.84 0.58 0.40
0.0 3.83 3.59 3.17 2.54 1.84 1.46 1.1 0.89 0.60 0.44
-2.5 3.86 3.58 3.13 2.54 1.81 1.43 1.10 0.86 0.58 0.40
-5.0 3.89 3.57 3.08 2.55 1.78 1.41 1.08 0.83 0.55 0.36
7.5 3.93 3.55 3.04 2.55 1.76 1.38 1.07 0.80 0.53 0.33
-10.0 3.96 3.54 2.99 2.56 1.73 1.35 1.05 0.77 0.50 0.29
-12.5 4.00 3.48 2.90 2.51 1.79 1.38 1.05 0.77 0.53 0.32
-15.0 4.04 3.43 2.80 2.46 1.84 1.41 1.04 0.78 0.55 0.34
-17.5 4.09 3.37 2.71 2.41 1.90 1.44 1.04 0.78 0.58 0.37
-20.0 4.13 3.31 2.62 2.36 1.96 1.47 1.04 0.79 0.60 0.39
-22.5 4.07 3.26 2.61 2.31 1.93 1.42 0.98 0.74 0.56 0.36
-25.0 4.01 3.21 2.60 2.26 1.89 1.38 0.92 0.70 0.52 0.33
-27.5 3.95 3.16 2.59 2.20 1.86 1.34 0.87 0.65 0.48 0.29
-30.0 3.89 3.11 2.58 2.15 1.83 1.29 0.81 0.61 0.43 0.26
-32.5 3.72 3.13 2.53 2.06 1.72 1.24 0.82 0.63 0.45 0.27
-35.0 3.54 3.15 247 1.98 1.61 1.18 0.83 0.66 0.46 0.29
-37.5 3.37 3.16 2.41 1.89 1.51 1.13 0.84 0.69 0.48 0.30
-40.0 3.19 3.18 2.35 1.80 1.40 1.07 0.85 0.72 0.49 0.32
-42.5 2.96 2.86 2.16 1.67 1.32 1.01 0.78 0.64 0.44 0.28

-45.0 2.72 2.54 1.96 1.54 1.23 0.95 0.71 0.56 0.39 0.24
-47.5 2.48 2.22 1.76 1.41 1.14 0.89 0.64 0.48 0.35 0.20
-50.0 2.24 1.90 1.56 1.28 1.05 0.83 0.56 0.39 0.30 0.16
-52.5 2.09 1.79 1.47 1.20 0.98 0.79 0.55 0.39 0.30 0.18
-55.0 1.93 1.68 1.38 1.12 0.91 0.75 0.54 0.39 0.30 0.20
-57.5 1.78 1.57 1.29 1.04 0.84 0.71 0.53 0.39 0.30 0.21
-60.0 1.62 1.46 1.19 0.96 0.77 0.68 0.52 0.39 0.30 0.23
-62.5 1.48 1.32 1.05 0.87 0.69 0.61 0.46 0.34 0.26 0.20
-65.0 1.33 1.18 0.90 0.77 0.60 0.54 0.39 0.29 0.21 0.16
-67.5 1.19 1.04 0.76 0.68 0.51 0.48 0.33 0.24 0.17 0.13
-70.0 1.04 0.90 0.62 0.58 0.42 0.41 0.26 0.19 0.12 0.09
-72.5 0.92 0.80 0.56 0.52 0.39 0.38 0.26 0.19 0.13 0.10
-75.0 0.79 0.70 0.50 0.45 0.36 0.34 0.25 0.19 0.14 0.11
-717.5 0.67 0.59 0.44 0.39 0.33 0.31 0.25 0.19 0.15 0.12
-80.0 0.54 0.49 0.38 0.33 0.30 0.27 0.24 0.20 0.15 0.12
-82.5 0.27 0.24 0.19 0.16 0.15 0.14 0.12 0.10 0.08 0.06
-85.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-87.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Vert. Horizontal Angles
Angles

85.0 87.5 90.0
90.0 0.00 0.00 0.00
87.5 0.00 0.00 0.00
85.0 0.00 0.00 0.00
82.5 0.05 0.05 0.05
80.0 0.10 0.10 0.10

77.5 0.11 0.10 0.10
75.0 0.11 0.10 0.10
72.5 0.11 0.10 0.10
70.0 0.11 0.10 0.10
67.5 0.13 0.11 0.11

65.0 0.15 0.12 0.11
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

CANDELA TABULATION - (Cont.)

62.5 0.17 0.13 0.12
60.0 0.18 0.14 0.12
57.5 0.17 0.14 0.12
55.0 0.15 0.13 0.12
52.5 0.13 0.12 0.12
50.0 0.11 0.11 0.11
47.5 0.14 0.12 0.11
45.0 0.16 0.13 0.10
42.5 0.18 0.13 0.10
40.0 0.20 0.14 0.09
37.5 0.18 0.12 0.09
35.0 0.15 0.11 0.09
32,5 0.13 0.10 0.09
30.0 0.10 0.08 0.08
27.5 0.14 0.10 0.08
25.0 0.17 0.11 0.08
225 0.21 0.12 0.08
20.0 0.24 0.14 0.07
17.5 0.22 0.12 0.07

15.0 0.19 0.10 0.07
12.5 0.17 0.08 0.07
10.0 0.14 0.07 0.06

7.5 0.17 0.08 0.06
5.0 0.20 0.10 0.06
2.5 0.23 0.12 0.06
0.0 0.25 0.13 0.06
-2.5 0.23 0.11 0.06
-5.0 0.20 0.10 0.06
7.5 0.18 0.07 0.05

-10.0 0.15 0.05 0.05
-12.5 0.17 0.07 0.06
-15.0 0.19 0.09 0.06

-17.5 0.21 0.11 0.06
-20.0 0.23 0.12 0.06
-22.5 0.20 0.11 0.06

-25.0 0.17 0.09 0.06
-27.5 0.14 0.07 0.06
-30.0 0.11 0.05 0.05
-32.5 0.14 0.07 0.05
-35.0 0.16 0.08 0.05
-37.5 0.18 0.09 0.05
-40.0 0.20 0.11 0.05
-42.5 0.18 0.09 0.05
-45.0 0.15 0.08 0.05
-47.5 0.12 0.07 0.05
-50.0 0.09 0.05 0.05
-52.5 0.11 0.07 0.06
-55.0 0.13 0.08 0.06
-57.5 0.15 0.09 0.06
-60.0 0.17 0.10 0.06
-62.5 0.14 0.09 0.06
-65.0 0.11 0.07 0.05
-67.5 0.08 0.06 0.05
-70.0 0.04 0.04 0.04
-72.5 0.06 0.05 0.04
-75.0 0.07 0.07 0.03
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IES FLOOD REPORT

PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

CANDELA TABULATION - (Cont.)

-77.5
-80.0
-82.5
-85.0
-87.5
-90.0

0.09
0.10
0.05
0.00
0.00
0.00

0.07
0.08
0.04
0.00
0.00
0.00

0.03
0.02
0.01
0.00
0.00
0.00
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

LUMEN TABULATION

Average Of Right And Left Sides

Total Luminaire Lumens (one side of beam only) = 41.51
Total Field Lumens (one side of beam only) = 32.35

* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles

0 2.5 5 7.5 10 125 15 20 225
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
o7 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
522 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
e 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
75 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
2 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
o7 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
°° 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.00 0.00
022 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
0 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
o7 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
% 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
o2 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
*0 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
4 0.02 0.02 0.02 0.02 0.02 0.01 0.01 0.01 0.01 0.01
* 0.02 0.02 0.02 0.02 0.02 0.02 0.01 0.01 0.01 0.01
429 0.02 0.02 0.02 0.02 0.02 0.02 0.01 0.01 0.01 0.01
% 0.02 * 0.02 * 0.02 * 0.02 0.02 0.02 0.02 0.02 0.02 0.01
37 0.03* 0.03 * 0.03 * 0.03 * 0.03 0.02 0.02 0.02 0.02 0.02
% 0.03 * 0.03 * 0.03 * 0.03 * 0.03 * 0.03 0.02 0.02 0.02 0.02
32 0.03* 0.03 * 0.04 ~ 0.04 * 0.04 * 0.03 * 0.03 0.02 0.02 0.02
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

LUMENS TABULATION - (Cont.)

% 0.04 * 0.04 * 0.04 * 0.04 * 0.04 * 0.04 * 0.03 0.03 0.03 0.03
21 0.05* 0.05* 0.05* 0.05* 0.05* 0.04 * 0.04 * 0.04 * 0.04 * 0.03
2 0.06 * 0.06 * 0.06 * 0.05* 0.05* 0.05* 0.04 * 0.04 * 0.04 * 0.04 *
229 0.07 * 0.07 * 0.06 * 0.06 * 0.05* 0.05* 0.05* 0.05* 0.05* 0.05*
20 0.08 * 0.08 * 0.07 * 0.07 * 0.06 * 0.06 * 0.06 * 0.06 * 0.06 * 0.05*
17 0.09 * 0.09 * 0.09 * 0.08 * 0.07 * 0.07 * 0.07 * 0.07 * 0.06 * 0.05*
1 0.09 * 0.09 * 0.10 * 0.09 * 0.08 * 0.08 * 0.08 * 0.08 * 0.07* 0.06 *
128 0.10 * 0.10* 0.11* 0.11* 0.10 * 0.09 * 0.09 * 0.08 * 0.07 * 0.06 *
10 011~ 011~ 012~ 012~ 011~ 0.10 * 0.10 * 0.09 * 0.07* 0.06 *
e 0.13* 0.13* 0.14 0.13* 0.11* 0.10 * 0.10 * 0.09 * 0.08 * 0.07*
° 0.14 015~ 015~ 014~ 012~ 011~ 0.10 * 0.09 * 0.08 * 0.07*
29 0.16 * 0.16 * 0.16 * 0.15* 0.13* 0.11* 0.10 * 0.09 * 0.08 * 0.08 *
° 0.16 * 017 ™ 017 ™ 015~ 0.13* 011~ 011~ 0.10 * 0.09 * 0.08 *
2 0.15* 0.16 * 0.16 * 0.15* 0.13* 012~ 0.11* 0.10 * 0.09 * 0.08 *
° 0.14* 015~ 015~ 015~ 0.13* 012~ 012~ 011~ 0.09 * 0.08 *
7 0.13* 0.14* 0.15* 0.14 * 0.13* 0.13* 0.13* 012~ 0.10 * 0.08 *
0 013~ 0.14* 0.14 014~ 0.13* 013~ 013~ 012~ 0.10 * 0.08 *
12 0.13* 0.14* 0.14 0.13* 012~ 012~ 012~ 0.11* 0.10 * 0.08 *
7 013~ 0.14* 013~ 012~ 0.11* 0.10 * 011~ 0.10 * 0.09 * 0.08 *
7 0.14 * 0.13* 0.13* 0.11* 0.10 * 0.09 * 0.10 * 0.10 * 0.09 * 0.08 *
20 013~ 012~ 012~ 0.10* 0.09 * 0.09 * 0.09 * 0.09 * 0.08 * 0.08 *
229 0.11* 0.11* 0.10 * 0.09 * 0.08 * 0.08 * 0.08 * 0.08 * 0.07 * 0.06 *
20 0.09 * 0.09 * 0.09 * 0.08 * 0.08 * 0.07 * 0.07 * 0.06 * 0.06 * 0.05*
27 0.07 * 0.07 * 0.07 * 0.07 * 0.07 * 0.07 * 0.06 * 0.05* 0.04 * 0.04 *
30 0.06 * 0.06 * 0.06 * 0.06 * 0.06 * 0.06 * 0.05* 0.05* 0.04 * 0.03
929 0.05* 0.05* 0.05* 0.05* 0.05* 0.05* 0.05* 0.04 * 0.03 0.03
3 0.05* 0.05* 0.05* 0.04 * 0.04 * 0.04 * 0.04 * 0.04 * 0.03 0.03
37 0.04 * 0.04 * 0.04 * 0.04 * 0.03* 0.03 * 0.03 * 0.03 0.03 0.03
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

LUMENS TABULATION - (Cont.)

0 0.04 * 0.04 * 0.03 * 0.03 * 0.03 * 0.03 * 0.03 0.03 0.03 0.03
42 0.03* 0.03 * 0.03 * 0.03 * 0.03* 0.03 0.03 0.03 0.03 0.02
e 0.03 * 0.03 * 0.03 * 0.03 0.02 0.02 0.02 0.03 0.02 0.02
A 0.02 0.02 0.03 0.02 0.02 0.02 0.02 0.02 0.02 0.02
0 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02
02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.01
0 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.01
o7 0.02 0.02 0.02 0.01 0.01 0.01 0.01 0.01 0.01 0.01
o0 0.02 0.02 0.02 0.01 0.01 0.01 0.01 0.01 0.01 0.01
02 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
s 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
o7 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
i 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
T2 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
e 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
e 0.00 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00
o0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
020 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
e 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
o7 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
'-I?o(ial 3.33 3.44 3.44 3.24 2.95 2.78 2.70 2.53 2.29 2.06
Vert. Horizontal Angles
Angles

25 27.5 30 325 35 37.5 40 42.5
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
o7 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
522 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

LUMENS TABULATION - (Cont.)

e 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
75 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
728 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
70 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
ors 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
e 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
028 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00
°0 0.01 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00
o7 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.00 0.00
% 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.00
528 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.00
%0 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
47 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
45 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
429 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
% 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
378 0.02 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
% 0.02 0.02 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
528 0.02 0.02 0.02 0.01 0.01 0.01 0.01 0.01 0.01 0.01
% 0.02 0.02 0.02 0.02 0.01 0.01 0.01 0.01 0.01 0.01
218 0.03 0.02 0.02 0.02 0.02 0.02 0.01 0.01 0.01 0.01
2 0.04 0.03 0.02 0.02 0.02 0.02 0.02 0.01 0.01 0.01
225 0.04 0.03 0.02 0.02 0.02 0.02 0.02 0.01 0.01 0.01
20 0.04 0.03 0.03 0.02 0.02 0.02 0.02 0.02 0.01 0.01
17 0.04 * 0.04 0.03 0.03 0.03 0.02 0.02 0.02 0.01 0.01
1 0.05* 0.04 * 0.03 0.03 0.03 0.02 0.02 0.02 0.01 0.01
129 0.05* 0.04 * 0.04 * 0.03 0.03 0.03 0.02 0.02 0.01 0.01
10 0.05* 0.05* 0.04 * 0.04 0.03 0.03 0.02 0.02 0.01 0.01
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

LUMENS TABULATION - (Cont.)

e 0.06 * 0.05* 0.05* 0.04 0.03 0.03 0.02 0.02 0.01 0.01
° 0.07 * 0.06 * 0.05* 0.04 * 0.04 0.03 0.02 0.02 0.01 0.01
28 0.08 * 0.07 * 0.06 * 0.05* 0.04 0.03 0.02 0.02 0.02 0.01
’ 0.08 * 0.07 * 0.06 * 0.05* 0.04 0.03 0.02 0.02 0.02 0.01
2 0.08 * 0.07 * 0.06 * 0.05* 0.04 0.03 0.02 0.02 0.02 0.01
° 0.08 * 0.07 * 0.06 * 0.05* 0.04 0.03 0.02 0.02 0.02 0.01
7 0.08 * 0.07 * 0.06 * 0.04 * 0.04 0.03 0.03 0.02 0.02 0.01
0 0.07 * 0.06 * 0.05* 0.04 * 0.04 0.03 0.03 0.02 0.02 0.01
129 0.07 * 0.06 * 0.05* 0.04 0.03 0.03 0.02 0.02 0.02 0.01
1 0.07 * 0.06 * 0.04 * 0.03 0.03 0.03 0.02 0.02 0.01 0.01
7 0.07 * 0.05* 0.04 * 0.03 0.03 0.03 0.02 0.02 0.01 0.01
20 0.07 * 0.05* 0.04 0.03 0.03 0.03 0.02 0.02 0.01 0.01
229 0.06 * 0.05* 0.04 0.03 0.03 0.02 0.02 0.02 0.01 0.01
2 0.05* 0.04 * 0.03 0.03 0.02 0.02 0.02 0.02 0.01 0.01
27 0.04 0.04 0.03 0.03 0.02 0.02 0.02 0.02 0.01 0.01
30 0.04 0.04 0.03 0.02 0.02 0.02 0.02 0.02 0.01 0.01
929 0.03 0.03 0.03 0.02 0.02 0.02 0.02 0.01 0.01 0.01
% 0.03 0.03 0.03 0.02 0.02 0.02 0.01 0.01 0.01 0.01
37 0.03 0.03 0.02 0.02 0.02 0.02 0.01 0.01 0.01 0.01
40 0.02 0.02 0.02 0.02 0.02 0.01 0.01 0.01 0.01 0.01
42 0.02 0.02 0.02 0.02 0.02 0.01 0.01 0.01 0.01 0.01
40 0.02 0.02 0.02 0.02 0.01 0.01 0.01 0.01 0.01 0.01
47 0.02 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
20 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
029 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
90 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
o7 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
0 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

LUMENS TABULATION - (Cont.)

029 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.00 0.00
00 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00
o7 0.01 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00
70 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00
72 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
e 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
e 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
e 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
029 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
o 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
o7 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
'-I?o(ial 1.87 1.64 1.39 1.18 1.05 0.93 0.78 0.64 0.56 0.49
Vert. Horizontal Angles
Angles
50 52.5 57.5 62.5 67.5

90

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
o7-o 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
529 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
e 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
75 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
72 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
7o 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
°° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
022 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
°0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
o7 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

LUMENS TABULATION - (Cont.)

> 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
o8 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
%0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
* 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
429 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
0 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
318 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
528 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
21 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
2 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
229 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00
20 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00
17 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00
1 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00
128 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00
10 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00
e 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00
° 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00
29 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00
° 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00
2 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00
° 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00
7 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00
0 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00
12 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

LUMENS TABULATION - (Cont.)

7 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00
7 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00
20 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00
229 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00
20 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00
27 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00
30 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00
929 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
3 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
37 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
40 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
42 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
40 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
47 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
20 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
029 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
90 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
o7 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
029 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
o7 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
70 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
T2 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
e 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
T 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
80 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
029 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

LUMENS TABULATION - (Cont.)

-85

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-87.5

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-90
Total 0.41 0.34 0.29 0.25 0.21 0.17 0.14 0.12 0.09 0.07
Vert. Horizontal Angles
Angles

75 7.5 80 82.5 85 87.5 90 Total

90

0.00 0.00 0.00 0.00 0.00 0.00 0.00
87.5

0.00 0.00 0.00 0.00 0.00 0.00 0.00
85

0.00 0.00 0.00 0.00 0.00 0.00 0.01
82.5

0.00 0.00 0.00 0.00 0.00 0.00 0.02
80

0.00 0.00 0.00 0.00 0.00 0.00 0.03
77.5

0.00 0.00 0.00 0.00 0.00 0.00 0.02
75

0.00 0.00 0.00 0.00 0.00 0.00 0.02
72.5

0.00 0.00 0.00 0.00 0.00 0.00 0.02
70

0.00 0.00 0.00 0.00 0.00 0.00 0.03
67.5

0.00 0.00 0.00 0.00 0.00 0.00 0.07
65

0.00 0.00 0.00 0.00 0.00 0.00 0.10
62.5

0.00 0.00 0.00 0.00 0.00 0.00 0.14
60

0.00 0.00 0.00 0.00 0.00 0.00 0.16
57.5

0.00 0.00 0.00 0.00 0.00 0.00 0.18
55

0.00 0.00 0.00 0.00 0.00 0.00 0.20
52.5

0.00 0.00 0.00 0.00 0.00 0.00 0.22
50

0.00 0.00 0.00 0.00 0.00 0.00 0.24
47.5

0.00 0.00 0.00 0.00 0.00 0.00 0.25
45

0.00 0.00 0.00 0.00 0.00 0.00 0.27
42.5

0.00 0.00 0.00 0.00 0.00 0.00 0.29
40

0.00 0.00 0.00 0.00 0.00 0.00 0.33
37.5

0.00 0.00 0.00 0.00 0.00 0.00 0.37
35

0.00 0.00 0.00 0.00 0.00 0.00 0.42
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

LUMENS TABULATION - (Cont.)

32.5

0.00 0.00 0.00 0.00 0.00 0.00 0.47
30

0.00 0.00 0.00 0.00 0.00 0.00 0.54
27.5

0.00 0.00 0.00 0.00 0.00 0.00 0.63
25

0.00 0.00 0.00 0.00 0.00 0.00 0.73
22,5

0.00 0.00 0.00 0.00 0.00 0.00 0.83
20

0.00 0.00 0.00 0.00 0.00 0.00 0.93
17.5

0.00 0.00 0.00 0.00 0.00 0.00 1.03
15

0.00 0.00 0.00 0.00 0.00 0.00 1.13
12,5

0.00 0.00 0.00 0.00 0.00 0.00 1.24
10

0.00 0.00 0.00 0.00 0.00 0.00 1.35
7.5

0.00 0.00 0.00 0.00 0.00 0.00 1.46
5

0.00 0.00 0.00 0.00 0.00 0.00 1.57
25

0.00 0.00 0.00 0.00 0.00 0.00 1.68
0

0.00 0.00 0.00 0.00 0.00 0.00 1.73
-2.5

0.00 0.00 0.00 0.00 0.00 0.00 1.72
-5

0.00 0.00 0.00 0.00 0.00 0.00 1.71
-7.5

0.00 0.00 0.00 0.00 0.00 0.00 1.70
-10

0.00 0.00 0.00 0.00 0.00 0.00 1.66
-12.5

0.00 0.00 0.00 0.00 0.00 0.00 1.58
-15

0.00 0.00 0.00 0.00 0.00 0.00 1.51
-17.5

0.00 0.00 0.00 0.00 0.00 0.00 1.44
-20

0.00 0.00 0.00 0.00 0.00 0.00 1.33
-22.5

0.00 0.00 0.00 0.00 0.00 0.00 1.19
-25

0.00 0.00 0.00 0.00 0.00 0.00 1.05
-27.5

0.00 0.00 0.00 0.00 0.00 0.00 0.90
-30

0.00 0.00 0.00 0.00 0.00 0.00 0.80
-32.5

0.00 0.00 0.00 0.00 0.00 0.00 0.72
-35

0.00 0.00 0.00 0.00 0.00 0.00 0.65
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : RRL_SINGLE_LAMP.IES

LUMENS TABULATION - (Cont.)

-37.5

-87.5

-90
Total

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.05

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.04

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.02

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.01

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.01

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.57

0.51

0.46

0.42

0.37

0.34

0.31

0.28

0.26

0.23

0.21

0.19

0.16

0.14

0.13

0.11

0.09

0.06

0.02

0.00

0.00

41.51

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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AXIAL CANDELA DISPLAY

119

89

60

30

Maximum Candela = 119.21 Located At Horizontal Angle =-7.5, Vertical Angle = 0
H - Horizontal Axial Candela
V - Vertical Axial Candela

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc. page 27
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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ISOCANDELA CURVES

60

40 11.921\

20 \

5
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«
D
D

Vertical
Angles

o

60 o 20 40 60

Horizontal Angles

Maximum Candela = 119.21 Located At Horizontal Angle =-7.5, Vertical Angle = 0
50% Maximum Candela = 59.605
10% Maximum Candela = 11.921

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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