IES INDOOR REPORT

PHOTOMETRIC FILENAME : S4-LED-30L-40.1IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TESTILED-9715

[TESTLABILSI INDUSTRIES, INC
[ISSUEDATE]03/30/2018
[TESTDATE]02/15/18
[MANUFAC]LSI INDUSTRIES, INC
[LUMCAT]S4-LED-30L-40

[ ABSOLUTE]NOTE: DATA SHOWN IS ABSOLUTE FOR THE SAMPLE PROVIDED.
[OTHER]TEST PROCEDURE: IESNA LM-79-08

[ SEARCH_SOURCETYPE] LED
[ SEARCH_APPLICATION] Indoor

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sg.m)

Angle In Average Average
Degrees 0-Deg 45-Deg
45 11087 10767
55 11137 10743
65 10764 10229
75 9681 9058

85 6910 7156

N.A. (absolute)
N.A. (absolute)
3011

N.A.

144

20.9

1.00

Direct

1.40

1.34

1.48
Rectangular
4.00 ft

0.25 ft

0.00 ft

Average
90-Deg

10524
10406
9924
8892
7156

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : S4-LED-30L-40.1IES

CANDELA TABULATION
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0.0
917
943
944
944
942
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935
929
922
912
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854
833
811
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757
729
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514
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24
0

22.5 45.0 67.5
917 917 917
924 916 911
925 917 911
925 917 910
924 915 908
921 911 904
916 907 899
910 900 893
903 892 885
894 882 876
884 871 864
871 859 851
856 844 835
840 828 817
820 807 797
799 785 776
776 762 752
749 735 727
721 708 699
690 677 669
658 645 636
623 609 599
586 573 559
548 534 518
506 490 475
463 446 433
419 402 391
371 355 348
321 309 304
273 262 260
224 218 214
177 174 170
133 132 129
93 93 90

57 58 56

27 29 28

0 0 0
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Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : S4-LED-30L-40.1IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

344.62
747.98
1254.2
2312.57
2944.66
3010.8
2923.14
909.58
1456.5
1457.71
632.08
232.75
66.14
0.00
0.00
0.00
0.00
0.00
0.00
3010.8

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

87.66
256.97
403.36
506.22
546.92
511.46
399.33
232.75
66.14
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

%Fixt

11.40
24.80
41.70
76.80
97.80
100.00
97.10
30.20
48.40
48.40
21.00
7.70
2.20
0.00
0.00
0.00
0.00
0.00
0.00
100.00

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : S4-LED-30L-40.1IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.

Page 4



IES INDOOR REPORT
PHOTOMETRIC FILENAME : S4-LED-30L-40.1IES

POLAR GRAPH

708

236

2T

Maximum Candela = 944 Located At Horizontal Angle = 0, Vertical Angle =5
# 1 - Vertical Plane Through Horizontal Angles (0 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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