IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-02L-30.IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST] 3200

[TESTLAB] TUV SUD America
[TESTDATE] 6/20/2017 12:08:12 PM
[ISSUEDATE] 7/29/2019
[MANUFAC]LSI INDUSTRIES, INC
[LUMCAT] WPSLS-02L-30
[OTHER]TEST PROCEDURE: IESNA

[ ABSOLUTE]JNOTE: DATA SHOWN IS ABSOLUTE FOR THE SAMPLE PROVIDED

[ SEARCH_SOURCETYPE] LED
[ SEARCH_APPLICATION] Outdoor

CHARACTERISTICS

IES Classification

Longitudinal Classification

Lumens Per Lamp

Total Lamp Lumens

Luminaire Lumens

Downward Total Efficiency

Total Luminaire Efficiency

Luminaire Efficacy Rating (LER)

Total Luminaire Watts

Ballast Factor

Upward Waste Light Ratio

Maximum Candela

Maximum Candela Angle

Maximum Candela (<90 Degrees Vertical)
Maximum Candela Angle (<90 Degrees Vertical)
Maximum Candela At 90 Degrees Vertical
Maximum Candela from 80 to <90 Degrees Vertical
Cutoff Classification (deprecated)

Type I

Very Short

N.A. (absolute)

N.A. (absolute)

2102

N.A. (absolute)

N.A. (absolute)

106

19.87

1.00

0.00

1062.79

360H 30V

1062.79

360H 30V

0 (0.0% Luminaire Lumens)
21.38 (1.0% Luminaire Lumens)
N.A. (absolute)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES ROAD REPORT

PHOTOMETRIC FILENAME : WPSLS-02L-30.IES

LUMINAIRE CLASSIFICATION SYSTEM (LCS)

Lumens

FL - Front-Low (0-30) 394.1
FM - Front-Medium (30-60) 895.0
FH - Front-High (60-80) 237.0
FVH - Front-Very High (80-90) 2.0

BL - Back-Low (0-30) 2427
BM - Back-Medium (30-60) 263.8
BH - Back-High (60-80) 65.6

BVH - Back-Very High (80-90) 2.0
UL - Uplight-Low (90-100) 0.0

UH - Uplight-High (100-180) 0.0
Total 2102.2
BUG Rating B1-U0-GO

% Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

N.A.

% Luminaire
18.7
42.6
11.3
0.1
11.5
12.5
3.1
0.1
0.0
0.0

100.0
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric fi

le.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-02L-30.IES

CANDELA TABULATION
Vert. Horizontal Angles
Angles

0.0 22.5 45.0 67.5 90.0 112.5 135.0 157.5 180.0 202.5
0.0 847.86 84786 84786 847.86 847.86 847.86 847.86 847.86 847.86 847.86
25 868.27 884.64 87762 86581 852.04 837.31 82397 813.65 78755 813.65
5.0 90543 918.16 901.68 876.07 847.17 81851 79216 773.57 74537 773.57
7.5 941.68 949.08 923.62 884.11 840.12 79561 758.59 73290 700.54 73290

10.0 97416 97514 94274 889.94 830.34 77190 723.71 69131 655.62 691.31
12.5 999.23 99569 95748 892.07 818.67 746.03 686.29 647.67 610.52 647.67
15.0 1018.67 1011.46 967.52 892.97 801.79 716.85 646.82 601.68 560.80 601.68
17.5 1033.74 1023.42 974.09 890.57 782.88 684.99 606.60 55345 507.95 553.45
20.0 1047.46 1032.36 977.77 884.28 762.09 651.81 563.92 503.20 453.00 503.20
225 1054.20 1038.22 978.02 875.08 73791 616.45 518.66 45169 400.36 451.69
25.0 1059.49 1040.88 975.80 862.11 71117 579.25 47150 399.55 34510 399.55
27.5 1061.32 1041.34 971.27 846.48 68226 540.97 42391 34640 290.89 346.40
30.0 1062.79 1039.36 964.99 827.21 650.58 500.66 376.67 295.82 259.71 295.82
32,5 1060.60 1036.82 955.87 804.35 617.49 458.70 330.01 261.71 246.35 261.71
35.0 1058.54 1031.92 945.12 77858 581.67 415.16 286.10 24562 232.61 245.62
37.5 1054.61 1025.06 932.27 751.92 54293 370.36 25243 23130 209.26 231.30
40.0 1049.20 1017.02 916.05 72220 50196 325.19 233.52 211.30 18645 211.30
42.5 1041.80 1007.84 897.46 689.57 460.35 281.54 218.54 188.30 169.68 188.30
45.0 1031.51 994.71 87521 653.61 416.51 243.19 20194 169.02 162.82 169.02
47.5 1018.76 979.38 849.85 61558 372.03 215.03 180.49 15748 158.19 157.48
50.0 1002.64 960.02 819.91 57539 32748 199.28 1568.66 151.67 15286 151.67
52.5 984.06 936.12 784.37 53258 283.15 184.38 13947 146.02 146.22 146.02
55.0 957.83 903.06 74568 487.82 240.65 168.32 126.63 13943 138.01 139.43
57.5 895.32 843.25 703.09 440.17 198.80 150.39 119.24 13139 128.31 131.39
60.0 78552 75240 656.13 385.68 160.61 128.03 111.60 121.70 11734 121.70
62.5 654.95 63219 601.52 32236 129.74 10590 10292 11051 103.88 110.51
65.0 51210 496.72 519.75 256.04 109.40 84.71 92.37 97.08 88.26 97.08
67.5 371.09 357.83 41060 19260 91.61 66.80 80.42 82.14 72.34 82.14
70.0 235.64 22776 29121 13825 74.15 54.84 67.08 66.06 56.38 66.06
72.5 126.18 122.83 178.41 98.60 56.73 45.00 52.54 50.49 41.36 50.49
75.0 59.43 59.05 92.90 67.94 40.45 35.07 38.31 35.91 27.60 35.91
77.5 32.66 26.71 43.30 41.60 26.59 25.04 25.23 23.07 16.16 23.07
80.0 11.96 10.13 16.67 21.38 14.94 15.27 14.53 12.50 6.96 12.50
82.5 2.73 2.35 4.69 9.54 6.82 7.80 6.48 5.13 2.06 5.13
85.0 0.81 0.68 0.95 3.02 2.44 2.82 1.98 1.45 0.61 1.45
87.5 0.39 0.19 0.17 0.40 0.59 0.55 0.34 0.40 0.00 0.40
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Vert. Horizontal Angles
Angles

225.0 247.5 270.0 292.5 315.0 337.5 360.0
0.0 847.86 847.86 847.86 847.86 847.86 847.86 847.86
25 823.97 837.31 852.04 86581 877.62 884.64 868.27
5.0 79216 818.51 847.17 876.07 901.68 918.16 90543
7.5 758.59 79561 840.12 88411 923.62 949.08 941.68

10.0 723.71 77190 830.34 889.94 94274 97514 974.16

12.5 686.29 746.03 818.67 892.07 95748 995.69 999.23

15.0 646.82 716.85 801.79 89297 967.52 1011.46 1018.67
17.5 606.60 68499 782.88 890.57 974.09 1023.42 1033.74
20.0 563.92 651.81 762.09 884.28 977.77 1032.36 1047.46
225 518.66 616.45 737.91 875.08 978.02 1038.22 1054.20
25.0 47150 579.25 71117 862.11 975.80 1040.88 1059.49
27.5 42391 540.97 682.26 846.48 971.27 1041.34 1061.32
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-02L-30.IES

CANDELA TABULATION - (Cont.)

30.0
32,5
35.0
37.5
40.0
42.5
45.0
47.5
50.0
52.5
55.0
57.5
60.0
62.5
65.0
67.5
70.0
72.5
75.0
77.5
80.0
82.5
85.0
87.5
90.0

376.67
330.01
286.10
252.43
233.52
218.54
201.94
180.49
158.66
139.47
126.63
119.24
111.60
102.92
92.37
80.42
67.08
52.54
38.31
25.23
14.53
6.48
1.98
0.34
0.00

500.66
458.70
415.16
370.36
325.19
281.54
243.19
215.03
199.28
184.38
168.32
150.39
128.03
105.90
84.71
66.80
54.84
45.00
35.07
25.04
15.27
7.80
2.82
0.55
0.00

650.58
617.49
581.67
542.93
501.96
460.35
416.51
372.03
327.48
283.15
240.65
198.80
160.61
129.74
109.40
91.61
74.15
56.73
40.45
26.59
14.94
6.82
2.44
0.59
0.00

827.21
804.35
778.58
751.92
722.20
689.57
653.61
615.58
575.39
532.58
487.82
440.17
385.68
322.36
256.04
192.60
138.25
98.60
67.94
41.60
21.38
9.54
3.02
0.40
0.00

964.99
955.87
945.12
932.27
916.05
897 .46
875.21
849.85
819.91
784.37
745.68
703.09
656.13
601.52
519.75
410.60
291.21
178.41
92.90
43.30
16.67
4.69
0.95
0.17
0.00

1039.36
1036.82
1031.92
1025.06
1017.02
1007.84
994.71
979.38
960.02
936.12
903.06
843.25
752.40
632.19
496.72
357.83
227.76
122.83
59.05
26.71
10.13
2.35
0.68
0.19
0.00

1062.79
1060.60
1058.54
1054.61
1049.20
1041.80
1031.51
1018.76
1002.64
984.06
957.83
895.32
785.52
654.95
512.10
371.09
235.64
126.18
59.43
32.66
11.96
2.73
0.81
0.39
0.00

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.

Page 4



IES ROAD REPORT

PHOTOMETRIC FILENAME : WPSLS-02L-30.IES

COEFFICIENTS OF UTILIZATION
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Street Width / Mounting Height
FLUX DISTRIBUTION
Percent
Lumens Of Luminaire
Downward Street Side 1528.2 72.7
Downward House Side 574 1 27.3
Downward Total 2102.3 100.0
Upward Street Side 0.0 0.0
Upward House Side 0.0 0.0
Upward Total 0.0 0.0
Total Flux 2102.3 100.0

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-02L-30.IES

POLAR GRAPH

106

79

531

26

1

Maximum Candela = 1062.79 Located At Horizontal Angle = 360, Vertical Angle = 30
# 1 - Vertical Plane Through Horizontal Angles (360 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (30) (Through Max. Cd.)

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-02L-30.IES

ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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Distance In Units Of Mounting Height
Values Based On 10 Foot Mounting Height
1/2 Maximum Candela Trace Shown As Dashed Curve
(+) = Maximum Candela Point
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-02L-30.IES

LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH

Luminaire Lumens Uplight
895
671
448
100 22 100
90 90
80 80
60 60
30 30
Back 0 Front
Luminaire Lumens:
Front: Low=394.1, Medium=895.0, High=237.0, Very High=2.0
Back: Low=242.7, Medium=263.8, High=65.6, Very High=2.0
Uplight: Low=0.0, High=0.0
BUG Rating : B1-U0-GO
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.




