
 

IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-02L-40.IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] 3200_scaled
[TESTLAB] TUV SUD America
[TESTDATE] 6/20/2017 12:08:12 PM
[ISSUEDATE] 7/29/2019
[MANUFAC]LSI INDUSTRIES, INC
[LUMCAT] WPSLS-02L-40
[OTHER]TEST PROCEDURE: IESNA
[_ABSOLUTE]NOTE: DATA SHOWN IS ABSOLUTE FOR THE SAMPLE PROVIDED
[OTHER]SCALED FROM ORIGINAL TEST DATA
[_SEARCH_SOURCETYPE] LED
[_SEARCH_APPLICATION] Outdoor

CHARACTERISTICS

IES Classification Type III
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 2272
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 114
Total Luminaire Watts 19.87
Ballast Factor 1.00
Upward Waste Light Ratio 0.00
Maximum Candela 1148.578
Maximum Candela Angle 360H  30V
Maximum Candela (<90 Degrees Vertical) 1148.578
Maximum Candela Angle (<90 Degrees Vertical) 360H  30V
Maximum Candela At 90 Degrees Vertical 0 (0.0% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 23.106 (1.0% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-02L-40.IES

LUMINAIRE CLASSIFICATION SYSTEM (LCS)

 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 425.9 N.A. 18.7
FM - Front-Medium (30-60) 967.3 N.A. 42.6
FH - Front-High (60-80) 256.2 N.A. 11.3
FVH - Front-Very High (80-90) 2.2 N.A. 0.1
BL - Back-Low (0-30) 262.2 N.A. 11.5
BM - Back-Medium (30-60) 285.1 N.A. 12.5
BH - Back-High (60-80) 70.9 N.A. 3.1
BVH - Back-Very High (80-90) 2.2 N.A. 0.1
UL - Uplight-Low (90-100) 0.0 N.A. 0.0
UH - Uplight-High (100-180) 0.0 N.A. 0.0

Total 2272.0 N.A. 100.0

BUG Rating B1-U0-G0
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-02L-40.IES

CANDELA TABULATION

Vert. Horizontal Angles
Angles

 0.0  22.5  45.0  67.5  90.0  112.5  135.0  157.5  180.0  202.5
0.0 916.299 916.299 916.299 916.299 916.299 916.299 916.299 916.299 916.299 916.299
2.5 938.357 956.048 948.461 935.698 920.817 904.898 890.481 879.328 851.121 879.328
5.0 978.516 992.274 974.464 946.786 915.554 884.580 856.103 836.013 805.536 836.013
7.5 1017.692 1025.690 998.175 955.475 907.934 859.832 819.823 792.060 757.088 792.060
10.0 1052.794 1053.853 1018.838 961.776 897.365 834.208 782.128 747.113 708.542 747.113
12.5 1079.888 1076.062 1034.768 964.078 884.753 806.250 741.687 699.950 659.801 699.950
15.0 1100.897 1093.105 1045.618 965.050 866.510 774.714 699.031 650.248 606.068 650.248
17.5 1117.183 1106.030 1052.718 962.457 846.074 740.282 655.565 598.124 548.952 598.124
20.0 1132.011 1115.692 1056.696 955.659 823.606 704.424 609.440 543.818 489.566 543.818
22.5 1139.295 1122.025 1056.966 945.716 797.474 666.210 560.526 488.150 432.677 488.150
25.0 1145.012 1124.900 1054.567 931.699 768.576 626.007 509.559 431.802 372.956 431.802
27.5 1146.990 1125.397 1049.671 914.808 737.332 584.637 458.128 374.361 314.371 374.361
30.0 1148.578 1123.257 1042.884 893.982 703.095 541.073 407.075 319.699 280.674 319.699
32.5 1146.212 1120.512 1033.028 869.277 667.334 495.726 356.648 282.835 266.235 282.835
35.0 1143.985 1115.217 1021.410 841.427 628.622 448.672 309.194 265.446 251.386 265.446
37.5 1139.738 1107.803 1007.523 812.615 586.755 400.255 272.806 249.971 226.151 249.971
40.0 1133.891 1099.114 989.994 780.496 542.478 351.439 252.370 228.356 201.500 228.356
42.5 1125.894 1089.193 969.903 745.232 497.509 304.266 236.181 203.500 183.377 203.500
45.0 1114.773 1075.003 945.857 706.369 450.131 262.820 218.241 182.663 175.963 182.663
47.5 1100.994 1058.436 918.450 665.270 402.060 232.387 195.059 170.192 170.959 170.192
50.0 1083.573 1037.513 886.093 621.835 353.914 215.366 171.467 163.913 165.199 163.913
52.5 1063.493 1011.684 847.684 575.570 306.006 199.263 150.728 157.807 158.023 157.807
55.0 1035.146 975.955 805.871 527.197 260.075 181.907 136.852 150.685 149.150 150.685
57.5 967.590 911.317 759.843 475.700 214.847 162.529 128.865 141.996 138.667 141.996
60.0 848.927 813.134 709.093 416.812 173.574 138.365 120.608 131.524 126.812 131.524
62.5 707.818 683.220 650.075 348.381 140.213 114.448 111.228 119.430 112.265 119.430
65.0 553.437 536.815 561.704 276.708 118.231 91.548 99.826 104.916 95.384 104.916
67.5 401.044 386.714 443.744 208.147 99.005 72.192 86.911 88.770 78.179 88.770
70.0 254.661 246.145 314.716 149.410 80.135 59.267 72.495 71.392 60.931 71.392
72.5 136.365 132.745 192.811 106.559 61.309 48.632 56.781 54.566 44.699 54.566
75.0 64.227 63.817 100.399 73.424 43.715 37.901 41.402 38.809 29.828 38.809
77.5 35.296 28.866 46.795 44.958 28.736 27.061 27.267 24.932 17.464 24.932
80.0 12.925 10.948 18.016 23.106 16.146 16.503 15.703 13.509 7.522 13.509
82.5 2.950 2.540 5.069 10.310 7.371 8.430 7.003 5.544 2.226 5.544
85.0 0.875 0.735 1.027 3.264 2.637 3.048 2.140 1.567 0.659 1.567
87.5 0.421 0.205 0.184 0.432 0.638 0.594 0.367 0.432 0.000 0.432
90.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000

Vert. Horizontal Angles
Angles

 225.0  247.5  270.0  292.5  315.0  337.5  360.0
0.0 916.299 916.299 916.299 916.299 916.299 916.299 916.299
2.5 890.481 904.898 920.817 935.698 948.461 956.048 938.357
5.0 856.103 884.580 915.554 946.786 974.464 992.274 978.516
7.5 819.823 859.832 907.934 955.475 998.175 1025.690 1017.692
10.0 782.128 834.208 897.365 961.776 1018.838 1053.853 1052.794
12.5 741.687 806.250 884.753 964.078 1034.768 1076.062 1079.888
15.0 699.031 774.714 866.510 965.050 1045.618 1093.105 1100.897
17.5 655.565 740.282 846.074 962.457 1052.718 1106.030 1117.183
20.0 609.440 704.424 823.606 955.659 1056.696 1115.692 1132.011
22.5 560.526 666.210 797.474 945.716 1056.966 1122.025 1139.295
25.0 509.559 626.007 768.576 931.699 1054.567 1124.900 1145.012
27.5 458.128 584.637 737.332 914.808 1049.671 1125.397 1146.990
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-02L-40.IES

CANDELA TABULATION - (Cont.)

30.0 407.075 541.073 703.095 893.982 1042.884 1123.257 1148.578
32.5 356.648 495.726 667.334 869.277 1033.028 1120.512 1146.212
35.0 309.194 448.672 628.622 841.427 1021.410 1115.217 1143.985
37.5 272.806 400.255 586.755 812.615 1007.523 1107.803 1139.738
40.0 252.370 351.439 542.478 780.496 989.994 1099.114 1133.891
42.5 236.181 304.266 497.509 745.232 969.903 1089.193 1125.894
45.0 218.241 262.820 450.131 706.369 945.857 1075.003 1114.773
47.5 195.059 232.387 402.060 665.270 918.450 1058.436 1100.994
50.0 171.467 215.366 353.914 621.835 886.093 1037.513 1083.573
52.5 150.728 199.263 306.006 575.570 847.684 1011.684 1063.493
55.0 136.852 181.907 260.075 527.197 805.871 975.955 1035.146
57.5 128.865 162.529 214.847 475.700 759.843 911.317 967.590
60.0 120.608 138.365 173.574 416.812 709.093 813.134 848.927
62.5 111.228 114.448 140.213 348.381 650.075 683.220 707.818
65.0 99.826 91.548 118.231 276.708 561.704 536.815 553.437
67.5 86.911 72.192 99.005 208.147 443.744 386.714 401.044
70.0 72.495 59.267 80.135 149.410 314.716 246.145 254.661
72.5 56.781 48.632 61.309 106.559 192.811 132.745 136.365
75.0 41.402 37.901 43.715 73.424 100.399 63.817 64.227
77.5 27.267 27.061 28.736 44.958 46.795 28.866 35.296
80.0 15.703 16.503 16.146 23.106 18.016 10.948 12.925
82.5 7.003 8.430 7.371 10.310 5.069 2.540 2.950
85.0 2.140 3.048 2.637 3.264 1.027 0.735 0.875
87.5 0.367 0.594 0.638 0.432 0.184 0.205 0.421
90.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-02L-40.IES

COEFFICIENTS OF UTILIZATION
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FLUX DISTRIBUTION
Percent

Lumens Of Luminaire

Downward Street Side 1651.5 72.7
Downward House Side 620.4 27.3
Downward Total 2271.9 100.0

Upward Street Side 0.0 0.0
Upward House Side 0.0 0.0
Upward Total 0.0 0.0

Total Flux 2271.9 100.0
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-02L-40.IES

POLAR GRAPH
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Maximum Candela = 1148.578   Located At Horizontal Angle = 360, Vertical Angle = 30
# 1 - Vertical Plane Through Horizontal Angles (360 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (30) (Through Max. Cd.)
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-02L-40.IES

ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
 

0 1 2 2.25 3 3.75 4 5 6 75

4

3

2.75

2

1.75

1

0

1

2

3

 House
 Side

 Street
 Side

Distance In Units Of Mounting Height

Values Based On 10 Foot Mounting Height

.1

.2

.5

1

2

5

10

1/2 Maximum Candela Trace Shown As Dashed Curve

(+) = Maximum Candela Point

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.

Page 7



IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-02L-40.IES

LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=425.9, Medium=967.3, High=256.2, Very High=2.2
Back: Low=262.2, Medium=285.1, High=70.9, Very High=2.2
Uplight: Low=0.0, High=0.0

BUG Rating : B1-U0-G0
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