
 

IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-04L-50.IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] 3206_scaled
[TESTLAB] TUV SUD America
[TESTDATE] 6/22/2017 12:33:00 PM
[ISSUEDATE] 7/29/2019
[MANUFAC]LSI INDUSTRIES, INC
[LUMCAT] WPSLS-04L-50
[OTHER]TEST PROCEDURE: IESNA
[_ABSOLUTE]NOTE: DATA SHOWN IS ABSOLUTE FOR THE SAMPLE PROVIDED
[OTHER]SCALED FROM ORIGINAL TEST DATA
[_SEARCH_SOURCETYPE] LED
[_SEARCH_APPLICATION] Outdoor

CHARACTERISTICS

IES Classification Type III
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 4394
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 119
Total Luminaire Watts 37.05
Ballast Factor 1.00
Upward Waste Light Ratio 0.00
Maximum Candela 2265.742
Maximum Candela Angle 360H  30V
Maximum Candela (<90 Degrees Vertical) 2265.742
Maximum Candela Angle (<90 Degrees Vertical) 360H  30V
Maximum Candela At 90 Degrees Vertical 0 (0.0% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 43.009 (1.0% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)
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Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-04L-50.IES

LUMINAIRE CLASSIFICATION SYSTEM (LCS)

 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 835.7 N.A. 19.0
FM - Front-Medium (30-60) 1887.6 N.A. 43.0
FH - Front-High (60-80) 473.4 N.A. 10.8
FVH - Front-Very High (80-90) 3.9 N.A. 0.1
BL - Back-Low (0-30) 508.3 N.A. 11.6
BM - Back-Medium (30-60) 547.6 N.A. 12.5
BH - Back-High (60-80) 133.5 N.A. 3.0
BVH - Back-Very High (80-90) 4.1 N.A. 0.1
UL - Uplight-Low (90-100) 0.0 N.A. 0.0
UH - Uplight-High (100-180) 0.0 N.A. 0.0

Total 4394.1 N.A. 100.0

BUG Rating B2-U0-G1
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-04L-50.IES

CANDELA TABULATION

Vert. Horizontal Angles
Angles

 0.0  22.5  45.0  67.5  90.0  112.5  135.0  157.5  180.0  202.5
0.0 1792.360 1792.360 1792.360 1792.360 1792.360 1792.360 1792.360 1792.360 1792.360 1792.360
2.5 1836.505 1874.336 1856.963 1830.825 1799.642 1767.096 1739.200 1718.742 1663.944 1718.742
5.0 1917.572 1947.870 1908.604 1853.388 1790.184 1726.490 1671.405 1635.152 1571.016 1635.152
7.5 1995.877 2014.362 1956.886 1870.402 1775.238 1680.983 1599.102 1547.138 1474.847 1547.138
10.0 2067.438 2071.289 1998.244 1881.737 1754.122 1629.843 1524.516 1456.207 1377.663 1456.207
12.5 2124.604 2117.525 2030.540 1888.039 1727.028 1571.769 1444.083 1360.493 1275.181 1360.493
15.0 2168.306 2151.339 2054.441 1888.756 1693.896 1509.570 1357.611 1259.984 1166.996 1259.984
17.5 2199.214 2176.293 2067.988 1882.251 1653.458 1440.316 1268.569 1156.390 1055.809 1156.390
20.0 2226.213 2196.022 2073.237 1868.250 1607.341 1367.129 1175.246 1046.483 941.108 1046.483
22.5 2245.332 2209.916 2072.783 1847.613 1554.420 1289.039 1078.396 935.416 827.733 935.416
25.0 2256.105 2218.106 2069.340 1820.447 1496.394 1208.163 977.959 827.925 719.082 827.925
27.5 2263.004 2219.433 2061.496 1784.708 1432.437 1125.482 875.453 725.192 621.849 725.192
30.0 2265.742 2216.384 2048.236 1743.600 1363.984 1037.205 774.430 628.808 546.426 628.808
32.5 2263.793 2210.346 2029.750 1694.888 1291.311 946.943 677.771 558.406 516.462 558.406
35.0 2260.218 2200.541 2006.220 1639.851 1212.934 853.058 594.935 515.577 489.894 515.577
37.5 2253.307 2187.150 1977.224 1579.517 1128.782 758.946 530.906 486.869 449.277 486.869
40.0 2242.247 2170.087 1942.789 1514.496 1040.373 663.471 488.041 450.185 398.329 450.185
42.5 2225.412 2149.307 1901.442 1443.819 948.868 573.891 457.802 404.319 357.676 404.319
45.0 2202.371 2121.160 1853.687 1367.177 854.732 496.733 425.459 360.246 336.369 360.246
47.5 2171.821 2084.871 1797.884 1285.308 759.855 444.709 384.602 329.386 325.978 329.386
50.0 2136.130 2039.914 1732.134 1199.805 666.221 410.405 337.815 312.587 315.133 312.587
52.5 2094.365 1983.418 1657.033 1108.646 574.118 380.238 295.524 300.737 301.778 300.737
55.0 2019.994 1900.856 1572.630 1012.992 485.135 348.266 264.508 287.178 284.847 287.178
57.5 1845.185 1753.333 1480.096 908.597 400.505 312.718 244.014 270.367 264.628 270.367
60.0 1598.110 1533.424 1379.265 788.706 325.356 267.832 227.394 250.387 240.666 250.387
62.5 1308.875 1265.245 1250.287 656.703 266.099 220.125 208.634 226.665 212.221 226.665
65.0 1010.637 978.592 1064.323 518.578 222.946 176.016 187.220 199.033 180.404 199.033
67.5 712.948 690.158 830.256 388.907 186.765 137.993 162.720 167.873 145.179 167.873
70.0 442.055 424.311 580.120 278.247 149.855 110.816 135.602 134.885 113.291 134.885
72.5 228.913 218.797 351.972 196.498 115.311 89.556 106.655 102.350 82.430 102.350
75.0 111.820 102.864 179.519 135.985 82.263 69.302 77.097 72.195 54.272 72.195
77.5 63.371 50.242 80.457 82.299 53.638 49.274 50.888 45.974 30.765 45.974
80.0 20.900 18.222 31.662 43.009 30.394 30.526 28.768 24.870 13.164 24.870
82.5 4.950 4.101 9.219 18.892 13.846 15.281 12.758 10.103 3.898 10.103
85.0 1.351 1.172 1.817 6.265 4.938 5.727 4.113 2.953 1.315 2.953
87.5 0.705 0.359 0.347 0.849 1.244 1.267 0.861 0.909 0.000 0.909
90.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000

Vert. Horizontal Angles
Angles

 225.0  247.5  270.0  292.5  315.0  337.5  360.0
0.0 1792.360 1792.360 1792.360 1792.360 1792.360 1792.360 1792.360
2.5 1739.200 1767.096 1799.642 1830.825 1856.963 1874.336 1836.505
5.0 1671.405 1726.490 1790.184 1853.388 1908.604 1947.870 1917.572
7.5 1599.102 1680.983 1775.238 1870.402 1956.886 2014.362 1995.877
10.0 1524.516 1629.843 1754.122 1881.737 1998.244 2071.289 2067.438
12.5 1444.083 1571.769 1727.028 1888.039 2030.540 2117.525 2124.604
15.0 1357.611 1509.570 1693.896 1888.756 2054.441 2151.339 2168.306
17.5 1268.569 1440.316 1653.458 1882.251 2067.988 2176.293 2199.214
20.0 1175.246 1367.129 1607.341 1868.250 2073.237 2196.022 2226.213
22.5 1078.396 1289.039 1554.420 1847.613 2072.783 2209.916 2245.332
25.0 977.959 1208.163 1496.394 1820.447 2069.340 2218.106 2256.105
27.5 875.453 1125.482 1432.437 1784.708 2061.496 2219.433 2263.004
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-04L-50.IES

CANDELA TABULATION - (Cont.)

30.0 774.430 1037.205 1363.984 1743.600 2048.236 2216.384 2265.742
32.5 677.771 946.943 1291.311 1694.888 2029.750 2210.346 2263.793
35.0 594.935 853.058 1212.934 1639.851 2006.220 2200.541 2260.218
37.5 530.906 758.946 1128.782 1579.517 1977.224 2187.150 2253.307
40.0 488.041 663.471 1040.373 1514.496 1942.789 2170.087 2242.247
42.5 457.802 573.891 948.868 1443.819 1901.442 2149.307 2225.412
45.0 425.459 496.733 854.732 1367.177 1853.687 2121.160 2202.371
47.5 384.602 444.709 759.855 1285.308 1797.884 2084.871 2171.821
50.0 337.815 410.405 666.221 1199.805 1732.134 2039.914 2136.130
52.5 295.524 380.238 574.118 1108.646 1657.033 1983.418 2094.365
55.0 264.508 348.266 485.135 1012.992 1572.630 1900.856 2019.994
57.5 244.014 312.718 400.505 908.597 1480.096 1753.333 1845.185
60.0 227.394 267.832 325.356 788.706 1379.265 1533.424 1598.110
62.5 208.634 220.125 266.099 656.703 1250.287 1265.245 1308.875
65.0 187.220 176.016 222.946 518.578 1064.323 978.592 1010.637
67.5 162.720 137.993 186.765 388.907 830.256 690.158 712.948
70.0 135.602 110.816 149.855 278.247 580.120 424.311 442.055
72.5 106.655 89.556 115.311 196.498 351.972 218.797 228.913
75.0 77.097 69.302 82.263 135.985 179.519 102.864 111.820
77.5 50.888 49.274 53.638 82.299 80.457 50.242 63.371
80.0 28.768 30.526 30.394 43.009 31.662 18.222 20.900
82.5 12.758 15.281 13.846 18.892 9.219 4.101 4.950
85.0 4.113 5.727 4.938 6.265 1.817 1.172 1.351
87.5 0.861 1.267 1.244 0.849 0.347 0.359 0.705
90.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-04L-50.IES

COEFFICIENTS OF UTILIZATION
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FLUX DISTRIBUTION
Percent

Lumens Of Luminaire

Downward Street Side 3200.6 72.8
Downward House Side 1193.4 27.2
Downward Total  4394.0 100.0

Upward Street Side 0.0 0.0
Upward House Side 0.0 0.0
Upward Total 0.0 0.0

Total Flux  4394.0 100.0
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-04L-50.IES

POLAR GRAPH
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Maximum Candela = 2265.742   Located At Horizontal Angle = 360, Vertical Angle = 30
# 1 - Vertical Plane Through Horizontal Angles (360 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (30) (Through Max. Cd.)
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-04L-50.IES

ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-04L-50.IES

LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=835.7, Medium=1887.6, High=473.4, Very High=3.9
Back: Low=508.3, Medium=547.6, High=133.5, Very High=4.1
Uplight: Low=0.0, High=0.0

BUG Rating : B2-U0-G1
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