IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-02L-50.IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST] 3200 scaled

[TESTLAB] TUV SUD America
[TESTDATE] 6/20/2017 12:08:12 PM
[ISSUEDATE] 7/29/2019
[MANUFACILSI INDUSTRIES, INC
[LUMCAT] WPSLS-02L-50
[OTHER]JTEST PROCEDURE: IESNA

[ ABSOLUTE]JNOTE: DATA SHOWN IS ABSOLUTE FOR THE SAMPLE PROVIDED

[OTHER]SCALED FROM ORIGINAL TEST DATA
[ SEARCH_SOURCETYPE] LED
[ SEARCH_APPLICATION] Outdoor

CHARACTERISTICS

IES Classification

Longitudinal Classification

Lumens Per Lamp

Total Lamp Lumens

Luminaire Lumens

Downward Total Efficiency

Total Luminaire Efficiency

Luminaire Efficacy Rating (LER)

Total Luminaire Watts

Ballast Factor

Upward Waste Light Ratio

Maximum Candela

Maximum Candela Angle

Maximum Candela (<90 Degrees Vertical)
Maximum Candela Angle (<90 Degrees Vertical)
Maximum Candela At 90 Degrees Vertical
Maximum Candela from 80 to <90 Degrees Vertical
Cutoff Classification (deprecated)

Type I

Very Short

N.A. (absolute)

N.A. (absolute)

2418

N.A. (absolute)

N.A. (absolute)

122

19.87

1.00

0.00

1222.389

360H 30V

1222.389

360H 30V

0 (0.0% Luminaire Lumens)
24.591 (1.0% Luminaire Lumens)
N.A. (absolute)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-02L-50.IES

LUMINAIRE CLASSIFICATION SYSTEM (LCS)

Lumens % Lamp

FL - Front-Low (0-30) 453.3 N.A.
FM - Front-Medium (30-60) 1029.4 N.A.
FH - Front-High (60-80) 272.6 N.A.
FVH - Front-Very High (80-90) 2.3 N.A.
BL - Back-Low (0-30) 2791 N.A.
BM - Back-Medium (30-60) 303.4 N.A.
BH - Back-High (60-80) 75.5 N.A.
BVH - Back-Very High (80-90) 2.3 N.A.
UL - Uplight-Low (90-100) 0.0 N.A.
UH - Uplight-High (100-180) 0.0 N.A.
Total 2417.9 N.A.
BUG Rating B1-U0-GO

% Luminaire
18.7
42.6
11.3
0.1
11.5
12.5
3.1
0.1
0.0
0.0

100.0
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-02L-50.IES

CANDELA TABULATION
Vert. Horizontal Angles
Angles

0.0 22.5 45.0 67.5 90.0 112.5 135.0 157.5 180.0 202.5
0.0 975.183 975.183 975.183 975.183 975.183 975.183 975.183 975.183 975.183 975.183
25 998.658 1017.486 1009.412 995.829 979.991 963.049 947.706 935.836 905.816 935.836
5.0 1041.398 1056.040 1037.085 1007.629 974.389 941.426 911.119 889.737 857.302 889.737
7.5 1083.092 1091.603 1062.320 1016.877 966.281 915.087 872.507 842.960 805.740 842.960
10.0 1120.450 1121.577 1084.311 1023.582 955.032 887.816 832.390 795.124 754.074 795.124
12.5 1149.284 1145.213 1101.265 1026.032 941.610 858.061 789.350 744.931 702.202 744.931
15.0 1171.644 1163.351 1112.812 1027.067 922.195 824.499 743.953 692.034 645.015 692.034
17.5 1188.977 1177.107 1120.369 1024.307 900.445 787.855 697.693 636.562 584.229 636.562
20.0 1204.757 1187.389 1124.602 1017.072 876.533 749.692 648.604 578.766 521.027 578.766
22.5 1212.509 1194.129 1124.889 1006.491 848.722 709.022 596.547 519.520 460.482 519.520
25.0 1218.594 1197.189 1122.336 991.573 817.966 666.236 542.305 459.550 396.924 459.550
27.5 1220.698 1197.718 1117.126 973.596 784.715 622.207 487.569 398.419 334.573 398.419
30.0 1222.389 1195.441 1109.903 951.432 748.278 575.844 433.235 340.243 298.711 340.243
32.5 1219.870 1192.519 1099.413 925.139 710.218 527.583 379.568 301.011 283.344 301.011
35.0 1217.501 1186.883 1087.049 895.499 669.019 477.505 329.064 282.505 267.541 282.505
37.5 1212.981 1178.993 1072.269 864.836 624.462 425977 290.337 266.034 240.685 266.034
40.0 1206.758 1169.746 1053.613 830.653 577.339 374.024 268.588 243.031 214.449 243.031
42.5 1198.247 1159.187 1032.232 793.123 529.481 323.819 251.358 216.577 195.161 216.577
45.0 1186.412 1144.086 1006.640 751.763 479.057 279.710 232.265 194.402 187.271 194.402
47.5 1171.747 1126.453 977.472 708.022 427.898 247.321 207.594 181.129 181.945 181.129
50.0 1153.206 1104.186 943.036 661.796 376.658 229.206 182.486 174.446 175.815 174.446
52.5 1131.836 1076.697 902.159 612.558 325.671 212.068 160.414 167.948 168.178 167.948
55.0 1101.667 1038.672 857.659 561.076 276.788 193.597 145.646 160.368 158.735 160.368
57.5 1029.770 969.881 808.673 506.270 228.654 172.974 137.146 151.121 147.578 151.121
60.0 903.482 865.388 754.661 443.598 184.729 147.256 128.359 139.976 134.961 139.976
62.5 753.304 727126 691.850 370.769 149.223 121.803 118.375 127.105 119.480 127.105
65.0 589.002 571.312 597.801 294490 125.829 97.431 106.241 111.659 101.514 111.659
67.5 426.817 411.565 472.260 221.523 105.367 76.831 92497 94475 83.203 94475
70.0 271.026 261.963 334.941 159.011 85.285 63.075 77.153 75980 64.847 75.980
72.5 145.128 141.275 205.202 113.407 65.249 51.758 60.430 58.072 47.571 58.072
75.0 68.355 67.918 106.851 78.143 46.524 40.336 44.063 41.303 31.745 41.303
77.5 37.565 30.721 49.802 47.847 30.583 28.800 29.019 26.534 18.587 26.534
80.0 13.756 11.651 19173 24591 17.184 17563 16.712 14377 8.005 14.377
82.5 3.140 2.703 5.394 10.973 7.844 8.971 7.453 5.900 2.369 5.900
85.0 0.932 0.782 1.093 3.474 2.806 3.243 2.277 1.668 0.702 1.668
87.5 0.449 0.219 0.196 0.460 0.679 0.633 0.391 0.460 0.000 0.460
90.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
Vert. Horizontal Angles
Angles

225.0 247.5 270.0 292.5 315.0 337.5 360.0
0.0 975.183 975.183 975.183 975.183 975.183 975.183 975.183
25 947.706 963.049 979.991 995.829 1009.412 1017.486 998.658
5.0 911.119 941426 974.389 1007.629 1037.085 1056.040 1041.398
7.5 872.507 915.087 966.281 1016.877 1062.320 1091.603 1083.092
10.0 832.390 887.816 955.032 1023.582 1084.311 1121.577 1120.450
12.5 789.350 858.061 941.610 1026.032 1101.265 1145.213 1149.284
15.0 743.953 824.499 922195 1027.067 1112.812 1163.351 1171.644
17.5 697.693 787.855 900.445 1024.307 1120.369 1177.107 1188.977
20.0 648.604 749.692 876.533 1017.072 1124.602 1187.389 1204.757
22,5 596.547 709.022 848.722 1006.491 1124.889 1194.129 1212.509
25.0 542.305 666.236 817.966 991.573 1122.336 1197.189 1218.594
27.5 487.569 622.207 784.715 973.596 1117.126 1197.718 1220.698
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-02L-50.IES

CANDELA TABULATION - (Cont.)

30.0
32,5
35.0
37.5
40.0
42.5
45.0
47.5
50.0
52.5
55.0
57.5
60.0
62.5
65.0
67.5
70.0
72.5
75.0
77.5
80.0
82.5
85.0
87.5
90.0

433.235
379.568
329.064
290.337
268.588
251.358
232.265
207.594
182.486
160.414
145.646
137.146
128.359
118.375
106.241
92.497
77.153
60.430
44.063
29.019
16.712
7.453
2.277
0.391
0.000

575.844
527.583
477.505
425.977
374.024
323.819
279.710
247.321
229.206
212.068
193.597
172.974
147.256
121.803
97.431
76.831
63.075
51.758
40.336
28.800
17.563
8.971
3.243
0.633
0.000

748.278
710.218
669.019
624.462
577.339
529.481
479.057
427.898
376.658
325.671
276.788
228.654
184.729
149.223
125.829
105.367
85.285
65.249
46.524
30.583
17.184
7.844
2.806
0.679
0.000

951.432
925.139
895.499
864.836
830.653
793.123
751.763
708.022
661.796
612.558
561.076
506.270
443.598
370.769
294.490
221.523
159.011
113.407
78.143
47.847
24.591
10.973
3.474
0.460
0.000

1109.903
1099.413
1087.049
1072.269
1053.613
1032.232
1006.640
977.472
943.036
902.159
857.659
808.673
754.661
691.850
597.801
472.260
334.941
205.202
106.851
49.802
19.173
5.394
1.093
0.196
0.000

1195.441
1192.519
1186.883
1178.993
1169.746
1159.187
1144.086
1126.453
1104.186
1076.697
1038.672
969.881
865.388
727.126
571.312
411.565
261.963
141.275
67.918
30.721
11.651
2.703
0.782
0.219
0.000

1222.389
1219.870
1217.501
1212.981
1206.758
1198.247
1186.412
1171.747
1153.206
1131.836
1101.667
1029.770
903.482
753.304
589.002
426.817
271.026
145.128
68.355
37.565
13.756
3.140
0.932
0.449
0.000
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT

PHOTOMETRIC FILENAME : WPSLS-02L-50.IES

COEFFICIENTS OF UTILIZATION
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Street Width / Mounting Height
FLUX DISTRIBUTION
Percent
Lumens Of Luminaire
Downward Street Side 1757.7 72.7
Downward House Side 660.3 27.3
Downward Total 2418.0 100.0
Upward Street Side 0.0 0.0
Upward House Side 0.0 0.0
Upward Total 0.0 0.0
Total Flux 2418.0 100.0
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-02L-50.IES

POLAR GRAPH

122

91

611

30

1

Maximum Candela = 1222.389 Located At Horizontal Angle = 360, Vertical Angle = 30
# 1 - Vertical Plane Through Horizontal Angles (360 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (30) (Through Max. Cd.)

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-02L-50.IES

ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE

3

1.75

2.75

/

)
—

House
AN \ Side
N N Street
10 ~\ \ Side
— \
/)
)
— 1),
= // //
//
_,/
0 1 2 225 3 3.75 4 7

Distance In Units Of Mounting Height

Values Based On 10 Foot Mounting Height

1/2 Maximum Candela Trace Shown As Dashed Curve

(+) = Maximum Candela Point

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-02L-50.IES

LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH

Luminaire Lumens Uplight
102
772
515
100 25 100
90 90
80 80
60 60
30 30
Back 0 Front
Luminaire Lumens:
Front: Low=453.3, Medium=1029.4, High=272.6, Very High=2.3
Back: Low=279.1, Medium=303.4, High=75.5, Very High=2.3
Uplight: Low=0.0, High=0.0
BUG Rating : B1-U0-GO
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.




