
 

IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-01L-40.IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] 3199_scaled
[TESTLAB] TUV SUD America
[TESTDATE] 6/16/2017 1:52:49 PM
[ISSUEDATE] 10/25/2018
[MANUFAC]LSI INDUSTRIES, INC
[LUMCAT] WPSLS-01L-40
[OTHER]TEST PROCEDURE: IESNA
[_ABSOLUTE]NOTE: DATA SHOWN IS ABSOLUTE FOR THE SAMPLE PROVIDED
[OTHER]SCALED FROM ORIGINAL TEST DATA
[_SEARCH_SOURCETYPE] LED
[_SEARCH_APPLICATION] Outdoor

CHARACTERISTICS

IES Classification Type III
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 1286
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 104
Total Luminaire Watts 12.34
Ballast Factor 1.00
Upward Waste Light Ratio 0.00
Maximum Candela 646.78
Maximum Candela Angle 360H  35V
Maximum Candela (<90 Degrees Vertical) 646.78
Maximum Candela Angle (<90 Degrees Vertical) 360H  35V
Maximum Candela At 90 Degrees Vertical 0 (0.0% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 12.425 (1.0% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-01L-40.IES

LUMINAIRE CLASSIFICATION SYSTEM (LCS)

 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 232.5 N.A. 18.1
FM - Front-Medium (30-60) 544.8 N.A. 42.4
FH - Front-High (60-80) 144.1 N.A. 11.2
FVH - Front-Very High (80-90) 0.8 N.A. 0.1
BL - Back-Low (0-30) 145.3 N.A. 11.3
BM - Back-Medium (30-60) 170.6 N.A. 13.3
BH - Back-High (60-80) 46.3 N.A. 3.6
BVH - Back-Very High (80-90) 1.6 N.A. 0.1
UL - Uplight-Low (90-100) 0.0 N.A. 0.0
UH - Uplight-High (100-180) 0.0 N.A. 0.0

Total 1286.0 N.A. 100.0

BUG Rating B1-U0-G0
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-01L-40.IES

CANDELA TABULATION

Vert. Horizontal Angles
Angles

 0.0  22.5  45.0  67.5  90.0  112.5  135.0  157.5  180.0  202.5
0.0 494.410 494.410 494.410 494.410 494.410 494.410 494.410 494.410 494.410 494.410
2.5 507.281 517.341 512.916 505.167 496.219 487.674 480.589 475.096 462.235 475.096
5.0 530.072 537.767 527.848 512.350 493.788 477.527 463.608 454.333 438.279 454.333
7.5 550.867 554.944 540.328 517.799 490.137 466.181 445.603 431.499 412.698 431.499
10.0 568.873 569.134 550.671 521.461 485.025 453.494 426.017 407.151 387.456 407.151
12.5 583.434 581.287 558.780 523.412 478.693 439.281 404.818 382.529 363.270 382.529
15.0 595.565 591.391 565.015 523.696 470.747 423.325 382.671 358.540 336.404 358.540
17.5 606.660 600.121 569.483 522.377 461.265 406.039 360.371 332.099 307.227 332.099
20.0 617.843 608.393 572.818 519.314 449.995 387.129 337.723 304.567 277.156 304.567
22.5 627.216 615.402 575.303 514.649 436.993 367.336 313.134 275.793 246.703 275.793
25.0 634.214 620.797 576.372 508.273 422.420 346.813 287.652 246.540 217.842 246.540
27.5 638.987 624.600 576.328 499.881 406.780 325.080 261.439 218.246 191.292 218.246
30.0 642.704 626.682 574.104 489.222 389.875 303.129 234.703 192.284 165.646 192.284
32.5 645.145 627.532 570.333 477.080 371.281 280.109 207.401 168.916 153.799 168.916
35.0 646.780 627.402 565.461 463.783 351.565 256.611 184.164 153.319 144.327 153.319
37.5 646.148 626.214 559.020 449.134 330.791 233.025 163.793 143.978 137.319 143.978
40.0 644.524 623.314 551.173 432.818 308.731 209.265 148.818 136.022 126.888 136.022
42.5 641.113 618.639 541.581 414.540 285.014 185.810 138.856 126.997 114.496 126.997
45.0 635.565 611.914 530.192 394.584 261.003 163.641 129.057 114.485 107.826 114.485
47.5 627.565 602.748 516.535 373.189 235.445 144.807 120.414 105.297 104.589 105.297
50.0 616.971 590.791 500.753 349.864 210.093 131.575 110.017 100.709 101.711 100.709
52.5 601.418 574.606 482.551 324.894 184.229 122.965 97.221 97.417 97.962 97.417
55.0 577.570 549.363 461.112 298.747 158.071 110.801 87.499 93.690 93.101 93.690
57.5 524.066 507.031 435.815 271.292 132.251 100.185 81.918 88.850 86.888 88.850
60.0 452.437 442.399 406.246 242.976 106.638 88.414 77.450 82.747 79.739 82.747
62.5 367.848 363.641 366.998 213.276 84.393 75.869 72.327 75.640 71.226 75.640
65.0 278.257 278.518 317.624 183.608 68.403 61.788 66.093 67.150 61.602 67.150
67.5 190.616 193.984 255.586 154.017 57.689 49.766 58.649 57.482 51.183 57.482
70.0 112.414 115.924 186.442 124.905 47.379 40.174 50.027 47.106 40.458 47.106
72.5 51.499 57.232 120.436 95.150 36.785 32.632 40.174 36.774 30.158 36.774
75.0 21.264 22.550 64.066 61.362 25.471 25.199 30.038 26.681 20.905 26.681
77.5 7.738 8.196 26.867 30.191 14.038 17.591 20.599 17.787 13.134 17.787
80.0 2.550 2.420 7.891 11.902 6.038 10.703 12.425 10.463 6.605 10.463
82.5 0.959 0.807 1.896 3.324 2.322 5.406 6.300 5.079 2.104 5.079
85.0 0.338 0.240 0.414 0.567 0.785 1.995 2.245 1.798 0.926 1.798
87.5 0.120 0.076 0.065 0.044 0.153 0.371 0.480 0.490 0.033 0.490
90.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
92.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
95.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
97.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
100.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
102.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
105.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
107.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
110.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
112.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
115.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
117.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
120.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
122.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
125.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
127.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
130.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-01L-40.IES

CANDELA TABULATION - (Cont.)

132.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
135.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
137.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
140.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
142.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
145.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
147.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
150.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
152.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
155.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
157.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
160.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
162.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
165.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
167.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
170.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
172.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
175.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
177.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
180.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000

Vert. Horizontal Angles
Angles

 225.0  247.5  270.0  292.5  315.0  337.5  360.0
0.0 494.410 494.410 494.410 494.410 494.410 494.410 494.410
2.5 480.589 487.674 496.219 505.167 512.916 517.341 507.281
5.0 463.608 477.527 493.788 512.350 527.848 537.767 530.072
7.5 445.603 466.181 490.137 517.799 540.328 554.944 550.867
10.0 426.017 453.494 485.025 521.461 550.671 569.134 568.873
12.5 404.818 439.281 478.693 523.412 558.780 581.287 583.434
15.0 382.671 423.325 470.747 523.696 565.015 591.391 595.565
17.5 360.371 406.039 461.265 522.377 569.483 600.121 606.660
20.0 337.723 387.129 449.995 519.314 572.818 608.393 617.843
22.5 313.134 367.336 436.993 514.649 575.303 615.402 627.216
25.0 287.652 346.813 422.420 508.273 576.372 620.797 634.214
27.5 261.439 325.080 406.780 499.881 576.328 624.600 638.987
30.0 234.703 303.129 389.875 489.222 574.104 626.682 642.704
32.5 207.401 280.109 371.281 477.080 570.333 627.532 645.145
35.0 184.164 256.611 351.565 463.783 565.461 627.402 646.780
37.5 163.793 233.025 330.791 449.134 559.020 626.214 646.148
40.0 148.818 209.265 308.731 432.818 551.173 623.314 644.524
42.5 138.856 185.810 285.014 414.540 541.581 618.639 641.113
45.0 129.057 163.641 261.003 394.584 530.192 611.914 635.565
47.5 120.414 144.807 235.445 373.189 516.535 602.748 627.565
50.0 110.017 131.575 210.093 349.864 500.753 590.791 616.971
52.5 97.221 122.965 184.229 324.894 482.551 574.606 601.418
55.0 87.499 110.801 158.071 298.747 461.112 549.363 577.570
57.5 81.918 100.185 132.251 271.292 435.815 507.031 524.066
60.0 77.450 88.414 106.638 242.976 406.246 442.399 452.437
62.5 72.327 75.869 84.393 213.276 366.998 363.641 367.848
65.0 66.093 61.788 68.403 183.608 317.624 278.518 278.257
67.5 58.649 49.766 57.689 154.017 255.586 193.984 190.616
70.0 50.027 40.174 47.379 124.905 186.442 115.924 112.414
72.5 40.174 32.632 36.785 95.150 120.436 57.232 51.499
75.0 30.038 25.199 25.471 61.362 64.066 22.550 21.264
77.5 20.599 17.591 14.038 30.191 26.867 8.196 7.738
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-01L-40.IES

CANDELA TABULATION - (Cont.)

80.0 12.425 10.703 6.038 11.902 7.891 2.420 2.550
82.5 6.300 5.406 2.322 3.324 1.896 0.807 0.959
85.0 2.245 1.995 0.785 0.567 0.414 0.240 0.338
87.5 0.480 0.371 0.153 0.044 0.065 0.076 0.120
90.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000
92.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000
95.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000
97.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000
100.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000
102.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000
105.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000
107.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000
110.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000
112.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000
115.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000
117.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000
120.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000
122.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000
125.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000
127.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000
130.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000
132.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000
135.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000
137.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000
140.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000
142.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000
145.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000
147.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000
150.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000
152.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000
155.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000
157.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000
160.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000
162.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000
165.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000
167.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000
170.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000
172.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000
175.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000
177.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000
180.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000
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COEFFICIENTS OF UTILIZATION
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FLUX DISTRIBUTION
Percent

Lumens Of Luminaire

Downward Street Side 922.2 71.7
Downward House Side 363.9 28.3
Downward Total 1286.1 100.0

Upward Street Side 0.0 0.0
Upward House Side 0.0 0.0
Upward Total 0.0 0.0

Total Flux 1286.1 100.0
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POLAR GRAPH
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Maximum Candela = 646.78   Located At Horizontal Angle = 360, Vertical Angle = 35
# 1 - Vertical Plane Through Horizontal Angles (360 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (35) (Through Max. Cd.)
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ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=232.5, Medium=544.8, High=144.1, Very High=0.8
Back: Low=145.3, Medium=170.6, High=46.3, Very High=1.6
Uplight: Low=0.0, High=0.0

BUG Rating : B1-U0-G0
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