
 

IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-04L-40.IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] 3206_scaled
[TESTLAB] TUV SUD America
[TESTDATE] 6/22/2017 12:33:00 PM
[ISSUEDATE] 7/29/2019
[MANUFAC]LSI INDUSTRIES, INC
[LUMCAT] WPSLS-04L-40
[OTHER]TEST PROCEDURE: IESNA
[_ABSOLUTE]NOTE: DATA SHOWN IS ABSOLUTE FOR THE SAMPLE PROVIDED
[OTHER]SCALED FROM ORIGINAL TEST DATA
[_SEARCH_SOURCETYPE] LED
[_SEARCH_APPLICATION] Outdoor

CHARACTERISTICS

IES Classification Type III
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 4053
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 109
Total Luminaire Watts 37.05
Ballast Factor 1.00
Upward Waste Light Ratio 0.00
Maximum Candela 2089.91
Maximum Candela Angle 360H  30V
Maximum Candela (<90 Degrees Vertical) 2089.91
Maximum Candela Angle (<90 Degrees Vertical) 360H  30V
Maximum Candela At 90 Degrees Vertical 0 (0.0% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 39.671 (1.0% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-04L-40.IES

LUMINAIRE CLASSIFICATION SYSTEM (LCS)

 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 770.8 N.A. 19.0
FM - Front-Medium (30-60) 1741.1 N.A. 43.0
FH - Front-High (60-80) 436.6 N.A. 10.8
FVH - Front-Very High (80-90) 3.6 N.A. 0.1
BL - Back-Low (0-30) 468.8 N.A. 11.6
BM - Back-Medium (30-60) 505.1 N.A. 12.5
BH - Back-High (60-80) 123.1 N.A. 3.0
BVH - Back-Very High (80-90) 3.7 N.A. 0.1
UL - Uplight-Low (90-100) 0.0 N.A. 0.0
UH - Uplight-High (100-180) 0.0 N.A. 0.0

Total 4052.8 N.A. 100.0

BUG Rating B1-U0-G1
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-04L-40.IES

CANDELA TABULATION

Vert. Horizontal Angles
Angles

 0.0  22.5  45.0  67.5  90.0  112.5  135.0  157.5  180.0  202.5
0.0 1653.265 1653.265 1653.265 1653.265 1653.265 1653.265 1653.265 1653.265 1653.265 1653.265
2.5 1693.984 1728.879 1712.854 1688.745 1659.982 1629.961 1604.231 1585.360 1534.815 1585.360
5.0 1768.760 1796.707 1760.488 1709.557 1651.258 1592.507 1541.697 1508.257 1449.098 1508.257
7.5 1840.988 1858.039 1805.023 1725.251 1637.472 1550.531 1475.005 1427.073 1360.393 1427.073
10.0 1906.996 1910.548 1843.172 1735.706 1617.995 1503.360 1406.207 1343.199 1270.750 1343.199
12.5 1959.725 1953.196 1872.961 1741.518 1593.003 1449.793 1332.015 1254.912 1176.221 1254.912
15.0 2000.036 1984.386 1895.008 1742.180 1562.442 1392.421 1252.255 1162.203 1076.432 1162.203
17.5 2028.546 2007.403 1907.503 1736.180 1525.142 1328.541 1170.122 1066.649 973.874 1066.649
20.0 2053.449 2025.601 1912.345 1723.266 1482.604 1261.033 1084.042 965.271 868.074 965.271
22.5 2071.084 2038.416 1911.926 1704.230 1433.790 1189.004 994.708 862.824 763.498 862.824
25.0 2081.021 2045.971 1908.750 1679.172 1380.267 1114.404 902.065 763.674 663.278 763.674
27.5 2087.385 2047.195 1901.515 1646.207 1321.273 1038.139 807.514 668.914 573.591 668.914
30.0 2089.910 2044.383 1889.284 1608.289 1258.133 956.713 714.331 580.010 504.021 580.010
32.5 2088.113 2038.814 1872.233 1563.358 1191.099 873.456 625.173 515.072 476.382 515.072
35.0 2084.815 2029.770 1850.528 1512.592 1118.805 786.857 548.765 475.566 451.876 475.566
37.5 2078.440 2017.417 1823.783 1456.940 1041.183 700.048 489.705 449.086 414.411 449.086
40.0 2068.239 2001.679 1792.020 1396.965 959.636 611.983 450.167 415.249 367.417 415.249
42.5 2052.710 1982.511 1753.882 1331.773 875.231 529.354 422.275 372.942 329.919 372.942
45.0 2031.457 1956.549 1709.832 1261.078 788.401 458.185 392.441 332.290 310.265 332.290
47.5 2003.278 1923.076 1658.361 1185.563 700.887 410.198 354.756 303.824 300.681 303.824
50.0 1970.357 1881.607 1597.713 1106.695 614.519 378.556 311.600 288.329 290.678 288.329
52.5 1931.833 1829.496 1528.440 1022.611 529.564 350.730 272.590 277.399 278.358 277.399
55.0 1863.233 1753.341 1450.587 934.379 447.487 321.239 243.981 264.892 262.741 264.892
57.5 1701.991 1617.267 1365.234 838.086 369.424 288.450 225.078 249.385 244.092 249.385
60.0 1474.090 1414.423 1272.228 727.499 300.107 247.047 209.748 230.956 221.990 230.956
62.5 1207.301 1167.056 1153.259 605.740 245.448 203.042 192.443 209.075 195.752 209.075
65.0 932.207 902.649 981.727 478.334 205.645 162.356 172.691 183.587 166.404 183.587
67.5 657.620 636.599 765.825 358.726 172.271 127.285 150.092 154.846 133.913 154.846
70.0 407.749 391.383 535.100 256.654 138.225 102.216 125.079 124.417 104.499 124.417
72.5 211.148 201.818 324.658 181.249 106.363 82.606 98.378 94.407 76.033 94.407
75.0 103.142 94.882 165.588 125.432 75.879 63.924 71.114 66.592 50.060 66.592
77.5 58.453 46.343 74.213 75.912 49.476 45.450 46.939 42.406 28.377 42.406
80.0 19.279 16.808 29.205 39.671 28.035 28.157 26.536 22.940 12.143 22.940
82.5 4.566 3.783 8.503 17.426 12.771 14.095 11.768 9.319 3.595 9.319
85.0 1.246 1.081 1.676 5.779 4.555 5.283 3.794 2.724 1.213 2.724
87.5 0.651 0.331 0.320 0.783 1.147 1.169 0.794 0.838 0.000 0.838
90.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000

Vert. Horizontal Angles
Angles

 225.0  247.5  270.0  292.5  315.0  337.5  360.0
0.0 1653.265 1653.265 1653.265 1653.265 1653.265 1653.265 1653.265
2.5 1604.231 1629.961 1659.982 1688.745 1712.854 1728.879 1693.984
5.0 1541.697 1592.507 1651.258 1709.557 1760.488 1796.707 1768.760
7.5 1475.005 1550.531 1637.472 1725.251 1805.023 1858.039 1840.988
10.0 1406.207 1503.360 1617.995 1735.706 1843.172 1910.548 1906.996
12.5 1332.015 1449.793 1593.003 1741.518 1872.961 1953.196 1959.725
15.0 1252.255 1392.421 1562.442 1742.180 1895.008 1984.386 2000.036
17.5 1170.122 1328.541 1525.142 1736.180 1907.503 2007.403 2028.546
20.0 1084.042 1261.033 1482.604 1723.266 1912.345 2025.601 2053.449
22.5 994.708 1189.004 1433.790 1704.230 1911.926 2038.416 2071.084
25.0 902.065 1114.404 1380.267 1679.172 1908.750 2045.971 2081.021
27.5 807.514 1038.139 1321.273 1646.207 1901.515 2047.195 2087.385
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-04L-40.IES

CANDELA TABULATION - (Cont.)

30.0 714.331 956.713 1258.133 1608.289 1889.284 2044.383 2089.910
32.5 625.173 873.456 1191.099 1563.358 1872.233 2038.814 2088.113
35.0 548.765 786.857 1118.805 1512.592 1850.528 2029.770 2084.815
37.5 489.705 700.048 1041.183 1456.940 1823.783 2017.417 2078.440
40.0 450.167 611.983 959.636 1396.965 1792.020 2001.679 2068.239
42.5 422.275 529.354 875.231 1331.773 1753.882 1982.511 2052.710
45.0 392.441 458.185 788.401 1261.078 1709.832 1956.549 2031.457
47.5 354.756 410.198 700.887 1185.563 1658.361 1923.076 2003.278
50.0 311.600 378.556 614.519 1106.695 1597.713 1881.607 1970.357
52.5 272.590 350.730 529.564 1022.611 1528.440 1829.496 1931.833
55.0 243.981 321.239 447.487 934.379 1450.587 1753.341 1863.233
57.5 225.078 288.450 369.424 838.086 1365.234 1617.267 1701.991
60.0 209.748 247.047 300.107 727.499 1272.228 1414.423 1474.090
62.5 192.443 203.042 245.448 605.740 1153.259 1167.056 1207.301
65.0 172.691 162.356 205.645 478.334 981.727 902.649 932.207
67.5 150.092 127.285 172.271 358.726 765.825 636.599 657.620
70.0 125.079 102.216 138.225 256.654 535.100 391.383 407.749
72.5 98.378 82.606 106.363 181.249 324.658 201.818 211.148
75.0 71.114 63.924 75.879 125.432 165.588 94.882 103.142
77.5 46.939 45.450 49.476 75.912 74.213 46.343 58.453
80.0 26.536 28.157 28.035 39.671 29.205 16.808 19.279
82.5 11.768 14.095 12.771 17.426 8.503 3.783 4.566
85.0 3.794 5.283 4.555 5.779 1.676 1.081 1.246
87.5 0.794 1.169 1.147 0.783 0.320 0.331 0.651
90.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.

Page 4



IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-04L-40.IES

COEFFICIENTS OF UTILIZATION
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FLUX DISTRIBUTION
Percent

Lumens Of Luminaire

Downward Street Side 2952.2 72.8
Downward House Side 1100.8 27.2
Downward Total  4053.0 100.0

Upward Street Side 0.0 0.0
Upward House Side 0.0 0.0
Upward Total 0.0 0.0

Total Flux  4053.0 100.0
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-04L-40.IES

POLAR GRAPH
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Maximum Candela = 2089.91   Located At Horizontal Angle = 360, Vertical Angle = 30
# 1 - Vertical Plane Through Horizontal Angles (360 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (30) (Through Max. Cd.)
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-04L-40.IES

ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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IES ROAD REPORT
PHOTOMETRIC FILENAME : WPSLS-04L-40.IES

LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=770.8, Medium=1741.1, High=436.6, Very High=3.6
Back: Low=468.8, Medium=505.1, High=123.1, Very High=3.7
Uplight: Low=0.0, High=0.0

BUG Rating : B1-U0-G1

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.

Page 8


