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FEATURES & SPECIFICATIONS

The Central Base Station can be installed anywhere you need wireless push-button lighting control, such as municipal ballparks, hockey arenas, 
basketball facilities, and other multi-use complexes. The heart of the Central Base Station is the AirLink Synapse Site Manager, contained in the 
NEMA 4X enclosure. A bank of 5 buttons enables manual control of the site lighting. The Central Base Station makes it easy for electricians to 
quickly install the site controller and enables quick and simple access to a switch station that can be programmed to meet the needs of the end-
user.

Construction
• Central Base station includes the AirLink 

Synapse Site Manager and 5 button 
switches

• NEMA 4X and IP65 enclosure  
• Pre-configured 5-button switches enable 

control of all lighting within the facility
• Verizon Cellular network service

Electrical
• 120 VAC, 8  watt max
• 6kV surge protection

• Radio SNAP 2.4GHz 802.15.4, Wi-Fi 2.4Ghz 
802.11 b/g/n

Installation
• Ideal for both indoor and outdoor 

applications 
• -20°C to +55°C (-4° F to 131°F)
• Dimensions 15.5” x 13.5” x 7.7” (393 x 342 x 

195 mm)

Warranty

• 5-year limited warranty. 

Listings
• UL listed
• FCC, IC certified

Central Base Station

ORDERING GUIDE

Catalog Number Suffix Description Part Number
ALS CBS WIFI VER CELL AirLink Synapse Wireless Central Base Station with Verizon Cellular Service 685209

enabled by SYNAPSE
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